R-2719A

NOTES ON PLANS
GEOGRID REINFORCED SLOPE SHALL BE PLACED FROM STATION 252+50 –L- TO STATION 259+50 -L- (RIGHT), WHERE SLOPE IS STEEPER THAN 3:1 (H:V).    

LAYERS OF REINFORCEMENT MAY NEED TO BE ADDED OR SUBTRACTED AT THE TOP OF SLOPE AS EMBANKEMNT HEIGHT VARIES THROUGH THE STEEPENED SECTION.

ADJACENT ROWS OF GEODRID SHALL BE JOINED BY EITHER A SECURE MECHANICAL CONNECTION OR A MINIMU OF 12 INCHES OR OVERLAP.
PERMANENT SOIL REINFORCEMENT MAT SLOPE PROTECTION SHALL BE PLACED STATION 252+50 –L- TO STATION 259+50 -L- (RIGHT), WHERE SLOPE IS STEEPER THAN 3:1 (H:V).  SEE THE GEOGRID REINFORCED SLOPE SPECIAL PROVISION.
THE FIRST LAYER OF GEOGRID SHALL BE PLACED ON LEVEL GROUND, NOT STEEOER THAN 5% GRADE.  
SEE THE SPECIAL PROVISION FOR GEOGRID REINFORCED SLOPE FOR DETAILED REQUIREMENTS OF MATERIALS AND CONSTRUCTION.
SEE ROADWAY CROSS SECTIONS FOR LIMITS OF SLOPE.
(?) BACKFILL WITHIN THE REINFORCED VOLUME SHALL BE COMMON BORROW MATERIAL IN ACCORDANCE WITH SECTION 1018 OF THE STANDARD SPECIFICATIONS.

QUANTITIES
SECONDARY GEOGRID REINFORCEMENT:  

10,000 SQ. YD.

SELECT GRANULAR MATERIAL: 


10,000 CU. YD.

PERMANENT SOIL REINFORCEMENT MAT: 

  3,500 SQ. YD. 

