
ENCASEMENT REQUIRED
USE OF DIP OR STEEL

BASIS ONLY
BOX ON A CASE BY CASE
EXCEPT AS INTERFERENCE
OR LESS, NOT ALLOWED,
IF CLEARANCE IS 12 INCHES

MIN. COVER
3 FT.

NTS-

EX. GROUND

GAS LINE
PROPOSED

12"

0"

24"

DRAINAGE PIPE
UTILITY/EXISTING 

OR DRAINAGE PIPE
OVER EXISTING UTILITY

PROPOSED GAS LINE

NTS

EX. GROUND

-

TYPICAL COMBINED PIPE TRENCH

EX. GROUND

PLUS 12"
PIPE O.D.

PLUS 12"
PIPE O.D.

MIN.
12"

PLACEMENT OF TRACER WIRE FOR PE PIPE.
SEE LOCATING TEST STATION DETAIL FOR2.

APPROXIMATELY 12" ABOVE TOP OF GAS MAIN.
FOR PE PIPE, INSTALL GAS WARNING TAPE1.

NOTES:

COVER
EXISTING

GAS LINE
EXISTING

GAS LINE
PROPOSED 6"/10"

1

2

*SEE DETAIL 4 (THIS SHEET)

UTILITY ALLOWED
UNDER EXISTING
4 FT. MINIMUM DEPTH

12" MIN.
ENCASEMENT IS REQUIRED
UTILITY THEN NO DIP OR
OVER THE EXISTING
IF 12 INCHES OR MORE
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NTS-

BEND
45° VERT.

BEND
45° VERT. BEND

45° VERT.

BEND
45° VERT.

PROFILE VIEW

EX. GROUND

PIPE.
BOTH STEEL AND PLASTIC
DETAIL APPLICABLE FOR1.

NOTE:

GAS MAIN
PROPOSED

OR DRAINAGE PIPE
EXISTING UTILITY

PROPOSED GAS LINE UNDER

TYP
5’ MIN.

DRAINAGE PIPE
EXISTING UTILITY/

4

4’ MIN.

FINISHED GRADE

TEST STATION POLE INSTALLATION
NOT TO SCALE

BIG FINKfi PE

TEST STATION

(6’ STANDARD)

3
’-6

"
2
’-6

"

-

6

NTS

WIRING CONNECTIONS
CATHODIC TEST STATION

4. WIRE COLOR CODE TO BE POSTED IN TEST STATION.

(SEE INSET)

BIG FINK TEST STATION 300-B2

NOTES:

SEE NOTE 4

RING CONNECTOR
SOLID

BEND WIRES

FOR SLACK

INSET

WIRE

(2) THREADED POSTS W/

TWO ASA BINDING NUTS

PER POST

 CONNECTING WIRE TO COVER PLATE TERMINALS.

1. ALLOW TIME FOR BACKFILL COMPACTION BEFORE

 AND INSTALL COVERS.

 TRIM THE WIRES TO LENGTH, ATTACH THE TERMINALS

 THROUGH THE FITTING. WHEN BACKFIL IS COMPACTED,

2. ALLOW APPROX. 18" EXCESS WIRE EXTENDING

 SLACK.

3. BEFORE TRIMMING, FORCE WIRES INTO CONDUIT FOR

-

5

NTS

CATHODIC TEST STATION DETAIL

6"

W

W

NORMALLY NOT

OVER 5’

NOTES:

 AND COATED WITH 2 PART EPOXY. 
1. ALL PIPE-WIRE CONNECTIONS TO BE CAD WELDED

 BACKFILLING.

2. LEAVE SLACK IN WIRE TO AVOID DAMAGE IN

 WITH TW INSULATION. 

3. ALL PIPE WIRE SHOULD BE NUMBER 12 WHITE WIRE

-

3

DocuSign Envelope ID: 21CF2626-B932-474D-AEBB-74CA0AF1B16D

6/2/2015 

https://trust.docusign.com

		2015-06-02T13:59:41-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




