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TYPICAL FIRE HYDRANT ASSEMBLY DETAIL
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NOTE:
MAXIMUM PRESSURE READING SHALL BE 1 1/2 TIMES WORKING PRESSURE
OR 20 PSI GREATER THAN TEST PRESSURE, WHICHEVER IS GREATER.
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PLANS ONLY

CAST OR CORE
DRILLED HOLE

DETAILS

CAST OR CORE DRILLED HOLE INSTALLATION

GENERAL NOTES:

1. TYPE OF SLEEVE SHALL BE AS NOTED ON PLANS.
2. SIZING OF SEAL AND TYPE OF MATERIALS SHALL BE ACCORDING
TO MANUFACTURERS RECOMMENDATIONS FOR SIZE AND MATERIAL

OF PIPE AND SIZE

SHALL BE STAINLESS STEEL UNLESS APPROVED BY ENGINEER.

MODULAR SEAL DETAIL

AND TYPE OF OPENING. BOLTS AND HARDWARE

REVISED FOR THIS PROJECT
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NOTES:
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12” PIPE
—4" TYP. [

SEE NOTE #

SEE NOTE #2
1/2" PLATE COAT N
WITH BITUMINOUS e =
MATERIAL (TYP.)
3/4” PLATE —- =3 , )
T s N 3/4” PLATE 3/4” NON SHRINK
. !
A\—  GROUT
i - 4 B N .- ) - -
. Mo oa B e o .
. e 4 Il e Y & e '
g — R i | T A
: < . 'q' ’ 4 .
a9 ) . . . —_\ .
N B
- Y 4 © 4
6" TYP 3/4” ¢ EXP. BOLTS
SLAB OR FLOOR B
REINFORCEMENT EMBED 8" MIN.
SLAB OR FLOOR
CONCRETE SLAB REINFORCEMENT

METAL PIPE SUPPORT DETAIL
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NOTE: THIS DETAIL SHALL ONLY BE USED IF WATER
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NOTE:

1. CONSTRUCTION OF TRENCHES SHALL COMPLY WITH ALL FEDERAL, STATE AND LOCAL SAFETY AND
HEALTH REGULATIONS WHICH HAVE JURISDICTION AT THE PROJECT SITE. IT IS THE CONTRACTOR’S
RESPONSIBILITY TO BE FAMILIAR WITH THE APPLICABLE REGULATIONS AND FOLLOW THEM ACCORDINGLY.

TYPICAL TRENCHING DETAILS
WATER LINES

REVISION DATE - NOVEMBER 3, 2008
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