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SHOULDER BERM GUITER SUMMARY

PROJECT REFERENCE NO.

SHEET NO.

1-5722

4

REVISIONS

EBL /WBL MILEPOST MILEPOST LENGTH
MAP 1 - EBL 393.27 393.39 550
EBL 397.08 397.15 337.5
EBL 398.19 398.31 637.5
EBL 398.74 398.75 87.5
EBL 404.96 405.19 1187.5
EBL 405.63 405.68 225
EBL 407.16 407.25 250
MAP 2 — WBL 407.21 407.16 150
WBL 405.68 405.62 225
WBL 405.18 404.97 1025
WBL 398.72 398.70 75
WBL 398.23 398.14 400
WBL 397.15 397.08 325
WBL 395.64 395.62 50
WBL 393.38 393.29 450
TOTAL: 5,975
SAY: 5,975
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DETAILS OF REPAIRING EXISTING PAVEMENT PRIOR
TO RESURFACING FOR FULL DEPTH AND MILLING

LENGTH & WIDTH VARIES

EXISTING ASPHALTIC PAVEMENT
AS DIRECTED BY ENGINEER /

EXISTING BASE

3 7 [{_
i EXISTING SUBCROWN MATERTAL
EXISTING ASPHALT PAVEMENT BASE AND/OR SUBCRONN MATERIAL

T0 BE REMOVED AND REPLACED WITH BASE COURSE, INTERMEDIATE
COURSE OR SURFACE COURSE OR A COMBINATION OF BASE, INTERMEDIATE
%NED é'l‘lg;é% COURSE, AND PAVEMENT REMOVAL, AS DIRECTED BY

HE ENGINEER.

DETAIL NO. 1

LENGTH & WIDTH | EXISTING ASPHALTIC PAVEMENT
VARIES /
avs 4
% EXISTING BASE

VARIES L
EXISTING SUBCRONN MATERIAL

SAN AND REMOVE EXISTING ASPHALT PAVEMENT TO NEAT LINES AND REMOVE
EXISTING LOOSE BASE AND/OR SUBCROWN MATERIAL AND REPLACE WITH BASE
COURSE, INTERMEDIATE COURSE, OR SURFACE COURSE OR A COMBINATION OF
BASE, INTERMEDIATE AND SURFACE COURSE, AND PAVEMENT REMOVAL,

AS DIRECTED BY THE ENGINEER.

DETAIL NO. 2

LENGTH & WIDTH EXISTING ASPHALTIC PAVEMENT
VARIES

7

/ \ EXISTING BASE

/ \\ EXISTING SUBCROWN MATERIAL
S

AW AND REMOVE EXISTING BROKEN-UP ASPHALT PAVEMENT
TO NEAT LINES AND REPLACE WITH SURFACE COURSE.
AS DIRECTED BY THE ENGINEER

DETAIL NO. 3

LENGTH & WIDTH VARIES

v g /—EXISTING ASPHALTIC PAVEMENT

‘1
77 A7~
1

EXISTING BASE

i \— EXISTING SUBCROWN MATERIAL

OVERLAY PAVEMENT WITH 1" - 2" SURFACE COURSE
AS DIRECTED BY THE ENGINEER.

DETAIL NO. 4

LENGTH & WIDTH VARIES

EXISTING ASPHALTIC PAVEMENT
| /_

* EXISTING BASE

/ \— EXISTING SUBCROWN MATERIAL

OVERLAY PAVEMENT WITH LEVELING COURSE
AS DIRECTED BY THE ENGINEER.

DETAIL NO. 5
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