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NOTES

TYPICAL SECTION

WINGS, APPROACH SLAB BLOCKOUT, AND SIP FORMS NOT SHOWN FOR CLARITY.

SHOWING ABUTMENT WALL AT END BENT.

32’-0" (CLEAR ROADWAY)

3 BAR RAIL

BARRIER RAIL

42" CONCRETE 

0.02 2
�

" 
C

L
.

{ 4" HIGH B.B.

(TYP. EA. OVERHANG)

2’-0"

@ 3’-0" CTS.

2�" HIGH B.B.U.

1’-0" (TYP.) (TYP. EA. SIDE)

DRIP GROOVES 

{ 2-1" � 

4�" (TYP.)

40’-5" (OUT TO OUT)

(T
Y

P
.)

1
1
" 
  

(LEVEL)(TYP.)

CONST. JT. 

#5 A4

#5 A3

SEE DETAIL "A"

(SEE NOTES)

1�" B.B.U.

(TYP. EA. SIDE)

#4 K5 (FRONT FACE)

6-#4 S1 @ 1’-0" CTS.

BENT (TYP. EA. BAY)

IN INTEGRAL END 

TO MATCH #4 V1 

BENT (TYP. EA. BAY)

IN INTEGRAL END 

TO MATCH #4 V1 

(1’-9" SPLICE)

(2 BAR RUN) 

#4 K1 (FILL FACE)

(TYP. EA. BAY)

#4 K2 (FRONT FACE)

FOR BOTH DIRECTIONS OF TRAFFIC

DETAILS SHOWN ARE TYPICAL 

1’-8"

(TYP.)

11�" (TYP.)

(TYP. EA. SIDE)

#4 K8 (EA. FACE)

(TYP. EA. SIDE)

#4 K6 (FRONT FACE)

(TYP. EA. BAY)

#4 K3 (FRONT FACE)

FOR BOTH DIRECTIONS OF TRAFFIC

DETAILS SHOWN ARE TYPICAL 

TRANSYLVANIA

TYPICAL SECTION

DETAILS 

STEEL DIAPHRAGM 

SEE INTERMEDIATE 
9-#5 B6 @ 9�" CTS.

(TYP. EA. BAY)

(BOTTOM OF SLAB)

Office of:
Prepared in the

(828) 254-2201 -

CONSULTING ENGINEERS SURVEYORS

FIRM LICENSE No. C-1154

12 BROAD STREET

ASHEVILLE, NORTH CAROLINA 28801

FAX (828) 254-4562

Mattern & Craig1978

SINCE

50+83.00 -L-

{ GDR.

DETAIL ‘‘A’’

STAY-IN-PLACE

METAL FORMS ( TYP.)

11’’ TOP OF SLAB TO TOP OF

8�" - TOP OF SLAB TO

2�" BUILD-UP

  

AT { BRG. 

PREST. CONC. GDR. AT { BRG.

TOP OF S. I. P. FORMS @ { BRG.

1’-0"

(TYP.)

29-#4 B3 @ 1’-5" (TOP OF SLAB) (SEE PLAN OF SPAN)

28-#8 B4 @ 1’-5" (TOP OF SLAB) AT END BENTS (SEE PLAN OF SPAN)

4-#5 B5 @ 9�" CTS.

(TYP.)

1’-0"

0.02

(TYP. EA. SIDE)

#4 V1 IN CAP 

2-#4 S5 TO MATCH

-L-

15’-9"

3�"

8
�

"

(T
Y

P
.)

CONCRETE GIRDER

PRESTRESSED 

AASHTO TYPE IV

{ GIRDER 1 { GIRDER 2 { GIRDER 3 { GIRDER 4 { GIRDER 5

{ GIRDER 6 { GIRDER 7 { GIRDER 8 { GIRDER 9 { GIRDER 10

APPROACH SLAB

BRIDGE 

10" BLOCKOUT

SECTION THRU INTEGRAL END BENT 

‘‘A’’ BARS

 ‘‘B’’ BARS

CONST. JT.

{ BRG.

  

1�" B.B.U.

(SEE NOTES)

6’-0"

(TYP.)

2" CL. TO #4 ‘‘S’’
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2�" B.B.U.

@ 3’-0" CTS.

STAY-IN-PLACE

METAL FORMS

TRANSVERSE

CONST. JT.

#4 V1

#4 S3 @

1’-0" CTS.

#4 S4 @

1’-0" CTS.

#4 S1 TO MATCH

WITH #4 V1 IN

INTEGRAL END BENT

(MEASURED ALONG -L- LINE)
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#4 K3
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#4 K2

3’-3"

1’-7�"

2" CL.

(MIN.)

3
"

1
3
�

"
1
1
"

1
1
"

1
3
�

"

�"

S-44, S-45, AND S-47)
END BENT, SHEETS 

(SEE INTEGRAL

S-30
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WALLS, SEE SHEET S-44

CANTILEVER WING 

S-33) FOR THESE BARS (TYP.)

SEE GIRDER SHEETS (S-32 AND

CONST. JT.

E
A

S
T

B
O

U
N

D

W
E

S
T

B
O

U
N

D

SECTION THRU SIDEWALK

5’-6’’

3’’ RADIUS

6-#4 B7 BARS 

6
’’

2’’

3�"

4
’’

6’-9 �’’

1’-3�’’

{ 2-1’’ � GROOVES

4 �’’
2 �’’ CL.

1
 
�

’’

3 �’’

SPA. AS SHOWN

* * 4-#4 DOWELS

SPAN HAS BEEN SCREEDED OFF.

* * DOWELS MAY BE PUSHED INTO GREEN CONCRETE AFTER

#4 G1  BARS

@ 1’-2’’ CTS.

@ 1’-0’’ CTS.

@ 7’-0’’ CTS.
#4 D1 BARS

   

11’-5"

7’-10�"

FORMS (TYP.)

STAY-IN-PLACE 

METAL 

(TYP. EA. SIDE)

@ 1’-0" CTS. 

3-#4 S1 & S3 

@ 1’-0" CTS.
6-#4 S3 & S4

11’-6"

3’-7�"

REQUIRED FOR SEGMENTS LESS THAN 10 FEET IN LENGTH.

EXPANSION JOINTS. NO CONTRACTION JOINTS WILL BE 

LOCATED AT A SPACING OF 8 TO 10 FEET BETWEEN 

SPECIFICATIONS. THE CONTRACTION JOINTS SHALL BE 

ACCORDANCE WITH ARTICLE 825-10(B) OF THE STANDARD 

TOOLED IN ALL EXPOSED FACES OF THE SIDEWALK IN 

GROOVED CONTRACTION JOINTS �" IN DEPTH, SHALL BE

PRESTRESSED CONCRETE GIRDERS.

NECESSARY, TO AVOID INTERFERENCE WITH STIRRUPS IN 

LONGITUDINAL STEEL MAY BE SHIFTED SLIGHTLY, AS 

ABOVE THE TOP OF THE REMOVABLE FORM.

BOTTOM MAT OF ’A’ BARS A CLEAR DISTANCE OF 2�" 

(C.H.C.M.) AT 4’-0" CTS. WITH A HEIGHT TO SUPPORT THE 

PROVIDE CONTINUOUS HIGH CHAIRS FOR METAL DECK 

BOTTOM MAT OF ’A’ BARS. WHEN USING REMOVABLE FORMS,

ATOP THE METAL STAY-IN-PLACE FORMS TO SUPPORT THE

PROVIDE 1�" HIGH BEAM BOLSTERS UPPER AT 4’-0" CTS.
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