
GREY IRON, RECTANGULAR 4'X6', 1.5" MIN. THICK, WITH 1/2"
OPENING OR LESS

NOTES:

1. GRATE DESIGN MUST BE ADA COMPLIANT.
2. GENERAL PATTERN DESIGN MUST BE AS SHOWN.
3. EXCEPTIONS OR PERSONALIZATION MUST BE REVIEWED

AND APPROVED BY THE CITY OF RALEIGH.
4. A TREE IMPACT PERMIT IS REQUIRED.
5. ADHERE TO STANDARDS IN THE CITY TREE MANUAL.
6. ELECTRIC OUTLETS AND OTHER UTILITIES ARE

PROHIBITED IN THE GRATE AREA.

CONTACT INFORMATION:
CITY OF RALEIGH PARKS, RECREATION AND CULTURAL

RESOURCES DEPARTMENT URBAN
FORESTER:TREES@RALEIGHNC.GOV

WWW.RALEIGHNC.GOV
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NOTE: ALL DIMENSIONS SHOWN ARE IN ENGLISH
MATERIAL: CAST GRAY IRON ASTM A-48, CLASS 35B
FINISH: NO PAINT
WEIGHT: 608#/SET
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4" WIDE MAX.
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TO FRAME w/ (2) 3/8-16UNC
X 1 STNLS STL. FLAT HD.

USING A 6" X 1 1/4" X 1/4"
FRAMES ARE ASSEMBLED

THICK STEEL PLATE BOLTED

BOLTED PLATE (2) 3/8-16UNC
TAPPED HOLES

ASSEMBLY DETAIL

2 
1/
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BOLT TREE GRATE HALVES TOGETHER w/
(2) 1/2"-13 x 3" STNL. STL. HEX BOLTS,
GALV. FLAT WASHERS AND STNL. STL. HEX NUT

TREE GRATE IN
SIDEWALK WITHIN ROW

PRCR-06

CAP SCREWS

CONCRETE PAVER
2 3/8" (60 MM) MIN. THICKNESS

1" TO 1 1/2" (25 - 40 MM)
COMPACTED BEDDING SAND

COMPACTED AGGREGATE BASE
4" (100 MM) MIN. THICKNESS

COMPACTED SOIL SUBGRADE

CONCRETE CURB
SET 1/4" (7 MM) BELOW TOP OF PAVERS

CONCRETE PAVER
2 3/8" (60 MM) MIN. THICKNESS

1" TO 1 1/2" (25 - 40 MM)
COMPACTED BEDDING SAND

COMPACTED AGGREGATE BASE
4" (100 MM) MIN. THICKNESS

COMPACTED SOIL SUBGRADE

ALUMINUM EDGE RESTRAINT

AND CONTROL JOINTS @ 15' (4.58 M) OC

NOTES:
1. BRICK OR CONCRETE PAVERS ALLOWED ONLY UNDER SPECIAL CONDITIONS.
2. THICKNESS OF BASE MAY VARY WITH SUBGRADE/TRAFFIC CONDITIONS.
3. SCATTER SAND OR SCREENINGS OVER COMPLETE WORK AND SWEEP INTO CRACKS.
4. CONCRETE PAVERS SHOULD CONFORM TO REQUIREMENTS OF ASTM C-1319.
BRICK PAVERS SHOULD CONFORM TO REQUIREMENTS OF ASTM C902-95

5. SEE CITY OF RALEIGH CODE SECTION 10-7001 (D) FOR CONDITIONS UNDER
WHICH CONCRETE / BRICK PAVERS ARE ALLOWED.

CONCRETE/BRICK PAVER
SIDEWALK DETAIL

SECTION 1

SECTION 2

BRICK OR

BRICK ORGALVANIZED STAKE
REFER TO MANUFACTURER'S
RECOMMENDATION FOR
INSTALLATION

T-30.03
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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED
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LANDSCAPE DETAILS
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