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AESTHETIC DETAILS NOT SHOWN FOR CLARITY.  SEE 

APPROVAL.

SLAB DETAILS SHALL BE REVISED AND SUBMITTED FOR 

BE THICKER THAN 8", CONCRETE PARAPET WITH MOMENT 

SLAB OR CONCRETE FACING FOR RETAINING WALL WILL 

WILL INTERFERE WITH CONCRETE PARAPET WITH MOMENT 

FOUNDATIONS, BARRIERS, PIPES, INLETS OR UTILITIES 

IF EXISTING OR FUTURE OBSTRUCTIONS SUCH AS 

EPOXY COATED.
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CURING AND STRENGTH REQUIREMENTS.
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A MINIMUM COMPRESSIVE STRENGTH OF 2,000 PSI.  IN 
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REQUIRED AT MID-POINT OF PARAPET SEGMENTS LESS 

EXPANSION JOINTS. ONLY ONE CONTRACTION JOINT IS 

BE LOCATED AT EACH THIRD POINT BETWEEN PARAPET 

STANDARD SPECIFICATIONS.  A CONTRACTION JOINT SHALL 

AND IN ACCORDANCE WITH ARTICLE 825-10(B) OF THE 
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GROOVED CONTRACTION JOINTS,  1/2" IN DEPTH, SHALL BE

MOMENT SLAB AS SHOWN ON SHEET 2 OF 4.
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MINIMUM OF 15’ IN LENGTH.
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