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DATE:   JULY 01, 2015 APPROVED BY:   J.E.G.

GROUND

M.J. CONNECTION WITH IRON 

RETAINING GLAND M.J. RESTRAINT.  

(SEE NOTE 2 AND FAYPWC 

STANDARD RESTRAINING DETAIL)

 1          7/09      REVISED NOTES 1, 2 & 3
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DI OFFSET

CONNECTOR

PIPE

AWWA C153

RESTRAINED JOINT

RESTRAINED JOINT

1     JAN 05     ADDED NOTES

CLASS 50 OR 

PRESSURE 

CLASS 350 DI 

PIPE

3.5’ MIN.

M.J. CONNECTION WITH IRON 

RETAINING GLAND M.J. RESTRAINT.  

(SEE NOTE 2 AND FAYPWC 

STANDARD RESTRAINING DETAIL)

2     JULY 09   REVISED NOTES 1, 2 & 3
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ABOVE DRAIN OPENING
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6" GATE VALVE

VARIES

FAYPWC STANDARD PENTAGONAL
OPERATING NUT OPEN
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THRUST BLOCK

M.J. CONNECTION WITH IRON 

RETAINING GLAND M.J. RESTRAINT 

SEE NOTE 2 AND FAYPWC STANDARD

2-21/2" NOZZLES & 1-4-1/2" NOZZLE

WITH FIRE HOSE COUPLING THREAD IN

ACCORDANCE w/CITY OF FAYETTEVILLE

STANDARD. NOZZLE CAPS SHALL

BE SECURELY CHAINED TO THE

HYDRANTS BODY

COUNTER CLOCKWISE.

UNDISTURBED
SOIL

VALVE BOX

DETAIL

4-1/2"

BARREL

RESTRAINING DETAIL.

W.13

1 10/23/03 REVISED NOTE #4

NOTES:

1.    FIRE HYDRANT SHALL BE MODELS 

MANUFACTURED BY MUELLER CO. 

(CENTURIAN), AMERICAN VALVE AND 

HYDRANT CO. (MODEL MARK 73), CLOW 

MEDALLION OR APPROVED EQUAL.

2.    ALL VALVES AND HYDRANTS SHALL 

HAVE M.J. CONNECTIONS WITH IRON 

RETAINING GLAND M.J. RESTRAINT.

3.    FIRE HYDRANT SHALL BE FIELD PAINTED 

IN ACCORDANCE WITH FAYPWC STANDARDS, 

BEFORE PROJECT IS ACCEPTED.

4.    HYDRANT VALVE SHALL BE PLACED AS 

CLOSE AS POSSIBLE TO THE MAIN, BUT DO 

NOT PLACE VALVE IN PROPOSED OR 

EXISTING CURB AND GUTTER.  IF THE 

STREET IS SOIL AND NO PAVING IS TO BE 

DONE AT THIS TIME, THE LOCATION OF THE 

VALVE IS TO BE DETERMINED BY THE 

FAYPWC PROJECT COORDINATOR.

5.    FIRE HYDRANTS SHALL BE PLACED AS 

DIRECTED BY THE FAYPWC PROJECT 

COORDINATOR.

6.    HYDRANT BRANCH SHALL NOT BE BACK 

FILLED UNTIL INSPECTED AND APPROVED BY 

FAYPWC PROJECT COORDINATOR.

7.    GATE VALVE AND BOX SHALL BE IN 

ACCORDANCE WITH FAYPWC STANDARD 

DETAIL.

8.    HYDRANT EXTENSIONS AND/OR 

OFFSETS SHALL BE APPROVED BY FAYPWC 

PROJECT COORDINATOR.

2 7/1/09
REVISED NOTE #2, REMOVED NOTE

#3 & ALTERED RESTRAINT DETAIL

DI TEE, HYDRANT TEE 

OR TAPPING SLEEVE 

AS REQUIRED. (SEE 

TAPPING DETAIL)
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2" BLOW OFF 

MAIN

WATER 
2"SDR-21 PVC
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NOTES:

W.15

BRICK

METER BOX

2" SLIP ON CAP 

CONCRETE COLLAR 

IN PAVED AREAS 

CONC. PROTECTOR 

RING IN NON-TRAFFIC 

AREAS. (SEE VALVE 

BOX DETAIL W.7)

SLOTTED 

VALVE BOX 

1. ALL MATERIALS SHALL  

BE APPROVED BY 

FAYPWC.

2. WHEN INSTALLED IN A  

PAVED AREA METER BOX  

SHALL BE SET 1/4" ABOVE  

FINISHED PAVEMENT  

GRADE AND PAVEMENT  

FEATHERED TO TOP OF  

BOX.

3 .METER BOX AND VALVE 

BOX  SHALL BE IN 

ACCORDANCE  WITH 

FAYPWC DETAILS

1 8/06 CHANGED FITTINGS TO SCHED 80

WATER
MAIN

_"X2" TAPPING SADDLE

2" BALL VALVE

 12" BRASS NIPPLE

2" BRASS F.I.P x PACK

JOINT FOR PVC

ADAPTOR

CONCRETE THRUST BLOCK

2" SCHED 80 

PVC 90%%D ELBOW

R
O

W
 -

 P
/L18"

_"X2" TAPPING SADDLE
MJ PLUG

CONCRETE THRUST 

BLOCK, PER FAYPWC 

DETAIL W.17

12" MJ SLEEVE

CONCRETE THRUST BLOCK

2" SDR 21 PVC

12" BRASS NIPPLE

2" BALL VALVE

6" BRASS NIPPLE

TO BE REMOVED 

WHEN EXTENDING 

MAIN

2" SCHED 80 PVC

 90%%D ELBOW

4. BLOW OFF ASSEMBLY NOT 

TO BE RE-USED UNLESS 

APPROVED BY FAYPWC.

5. REMOVE ENTIRE ASSEMBLY 

FROM BELL OF WATER MAIN 

PIPE WHEN EXTENDING THE 

MAIN

2 11/06 REVISED CONFIGURATION

TRACER WIRE

6" BRASS NIPPLE

IF MAKING WET 

TAP SEE DETAIL 

W.15B

2" BRASS F.I.P x PACK

JOINT FOR PVC

ADAPTOR

2" min. @

FINAL GRADE 4" min.

6" max.

N.T.S.

ASPHALT

NOTES:

1.    SEE FIRE HYDRANT DETAIL W.13 FOR ADDITIONAL   

       REQUIREMENTS.

 

2.    ALL VALVES AND HYDRANTS SHALL HAVE M.J.

       CONNECTIONS WITH IRON RETAINING GLAND M.J. 

       RESTRAINT.

 

3.    FIRE HYDRANT OFFSET CONNECTOR SHALL BE 

       PLACED AS APPROVED BY THE FAYPWC PROJECT 

       COORDINATOR.

 

4.    OFFSET CONNECTOR SHALL NOT BE BACK FILLED 

        UNTIL INSPECTED AND APPROVED BY FAYPWC 

        PROJECT COORDINATOR.

NOTES:

1.    SEE FIRE HYDRANT DETAIL W.13 FOR ADDITIONAL REQUIREMENTS.

 

2.    ALL VALVES AND HYDRANTS SHALL HAVE M.J. CONNECTIONS WITH 

        IRON RETAINING RESTRAINT.

 

3.    FIRE HYDRANT OFFSET CONNECTOR SHALL BE PLACED AS 

        APPROVED BY THE FAYPWC PROJECT COORDINATOR.

 

4.    OFFSET CONNECTOR SHALL NOT BE BACK FILLED UNTIL INSPECTED 

        AND APPROVED BY FAYPWC PROJECT COORDINATOR.
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