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BENT 1
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(RIGHT SIDE SHOWN, LEFT SIDE SIMILAR)

178’-1�" { JT. TO { JT.

167’-9�" (LIMITS OF FENCE)
THE STANDARD SPECIFICATIONS.

10 KIPS.  FOR ADHESIVELY ANCHORED ANCHOR BOLTS OR DOWELS, SEE 

TESTING IS REQUIRED, AND THE YIELD LOAD OF THE �’’ ~ BOLTS IS 

IN PLACE OF THE METAL RAIL ANCHOR ASSEMBLY.  LEVEL ONE FIELD 

THE CONTRACTOR MAY USE AN ADHESIVELY ANCHORED ANCHOR BOLTS 

THE ENGINEER.

OF ASTM A307. THE USE OF THIS ALTERNATE SHALL BE APPROVED BY

THEY SHALL CONFORM TO OR EXCEED THE MECHANICAL REQUIREMENTS

AN ALTERNATE FOR THE �’’ ~ GALVANIZED BOLTS, NUTS AND WASHERS.

OPTION, STAINLESS STEEL BOLTS, NUTS AND WASHERS MAY BE USED AS 

NUTS AND WASHERS SHALL BE GALVANIZED. AT THE CONTRACTOR’S 

NUTS SHALL CONFORM TO THE REQUIREMENTS OF AASHTO M291.  BOLTS, 

BOLTS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A307 AND 

ARTICLE 1076 OF THE STANDARD SPECIFICATIONS.

GALVANIZE ALL STEEL PARTS AND HARDWARE IN ACCORDANCE WITH

REQUIREMENTS OF SECTION 1050 OF THE STANDARD SPECIFICATIONS.

ALL FENCE MATERIAL SHALL BE BLACK VINYL COATED AND MEET THE

FOR BRIDGE MOUNTED CHAIN LINK FENCE, SEE SPECIAL PROVISIONS.
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