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{ HANDRAIL BASE PLATE

•" ELASTOMERIC PAD

HANDRAIL BASE PLATE ASSEMBLY

HANDRAIL

MECHANICAL ANCHOR ASSEMBLY

ƒ" ~ THREADED ROD AND

„" STEEL PLATE

REINFORCING STEEL (60,000 PSI)

CIP CONCRETE (5,000 PSI)

SQ. FT.

EA.

LIN. FT.

EA.

LBS.

C.Y.

   3" COVER U.N.O.

   CHAMFER EDGES ƒ" X ƒ".

   HANDRAIL BASE PLATE.

   ADJUST REINFORCEMENT AS NECESSARY TO AVOID BLOCKOUTS AND

   FOR HANDRAIL DETAILS, SEE SHEET TITLED "TEMPORARY BALLAST RETAINER (1 OF 4)".

   FOR BASE PLATE DETAILS, SEE SHEET TITLED "HANDRAIL DETAILS".

   TO ASTM A 65M, G90 COATING WEIGHT, OR APPROVED EQUAL.

   CORRUGATED METAL DUCTS MADE FROM 26 GAUGE STRIP STEEL CONFORMING

   PREFORMED 1•" ~ HOLES FOR ANCHOR BOLTS SHALL BE FORMED WITH PERMANENT

   ALL HOLES PASS THROUGH SECTION.

   ANCHOR, OR APPROVED EQUAL.   

   FOR MECHANICAL ANCHOR, USE ƒ" ~, RED HEAD MULTI-STEP II DROP-IN

NOTES:
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ALL BAR DIMENSIONS ARE OUT TO OUT.
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BLOCKOUT DETAIL

TYPICAL ANCHOR

EQUAL. MECHANICAL ANCHORS SHALL BE INSTALLED PER MANUFACTURER RECOMMENDATIONS.

FOR MECHANICAL ANCHOR, USE ƒ" ~, RED HEAD MULTI-STEP II DROP-IN ANCHOR, OR APPROVED 

3" COVER U.N.O.

CHAMFER EDGES ƒ" X ƒ".

RETAINER (1 OF 4)" AND "HANDRAIL DETAILS".

FOR HANDRAIL DETAILS, SEE SHEETS TITLED "TEMPORARY CONCRETE PEDESTAL AND BALLAST 

PLATE AND ANCHOR RODS DETAILS, SEE SHEET TITLED "HANDRAIL DETAILS".

ANCHOR RODS FOR BASE PLATE SHALL BE CAST-IN-PLACE WITH THE BALLAST CURB. FOR BASE 

HANDRAIL BASE PLATE/ANCHOR BOLTS.

CONTRACTOR MAY ADJUST REINFORCEMENT SLIGHTLY AS NECESSARY TO AVOID BLOCKOUTS AND 

ANCHOR BOLT DETAIL.

SEE SHEET TITLED "TEMPORARY CONCRETE PEDESTAL AND BALLAST RETAINER (4 OF 4) FOR 

WEIGHT, OR APPROVED EQUAL.

METAL DUCTS MADE FROM 26 GAUGE STRIP STEEL CONFORMING TO ASTM A 65M, G90 COATING 

PREFORMED 1•" ~ HOLES FOR ANCHOR BOLTS SHALL BE FORMED WITH PERMANENT CORRUGATED 

ALL BLOCKOUT HOLES PASS THROUGH FULL DEPTH OF PEDESTAL OR BALLAST CURB.
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