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UTILITIES ENGINEERING SEC.

PLANS ONLY

UTILITY CONSTRUCTION

TRANSPORTATION

DEPARTMENT OF

NORTH CAROLINA

REVISED:

APPROVED BY:

CHECKED BY:

DESIGNED BY:

PROJECT REFERENCE NO.

STRUCTURES" DATED JANUARY 2012.

SPECIFICATIONS FOR ROADS AND 

TRANSPORTATION’S "STANDARD 

OF THE NC DEPARTMENT OF 

SHALL MEET THE APPLICABLE REQUIREMENTS 

1. THE PROPOSED UTILITY CONSTRUCTION 

DEPARTMENT.

ALLOW ED, BUT ARE NOT BINDING UPON THE 

OR IS SECONDARY TO THIS CONTRACT ARE 

W ORK THAT IS NOT PART OF THIS CONTRACT 

UTILITY OW NER AND CONTRACTOR FOR THE 

ENGINEER. AGREEMENTS BETW EEN THE 

CONTRACT UNLESS AUTHORIZED BY THE 

NOT BINDING UPON THE DEPARTMENT OR THIS 

THE CONTRACTOR AND UTILITY OW NER ARE 

COM M UNICATIONS AND DECISIONS BETW EEN 

ADMINISTRATIVE AUTHORITY. 

CONSTRUCTION CONTRACT AND HAS 

THE DEPARTMENT. THE DEPARTMENT OW NS THE 

UTILITY FACILITIES AFTER ACCEPTANCE BY 

UTILITY FACILITIES AND W ILL OW N THE NEW  

4. THE UTILITY OW NER OW NS THE EXISTING 

INSPECTION OF CONSTRUCTION AND TESTING.

PROGRESS AND PROVIDE OPPROTUNITY FOR 

REPRESENTATIVES INFORMED OF W ORK 

INTERRUPTION. KEEP UTILITY OW NERS’ 

AND ONE W EEK PRIOR TO SERVICE 

W EEKS PRIOR TO COM MENCEMENT OF ANY W ORK 

PERSONNEL AND THE UTILITY OW NER TW O 

CONSTRUCTION. NOTIFY DEPARTMENT 

REPRESENTATIVES TO ALL PHASES OF 

PERSONNEL AND THE OW NER’S 

5. PROVIDE ACCESS FOR THE DEPARTMENT 

GENERAL NOTES:

COST TO THE DEPARTMENT.

OR BETTER CONDITION AT NO ADDITONAL 

TO EXISTING FACILITIES TO THE ORIGINAL 

FACILITIES. REPAIR ANY DAM AGE INCURRED 

AND FOR AVOIDING DAM AGE TO EXISTING 

CONSTRUCTION OF THE PROPOSED UTILITIES 

FACILITIES AS NECESSARY FOR THE 

AND TYPE M ATERIAL OF THE EXISTING 

DETERMINING THE EXACT LOCATION, SIZE, 

UTILITIES. M AKE INVESTIGATIONS FOR 

TYPE OF M ATERIAL FOR ALL EXISTING 

INFORM ATION FOR THE LOCATION, SIZE, AND 

6. THE PLANS DEPICT THE BEST AVAILABLE 

DIRECTED.

FIT THE ACTUAL CONDITIONS, OR AS 

INDICATED ON THE PLANS, AS REQUIRED TO 

W ORK TO THE EXISTING SYSTEM W HERE 

7. M AKE FINAL CONNECTIONS OF THE NEW  

STANDARD SPECIFICATIONS.

RECORDS" IN SECTION 1500 OF THE 

PROJECT. SEE 1500-7, " SUBMITTALS AND 

APPROVED PRIOR TO DELIVERY TO THE 

9. ALL UTILITY M ATERIALS SHALL BE 

NECESSARY.

W EEKENDS, AT NIGHT, AND ON HOLIDAYS IF 

REQUIREMENTS. M AKE CONNECTIONS ON 

ACCORDANCE W ITH THE UTILITY OW NER’S 

ENDANGERING THE UTILITY SERVICE, AND IN 

CONVENIENT TO THE PUBLIC, W ITHOUT 

AND PROPOSED UTILITIES AT TIMES M OST 

8. M AKE CONNECTIONS BETW EEN EXISTING 

PROJECT SPECIFIC NOTES:

UTILITY CONSTRUCTION
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DRAWN BY:

SHEET NO.

CODES.

ACCORDANCE W ITH THE APPLICABLE PLUMBING 

QUALITY SECTION. PERFORM ALL W ORK IN 

DIVISION OF W ATER RESOURCES, W ATER 

ENVIRONMENT AND NATURAL  RESOURCES, 

NORTH CAROLINA DEPARTMENT OF 

OF THE RULES AND REGULATIONS OF THE 

LINES TO BE INSTALLED W ITHIN COMPLIANCE 

PUBLIC W ATER SUPPLY SECTION. ALL SEW ER 

RESOURCES, DIVISION OF W ATER RESOURCES,

DEPARTMENT OF ENVIRONMENTAL AND NATURAL 

REGULATIONS OF THE NORTH CAROLINA 

W ITHIN COMPLIANCE OF THE RULES AND 

3. ALL W ATER LINES TO BE INSTALLED 

     THE TOW N OF SURF CITY. 

2. THE EXISTING UTILITIES BELONG TO 

SUPPLY LINE

LINE TERMINATION TO NEAREST ACTIVE 

UTILITY SERVICES AFFECTED BY PERMENANT 

6.  CONTRACTOR SHALL RECONNECT ALL 

W ETLANDS, OR BUFFER ZONES.

NO DAM AGE IS ALLOW ED TO RIVER, 

NORTH CAROLINA PROFESSIONAL ENGINEER. 

BORE  DESIGNED AND SEALED BY A LICENSED 

CONTRACTOR’S RESPONSIBILITY TO HAVE 

TRENCHLESS INSTALLATION. IT IS 

STANDARD SPECIFICATIONS CONCERNING 

TO SECTIONS 102, 107, AND 1550 OF THE 

1. CONTRACTOR’S ATTENTION IS DIRECTED 

FROM THE TIME OF INSTALLATION.

OTHER PIPE OR FITTINGS FOR ONE W EEK 

W ITH W ATER AND NOT BE CONNECTED TO ANY 

DIRECTIONAL DRILL.  IT SHALL BE FILLED 

2. IF HDPE PIPE IS INSTALLED BY 

 

UNLESS ALL SIGNATURES CO M PLETED

DOCU M ENT NOT CONSIDERED FINAL

JPC

FOR RECORDATION.

ENGINEERING DESIGN PURPOSES ONLY  NOT 

BY NCDOT INFORM ATION PROVIDED FOR 

3. TOPOGRAPHICAL INFORM ATION PROVIDED 

STORM W ATER PIPE AND TOP OF SEW ER PIPE.

OTHERW ISE SHOW N, FROM BOTTOM OF 

MINIM UM OF 24" SEPERATION, UNLESS 

4. SEW ER AND STORM W ATER PIPES TO HAVE A 

MECHANICALLY RESTRAINED JOINTS.

SHALL BE DIP (AW W A C151) W ITH 

ALL PROPOSED W ATERLINES AND FORCEM AINS 

5 UNLESS NOTED OTHERW ISE ON THE PLANS, 

WGS

JPC
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