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(PANELS)

TYPICAL SECTION

MSE RETAINING WALLS

03 / 2016

03 / 2016

(TYP)

6" MIN

MSE WALL WITH PRECAST PANELS - TYPICAL SECTION

AGGREGATE

BEARING PAD (TYP)

(TYP)

6" MIN

FILTRATION GEOTEXTILE (TYP)

WALL FACE

ELEVATION

GRADE

SECTION

PAVEMENT

PANEL (TYP)

PRECAST CONCRETE

OF WALL

BOTTOM

LEVELING PAD

TOP OF

(SEE LEVELING PAD STEP DETAILS)

CONCRETE LEVELING PAD

CAST-IN-PLACE UNREINFORCED

REINFORCEMENT (TYP)

MATERIAL

BACKFILL

MATERIAL

FOUNDATION

REINFORCED ZONE

LIMITS OF

OR CEMENT TREATED BASE)

FULL DEPTH ASPHALT

(OMIT FOR CONCRETE PAVEMENT,

SEPARATION GEOTEXTILE

3" MIN

(TYP)

6" MIN

H

TOP OF WALL

2" MIN

L - REINFORCEMENT LENGTH** (TYP)
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E

D
M

E
N

T
 
2
'

(FRONT SLOPE)

6:1 (H:V) OR FLATTER

FINISHED GRADE

GEOTEXTILE

SEPARATION

OVERHANG

FINISHED GRADE*

(SEE COPING DETAILS)

CONCRETE COPING

NO. 2 AND NO. 4

FOR WALL

GUARDRAIL

STEEL BEAM

(FOR CHAINLINK FENCE, SEE ROADWAY PLANS)

CHAINLINK FENCE FOR WALL NO. 2 AND NO. 4

6" MIN

EXTENSION

PEDESTRIAN HANDRAIL FOR WALL NO. 1 AND NO. 3

SEE STRUCTURE PLANS)

(SEE CURB DETAILS,

CURB FOR WALL NO. 1 AND NO. 3

BRIDGE APPROACH SLAB
F
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PILE

a

IN ACTIVE ZONE

LENGTH OF REINFORCEMENT

6"

MATERIAL

BACKFILL

L

END BENT

BACK OF CAP WALL IN ALL DIRECTIONS)

(IN DIRECTION PERPENDICULAR TO

FACTORED LOAD = 4.5 KIPS/FT

z
 

=
 
3
 
F

T

END BENT CAP REINFORCEMENT DETAIL

FINISHED GRADE

GEOTEXTILE

SEPARATION

BETWEEN RETAINING WALL AND BACKWALL

SEPARATION GEOTEXTILE AT THE CORNER

PAVEMENT

1 FT.

* * SEE MSE WALL NOTES FOR REINFORCEMENT LENGTH DETAILS.

* SEE ROADWAY PLANS FOR FINISHED GRADE DETAILS.

COPING DETAILS

4" MIN

)tPANEL THICKNESS (

PEDESTRIAN RAILING
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FINISHED

PROPOSED
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9
"

6
"

MIN.

6"

MIN.

6"

RETAINING WALL

6"6"

WALL NO. 2 AND NO. 4

WALL NO. 1 AND NO. 3

PROPOSED FINISHED GRADE

 + OVERHANGt

MATERIAL

FOUNDTION

GEOTEXTILE

SEPARATION

CONCRETE COPING

PRECAST REINFORCED

CAST-IN-PLACE OR 

AGGREGATE

LIMITS OF COARSE

AGGREGATE

LIMITS OF COARSE

END OF APPROACH SLAB

DIVISION OF HIGHWAYS
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