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23 SPA. @ 6'-4ƒ" = 147'-1‚"
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COATED CHAIN LINK HARDWARE

FABRICATOR IS RESPONSIBLE FOR DESIGN OF MISCELLANEOUS VINYL

DIMENSIONS ARE TAKEN ALONG OUTSIDE FACE OF CONCRETE PARAPET.

12" MINIMUM DISTANCE FROM ANCHOR BOLT TO JOINTS IN CONCRETE PARAPET.

FENCE POST LOCATIONS SHALL BE SHIFTED, AS NESCESSARY, TO MAINTAIN

SPECIFICATIONS.

HARDWARE IN ACCORDANCE WITH ARTICLE 1076 OF THE STANDARD

OF THE STANDARD SPECIFICATIONS. GALVANIZE ALL STEEL PARTS AND

ALL FENCE MATERIAL SHALL MEET THE REQUIREMENTS OF SECTION 1050

REQUIRED AND THE YIELD LOAD OF THE ƒ" DIAMETER BOLTS IS 12 KIPS.

BONDING SYSTEM. LEVEL ONE FIELD TESTING OF BONDING SYSTEM IS

FOR SETTING ANCHOR BOLTS, THE CONTRACTOR SHALL USE AN ADHESIVE

THE USE OF THIS ALTERNATE SHALL BE APPROVED BY THE ENGINEER.)

CONFORM TO OR EXCEED THE MECHANICAL REQUIREMENTS OF ASTM A307. 

THE ƒ" DIAMETER GALVANIZED BOLTS, NUTS, AND WASHERS. THEY SHALL 

STEEL BOLTS, NUTS, AND WASHERS MAY BE USED AS AN ALTERNATIVE FOR 

WASHERS SHALL BE GALVANIZED. (AT THE CONTRACTOR'S OPTION, STAINLESS

SHALL CONFORM TO THE REQUIREMENTS OF AASHTO M291. BOLTS, NUTS AND

BOLTS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A307 AND NUTS

FOR 79" VINYL COATED CHAIN LINK FENCE, SEE SPECIAL PROVISIONS.
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VARIES (SEE ``PLAN OF
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COATED CHAIN LINK

BRIDGE MOUNTED VINYL

SETTING DETAIL'' 

(TYP.) SEE ``BOLT
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