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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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Prepared for the Offices of:

OASIS 2070 LOOP & DETECTOR INSTALLATION CHART

SIGNAL FACE I.D.

R

Y

G

12"

21, 22

41, 42

61, 62

81, 82

All Heads L.E.D.

5

5

Y

Y

Y

Y

Y

R/W

R/W

R
/

W

R
/

W

R
/

W

R
/

W

R/W

R/W

10 107 7

3.0 3.02.0 2.0

40 25 40 25

3.9

1.5

3.9

1.5

4.1

1.7

4.1

1.7

Y

Y

Y

Y

Y

*

provide detection of the areas indicated.

confirmed in the field by the contractor in order to

Camera locations shown are schematic and should be

Video Detection Area.

Directional Arrow

Controller & Cabinet

Signal Pole with Guy

With Push Button & Sign

Signal Pole with Sidewalk Guy

Inductive Loop Detector

Traffic Signal Head

Pedestrian Signal Head

2-in Underground Conduit

LEGEND
PROPOSED EXISTING
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N/A Right of Way

Type I Pushbutton Post

exType II Signal Pedestal

Ped Push Button w/Sign
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www.stantec.com

License No. F-0672

Stantec Consulting Services Inc.

801 Jones Franklin Road

Raleigh, NC  27606

Tel. (919) 851-6866

Fax. (919) 851-7024

Suite 300

Video Detection Area N/A

N/AConstruction Area

File for future use.

to include an Auxiliary Output 

6.  The cabinet should be designed 

poles and mast arms.

construction of future metal 

being in conflict with 

span wire, and signal heads 

done without temporary poles, 

5.  Install a box span if it can be 

red.

    of vehicles turning right on 

    not to obstruct sight distance

4.  Locate new cabinet so as

presence mode.

3.  Set all detector units to 

Engineer.

otherwise directed by the 

night flashing operation unless 

2.  Do not program signal for late 

Structures" dated January 2012.

Specifications for Roads and 

2012 and "Standard 

Drawings NCDOT" dated January 

1.  Refer to "Roadway Standard 
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