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PLANS PREPARED BY : 

900 RIDGEFIELD DRIVE SUITE 350

RALEIGH, NORTH CAROLINA  27609-3960

RUMMEL, KLEPPER & KAHL, LLP

NC LICENSE NO. F-0112   (919) 878-9560

R

H

E

O
N

P

RT N
FE ONAO

E

SEAL

INNG

L

RE

SSI

AC O
IL

R

A
32634

BRYAN .BADEY

M-W1-L-

SEE SHEET UC-4 FOR PLAN

RODDING TO BEND

THRUST COLLAR &

-W1-L- STA. 10+00

BEGIN RELOCATION

BEGINNING RELOCATION

DEPTH PRIOR TO

WATERMAIN VERIFY 

EXISTING 12"

1.5’ MIN.

SEWER

EXIST. 8" SANITARY

PROP. 8" WATER LINE 

12
" 

D
I 
4
5
° 
B

E
N

D

12
" 

D
I 
4
5
° 
B

E
N

D

ABANDON EXIST. 8" WATER PIPE

RODDING TO BEND

THRUST COLLAR &

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 12" WATERMAIN

GROUND

EXISTING

-W1-L- STA. 12+42

END RELOCATION1.5’ MIN.

RCP

PROP. 15"
RCP

PROP. 15"

PROPOSED GRADE

WATER PIPE

PROP.  241 - 12" DI PC350
U
S
IN

G
 
12

"X
8
" 

C
R

O
S

S

IN
T

E
R

C
O

N
N

E
C

T
 
8
" 

A
N

D
 
12

" 

-W2-L-

WATER PIPE

PROP.  74 - 8" DI PC350

RODDING TO BEND

THRUST COLLAR &

-W2-L- STA. 10+74

END RELOCATION

RODDING TO BEND

THRUST COLLAR &

-W2-L- STA. 10+00

BEGIN RELOCATION

SEE SHEET UC-4 FOR PLAN

3’ MIN.

PROPOSED GRADE

GROUND

EXISTING

BEGINNING RELOCATION

DEPTH PRIOR TO

WATERMAIN VERIFY 

EXISTING 8"  

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

-W3-L-

WATER PIPE

PROP.  69’ - 8" DI PC350

RODDING TO BEND

THRUST COLLAR &

-W3-L- STA. 10+69

END RELOCATION

RODDING TO BEND

THRUST COLLAR &

-W3-L- STA. 10+00

BEGIN RELOCATION

SEE SHEET UC-4 FOR PLAN

3’ MIN.

PROPOSED GRADE

GROUND

EXISTING

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

8
" 

G
A

T
E
 

V
A

L
V

E

GROUND

EXISTING

RODDING TO BEND

THRUST COLLAR &

PROPOSED GRADE

18" RCP

PROP. 

15" RCP

PROP.

1.5’ MIN.

1.5’ MIN.

8
" 

D
I 
2
2
.5

° 
B

E
N

D

-W4-L- STA. 10+00

BEGIN RELOCATION

RODDING TO BEND

THRUST COLLAR &

-W4-L- STA. 10+76

END RELOCATION

-W4-L-

8
" 

D
I 
2
2
.5

°V
E

R
T
. B

E
N

D

8
" 

D
I 
2
2
.5

°V
E

R
T
. B

E
N

D

SEE SHEET UC-4 FOR PLAN

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

WATER PIPE

PROP.  76’ - 8" DI PC350

RODDING TO BEND

THRUST COLLAR &

-W5-L- STA. 10+00

BEGIN RELOCATION

8
" 

D
I 
4
5
°B

E
N

D

8
" 

D
I 
4
5
°B

E
N

D

RODDING TO BEND

THRUST COLLAR &

-W5-L- STA. 10+69

END RELOCATION

3’ MIN.

PROPOSED GRADE

GROUND

EXISTING

-W5-L-

SEE SHEET UC-4 FOR PLAN

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 8" WATERMAIN

WATER PIPE

PROP.  69’ - 8" DI PC350

12
" 

D
I 
4
5
° 
 B

E
N

D

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 12" PVC WATERMAIN

RODDING TO BEND

THRUST COLLAR &

-W6-L- STA. 10+00

BEGIN RELOCATION

BEGINNING RELOCATION

VERIFY DEPTH PRIOR TO

EXISTING 12" DIP WATERMAIN

RODDING TO BEND

THRUST COLLAR &

-W6-L- STA. 11+23.44

END RELOCATION

12
" 

D
I 
2
2
.5

° 
V

E
R

T
. B

E
N

D

PROP. 30" RCP

GROUND

EXISTING

PROPOSED GRADE

1.5’ MIN.

3’ MIN.

-W6-L-

12
" 

D
I 
4
5
° 
 B

E
N

D

FOR PLAN

SEE SHEET UC-4 

WATER PIPE

PROP.  124’ - 8" DI PC350

DocuSign Envelope ID: 394D589D-2481-4847-A7ED-627C67A8CB66

10/17/2017


		2017-10-17T13:15:04-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




