
LIN. FT. LIN. FT. LIN. FT.

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
DIVISION OF HIGHWAYS

SHEET NO.PROJECT NO.

CORRUGATED STEEL

TRAFFIC BEARING DROP INLET

JUNCTION BOX

GRATED DROP INLET

WIDE SLOT

NARROW SLOT

TRAFFIC BEARING JUNCTION BOX

DROP INLET

CATCH BASIN

POLYVINYL CHLORIDE

CORRUGATED ALUMINIUM ALLOY

REINFORCED CONCRETE

MANHOLE

HIGH DENSITY POLYETHYLENE

LIST OF PIPES, ENDWALLS, ETC. (FOR PIPES 48 INCHES & UNDER)

L 38+61 82 LT 0610 217.3 1 1 1

L 40+15 73 LT 0611 218.5 1 1 1

0611 0612 216.3 216.2 24

L 40+15 49 LT 0612 220.1 1 1 1

0612 0616 216.2 214.9 328

L 41+50 2 RT 0613 220.6 1 1 1 1

0613 0617 217.4 215.0 228

L 42+00 69 RT 0615 218.0 1 0.5 1 1

0615 0614 215.8 215.7 20

L 43+45 49 LT 0616 217.9 1 1 1

0616 0620 214.9 213.2 0.7 104

L 43+78 2 RT 0617 218.2 1 1 1 1

0617 0619 215.0 214.6 24

L 44+03 2 RT 0619 217.8 1 1 1 1

0619 0618 214.6 213.8 48

L 44+50 58 LT 0620 215.4 1 1 1

0620 0624 212.9 212.3 0.7 28

L 44+50 38 LT 0621 216.2 1 1 1

0621 0620 213.2 213.1 20

L 44+57 76 RT 0622 214.0 1 1 1

0622 0623 211.8 209.8 28

L 44+74 75 LT 0624 216.2 1 0.3 1 1

0624 0625 210.9 210.4 0.7 28

L 45+01 75 LT 0625 211.9 0.4465

L 46+03 70 LT 0627 212.3 1 1 1

0627 0628 208.9 208.8 0.7 16

L 46+19 49 LT 0629 213.7 1 1 1

0629 0633 210.7 210.6 52

L 46+71 2 LT 0634 214.6 1 3.6

L 46+96 2 LT 0638 214.5 1 0.1 1 1 1

0638 0634 210.3 210.3 24

L 47+21 2 LT 0639 214.7 1 0.2 1 1 1

0639 0638 209.4 209.4 24

L 47+25 49 LT 0640 213.8 1 1 1

0640 0633 209.5 209.3 52

L 47+25 50 RT 0641 213.8 1 1 1

0641 0635 209.7 209.5 0.3 52

0642 EX JB w/MH 0601 212.9 212.8 28

L 37+67 108 LT 0642 216.5 1 1 1

L 44+32 76 LT 0647 216.4 1 1 1

0647 0620 213.2 213.1 24

L 49+05 71 RT 0701 213.5 1 1 1

0701 0703 211.3 211.2 20

L 49+00 2 LT 0702 216.2 1 0.2 1 1 1

0702 0639 211.0 209.4 176

L 49+05 50 RT 0703 215.4 1 0.2 1 1

0703 0641 210.3 209.7 180

L 50+03 71 LT 0704 214.8 1 1 1

0704 0705 212.0 211.7 1.0 24

L 50+15 49 LT 0705 216.5 1 1.0 1 1

160 72 1008 260 52 26 6.1 9 1 2 6 6 14 14 2 2 0.4465

See Special Detail 2C-3


