
LIN. FT. LIN. FT. LIN. FT.

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
DIVISION OF HIGHWAYS

SHEET NO.PROJECT NO.

CORRUGATED STEEL

TRAFFIC BEARING DROP INLET

JUNCTION BOX

GRATED DROP INLET

WIDE SLOT

NARROW SLOT

TRAFFIC BEARING JUNCTION BOX

DROP INLET

CATCH BASIN

POLYVINYL CHLORIDE

CORRUGATED ALUMINIUM ALLOY

REINFORCED CONCRETE

MANHOLE

HIGH DENSITY POLYETHYLENE

LIST OF PIPES, ENDWALLS, ETC. (FOR PIPES 48 INCHES & UNDER)

1428 1427 177.2 177.1 0.8 20

L 152+80 5 RT 1429 183.6 1 1 1 1

1429 1430 180.4 180.3 36

L 152+79 44 RT 1430 184.0 1 1 1

1430 1427 180.3 177.1 104

1431 1437 141.5 141.5 20

Y13 18+88 29 LT 1431 150.5 1

Y13 17+43 29 LT 1432 149.7 1

Y13 18+86 50 RT 1433 150.3 1

Y13 17+13 50 RT 1434 149.0 1

1434 1435 146.0 145.9 0.3 8

Y13 17+20 50 RT 1435 149.0 1

Y13 18+82 48 LT 1437 150.1 1 3.6 1 1

1437 1436 141.5 141.4 36

1438 1432 145.7 144.4 12

Y13 17+43 43 LT 1438 149.6 1 1 1

1439 1438 146.6 146.6 8

Y13 17+34 43 LT 1439 149.6 1 1 1

L 147+89 46 RT 1440 164.0 1 2.8 1 1

1440 1415 156.1 149.3 232

L 151+00 44 RT 1441 177.6 1 1 1

1441 1421 174.4 158.1 0.7 212

Y14 10+83 15 LT 1443 167.3 1 1 1

1443 1419 164.3 162.5 32

Y13 18+93 78 RT 1444 150.0 1 1.1 1 1

1444 1445 143.9 143.7 8

1445 1433 143.7 143.4 20

Y13 18+87 70 RT 1445 148.0 1 1 1

L 154+29 55 LT 1501 185.1 1 1 1

1501 1426 181.4 174.0 0.9 312

L 154+30 7 RT 1502 187.3 1 1 1 1

1502 1501 184.1 182.1 60

L 156+04 47 LT 1503 189.7 1 1 1

1503 1501 185.9 181.4 0.8 172

L 156+03 7 LT 1504 190.8 1 1 1 1

1504 1503 186.8 185.9 40

L 158+84 44 LT 1505 196.1 1 0.7 1 1

1505 1503 190.4 185.9 0.6 276

L 154+63 63 RT 1506 187.1 1 1 1

1506 1514 183.9 183.9 20

L 158+91 44 RT 1507 196.7 1 1 1

1507 1508 193.0 192.9 24

L 159+13 37 RT 1508 197.4 1 0.4 1 1

1508 1505 192.1 191.3 0.4 84

L 159+72 57 LT 1509 198.4 1 1 1

1509 1510 195.2 195.1 12

L 159+71 44 LT 1510 198.1 1 1 1

1510 1505 194.8 190.9 0.8 84

L 160+10 8 RT 1511 200.1 1 1 1 1

1511 1512 196.9 195.6 36

40 56 400 380 760 232 21 8.6 13 3 6 4 4 6 6 1 1 2 3 2

See Special Detail 2C-23


