
LIN. FT. LIN. FT. LIN. FT.

NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
DIVISION OF HIGHWAYS

SHEET NO.PROJECT NO.

CORRUGATED STEEL

TRAFFIC BEARING DROP INLET

JUNCTION BOX

GRATED DROP INLET

WIDE SLOT

NARROW SLOT

TRAFFIC BEARING JUNCTION BOX

DROP INLET

CATCH BASIN

POLYVINYL CHLORIDE

CORRUGATED ALUMINIUM ALLOY

REINFORCED CONCRETE

MANHOLE

HIGH DENSITY POLYETHYLENE

LIST OF PIPES, ENDWALLS, ETC. (FOR PIPES 48 INCHES & UNDER)

Y35 11+09 18 LT 2507 211.3 1

L 286+90 7 RT 2509 213.2 1 1 1 1

2509 2515 210.1 209.4 168

L 287+00 51 LT 2510 212.1 1 1 1

2510 2516 209.1 207.7 300

L 287+10 41 RT 2511 212.4 1 1 1

2511 2513 208.8 208.5 124

L 287+17 56 RT 2512 211.9 1 1 1

2512 2511 208.9 208.8 16

L 288+35 41 RT 2513 211.9 1 1 1

2513 2518 208.5 206.9 320

L 288+35 56 RT 2514 212.1 1 1 1

2514 2513 208.9 208.8 12

L 288+60 7 RT 2515 212.6 1 1 1 1

2515 2517 209.4 208.8 140

L 290+00 51 LT 2516 210.7 1 1 1

2516 2519 207.7 206.5 160

L 290+00 1 LT 2517 211.9 1 1 1 1

2517 2516 208.8 207.7 48

L 291+56 41 RT 2518 209.9 1 1 1

2518 2524 205.2 204.2 332

L 291+62 51 LT 2519 209.6 1 1 1

2519 2520 206.2 206.1 36

L 292+00 51 LT 2520 209.4 1 1 1

2520 2522 206.1 204.5 248

L 293+70 4 LT 2521 209.4 1 1 1 1

2521 2527 206.2 204.7 228

L 294+50 51 LT 2522 207.7 1 0.9 1 1

2522 2525 201.9 201.4 152

L 294+71 87 LT 2523 205.8 1 1 1

2523 2522 202.8 202.6 40

L 294+90 41 RT 2524 207.7 1 1 1

2524 2528 204.2 203.8 108

L 296+01 51 LT 2525 206.8 1 4.4 1 1

2525 2602 197.4 196.9 172

L 296+01 4 LT 2527 207.9 1 5.0 0.3 1 1 1

2527 2525 197.5 197.4 48

L 296+00 41 RT 2528 207.0 1 1 1

2528 2527 202.8 200.9 44

Y35 11+44 29 RT 2529 211.4 1 1 1

2529 2506 208.3 207.2 32

L 297+00 4 LT 2601 207.2 1 1 1 1

2601 2603 204.1 203.6 72

L 297+75 51 LT 2602 205.6 1 3.8 1 1

2602 2605 196.9 196.7 68

L 297+75 4 LT 2603 206.8 1 1 1 1

2603 2602 203.6 202.6 48

L 298+20 53 RT 2604 205.1 30

2604 2606 203.6 202.4 12 1

L 298+42 51 LT 2605 205.2 1 3.6 1 1

12 1708 724 152 332 24 17.7 0.3 15 2 5 8 7 9 9 30 1 1

See Special Detail 2C-1

See Special Detail 2C-23

See Special Detail 2C-23


