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2. From CONTROLLER Submenu select  2. VEHICLE OVERLAPS

1. From Main Menu select  2. CONTROLLER

END PROGRAMMING

  PHASES 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6

TMG VEH OVLP...[A] TYPE: .......NORMAL

INCLUDED X . . . . . . . . . . . . . . .

LAG GRN 0.0 YEL 0.0 RED 0.0

OVERLAP A

Select TMG VEH OVLP [A] and 'NORMAL'

(set DIP switches as shown below)

1

2

4

ON

3

1 INV

1 NORM

2 INV

2 NORM

PDC MODEL 252 AC ISOLATOR CARD

(COMPONENT SIDE)

SLOT J-14 OF INPUT FILE.

252 AC ISOLATOR TO BE INSTALLED IN 

OF SWITCH

DENOTES POSITION

SETTING = INVERTED OUTPUT ON CHANNEL 2.

       EQUATE TO THAT SHOWN ABOVE.

       IS USED, OUTPUT PROGRAMMING IS LIKELY NOT TO

NOTE:  IF ANOTHER MANUFACTURER TYPE OF AC ISOLATOR

(program controller as shown)

SIG-69.6

PROGRAMMING DETAIL

ECONOLITE ASC/3-2070 OVERLAP
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Division 6 Cumberland County Fayetteville

DETAILS FOR:
ELECTRICAL AND PROGRAMMING

   Signal System.

6. The cabinet and controller are part of the Fayetteville

   6 Green.

5. Program controller to start up in phase 2 Green and 

4. Program phases 2 and 6 for volume density operation.

3. Enable Simultaneous Gap-Out for all Phases.

2. Program phases 4 and 8 for Dual Entry.

   heads flash in accordance with the Signal Plans.

   the output file.  The installer shall verify that signal 

   program blocks for all unused vehicle load switches in 

1. To prevent "flash-conflict" problems, insert red flash 
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