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Controller & Cabinet
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Inductive Loop Detector

Traffic Signal Head

2-in Underground Conduit

LEGEND
PROPOSED EXISTING

Sign

Modified Signal Head N/A

Junction Box

N/A Right of Way

With Push Button & Sign

Pedestrian Signal Head

Construction Zone N/A

Video Detection Area N/A
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Temporary Design 2 - TMP Phase I - Step 2

Signal Upgrade

FEATURE

PHASE

2 4 6

X X

712 7 12
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- -
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-- -
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--

XX

Min Green *

Walk *

Ped Clear

Veh. Extension *

Max 1 *

Red Clear 

Red Revert

Seconds / Actuation *

Max Initial *

Time Before Reduction *

Minimum Gap

Dual Entry

Simultaneous Gap

-- - -

--30 30

--3.0 3.0

Yellow 

Time To Reduce *

-- - -Actuations B4 Add *

-

Locking Detector X X

Recall Position

-- - -

1590 35 90

2.02.0 2.0 2.0

ASC/3 TIMING CHART

VEH. RECALL VEH. RECALL

 lower than what is shown.  Min Green for all other phases should not be lower than 4 seconds.

* These values may be field adjusted.  Do not adjust Min Green and Extension times for phases 2 and 6
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"YIELD" Sign  (R1-2)A A

J. Hambright

- -

Left Arrow "ONLY" Sign (R3-5L)B B

Rignt Arrow "ONLY" Sign (R3-5R)C C

PHASING DIAGRAM
TABLE OF OPERATION

Oversized Junction Box
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1.5 1.5

3.0

2.8

3.0

1.9

- See Note 6

21, 41, and 51.

Reposition existing signal heads 7.

and 83.

signal heads 11, 31, 71, 81, 82, 

Disconnect and cover existing 6.

parameters are achieved.

ensure the desired operation 

Detectors should be placed to 

video detection system. 

This intersection features a 5.

    presence mode.

4.  Set all detector units to

Phase 5 may be lagged.3.

    the Engineer.

    unless otherwise directed by

    night flashing operation

2.  Do not program signal for late

    Structures" dated January 2018.

    Specifications for Roads and

    2018 and "Standard

    Drawings NCDOT" dated January

1.  Refer to "Roadway Standard
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