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NU = Not Used

12-1899

THE SIGNAL DESIGN:   12-1899

Electrical Detail - Sheet 1 of 1

Final Design
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ECONOLITE ASC/3-2070 EMERGENCY VEHICLE PREEMPT PROGRAMMING DETAIL
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US 21 (Charlotte Highway) 
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   of any jumper allows its channels to run concurrently.

1. Card is provided with all diode jumpers in place.  Removal

NOTES:

ON OFF
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RF 2010
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(remove jumpers and set switches as shown)

ON

EDI MODEL 2018ECLip-NC CONFLICT MONITOR

PROGRAMMING DETAIL

2. Ensure jumpers SEL2-SEL5 and SEL9 are present on the monitor board.

   

3. Ensure that Red Enable is active at all times during normal operation.

   

4. Integrate monitor with Ethernet network in cabinet.
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EQUIPMENT INFORMATION

CABINET MOUNT...........BASE

OUTPUT FILE POSITIONS...18 WITH AUX. OUTPUT FILE

CABINET.................332 W/AUX

SOFTWARE................ECONOLITE ASC/3-2070

OVERLAP "A".............NOT USED

OVERLAP "B".............NOT USED

OVERLAP "C".............NOT USED

OVERLAP "D".............NOT USED

PHASES USED.............2,7

LOAD SWITCHES USED......S2,S10

REMOVE DIODE JUMPERS NONE.
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ST = STOP TIME
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INPUT FILE CONNECTION & PROGRAMMING CHART

INPUT FILE POSITION LEGEND:   J2L

FILE J

SLOT 2

LOWER
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NO.
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NU NU21,22 71,72
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130 124
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2A

2

7

7A

NOT

USED

NOT

USED

NOT

USED

7B

7

7A 57 7J5U 7      TB5-5,6 YES N 

7B 42 8J6U 7      TB5-9,10 YES N 

2A 39 2I2UTB2-5,6 2      NYES X

CONTROLLER..............2070LX

NOTES

   detectors used at this location.

   enable controller and detector logging for all 

3. If this signal will be managed by an ATMS software, 

2. Program controller to start up in phase 2 Green.

   signal heads flash in accordance with the Signal Plans.

   the output file.  The installer shall verify that 

   program blocks for all unused vehicle load switches in 

1. To prevent "flash-conflict" problems, insert red flash 
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