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METER BASE

NEUTRAL BUS
POLE BREAKER
120 V SINGLE

CONNECTION
NEUTRAL

SYSTEM
GROUNDING ELECTRODE
COPPER WIRE TO 
#4 AWG SOLID BARE

GROUNDING CONNECTION
MESSENGER CABLE

METER BASE

ELECTRODE RESISTANCE BY CLAMP ON TESTER

0.75" APART TO ENABLE TESTING OF GROUNDING 

PULLED MIN 1.5" OFF POLE & SPACED MAX 

REMOVED AND GROUNDING WIRES CAN BE 

THAT STAPLES MAY BE TEMPORARILY 

PROVIDE WIRING ROUTING AND STAPLING SO 

MAIN BONDING SCREW

AND 12" SPACING BELOW 8 FEET ABOVE GROUND (TYP)

WIRE STAPLES, 24" SPACING ABOVE 8 FEET

E
L

E
C

T
R

IC
A

L
 S

E
R

V
IC

E
 G

R
O

U
N

D
IN

G

24" MIN

SPECIAL ROUTING SHOWN BELOW)
(CONNECTION TO BE MADE ABOVE 

PARALLEL GROOVE CLAMPS ON EACH END
 WITH SPLIT BOLT CONNECTORS OR 

#6 AWG MIN SOLID BARE COPPER
FOR JOINT USE POLES ONLY,

SYSTEM POLE GROUND
CONDUCTOR TO POWER 

LOCK NUTS

LOCK NUT
HUB

HUB

GROUNDING/BONDING BUSHING

STRANDED COPPER (BLACK)
#8 AWG MIN

STRANDED COPPER (BLACK)
#8 AWG MIN

STRANDED COPPER (WHITE)
#8 AWG MIN

STRANDED COPPER (WHITE)
#8 AWG MIN

SERVICE DISCONNECT

STRANDED COPPER WIRE
GREEN INSULATED
#6 AWG MIN 

TO CABINET

ELECTRICAL SERVICE

1
-
1
8

GROUND CONNECTOR

IRREVERSIBLE COMPRESSION

GROUNDING ELECTRODES, WITH 

† " DIA COPPER CLAD STEEL 
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MESSENGER CABLE (TYP)
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WITH WASHER, NUTS

SHOULDER EYE BOLT
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GROUND (TYP)

BELOW 8 FEET ABOVE

AND 12" SPACING

SPACING ABOVE 8 FEET

WIRE STAPLES, 24"

3" MAX

STRAPS ON 5' CENTERS

GALVANIZED 2-HOLE PIPE

1
0
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M

IN

TWO-BOLT METHOD (PREFERRED)

AT INTERMEDIATE POLE

MULTIPLE SPANS

ONE-BOLT METHOD

COMMUNICATIONS CABLE

COMMUNICATIONS CABLE

8" TYP

GROUNDING ELECTRODE)

CONDUCTOR (DOWN POLE TO

COPPER WIRE GROUNDING

#4 OR #6 AWG SOLID BARE

NOTE

   VERTICALLY, MINIMUM

   8 INCHES APART 

   INSTALL EYE BOLTS 

AND DOUBLE NUTS

CURVED SQUARE WASHERS (3" X 3")

† " SHOULDER EYE BOLT WITH 

AND DOUBLE NUTS

CURVED SQUARE WASHERS (3"X 3")

† " SHOULDER ANGLE EYE BOLT WITH

SQUARE WASHER(3" X 3")

EYE BOLT WITH CURVED

† " SHOULDER ANGLE

(3" X 3") AND NUT

CURVED SQUARE WASHER

† " EYE NUT WITH

COPPER WIRE (TYP)

SOLID BARE 

#4 OR #6 AWG 

1" SERVICE RISER WITH WEATHERHEAD

CABINET OR PULL BOX

2" METALLIC CONDUIT TO

DISCONNECT

BASE OR

SERVICE METER

TO ELECTRICAL

WITH WEATHERHEAD

1" SERVICE RISER

PARALLEL GROOVE CLAMP

LASHING WIRE (TYP)
WRAPPING TAPE OR 

PARALLEL GROOVE CLAMP

   GROOVE CLAMP.

   COPPER WIRE TO MESSENGER, USE PARALLEL

   CLAMP OR EQUIVALENT. FOR CONNECTING 

   USE PARALLEL GROOVE CLAMP, 3-BOLT 

   FOR CONNECTING MESSENGER TO MESSENGER,

OR EQUIVALENT

3-BOLT CLAMP

GROOVE CLAMP, 

PARALLEL

GROOVE CLAMP

PARALLEL

3-BOLT CLAMP OR EQUIVALENT

PARALLEL GROOVE CLAMP,

DRIP LOOP

WEATHERHEAD OR

HEAT SHRINK TUBING

GROOVE CLAMP

PARALLEL

WITH "J" HOOK
SUSPENSION CLAMP

1
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1

8
"
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"

3-BOLT CLAMP OR EQUIVALENT

PARALLEL GROOVE CLAMP, 
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GROUND CONNECTION
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GROUNDING ELECTRODE, DRIVEN

† " DIA COPPER CLAD STEEL 
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