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NAD 83 NA 2011

NC GRID

NAD 83 NA 2011

MM 268

WITH CONCRETE COLLARS

4' OF 2 @ 30" RCP'S 

2 @ 30" FES AND 

REMOVE AND REPLACE 

LINE 64' OF 18" RCP

OF 30" RCP WITH CONCRETE COLLAR

REMOVE AND REPLACE 30" FES AND 4' 
OF 6' CONCRETE DITCH

REMOVE AND REPLACE 115' 

& ADD PROP SBG

EXTEND GUARDRAIL LIMITS AS SHOWN 

REMOVE & REPLACE EXIST GUARDRAIL,

LINE 56' OF 18' RCP

18" RCP WITH CONCRETE COLLAR. 

REMOVE AND REPLACE 18" FES AND 8' OF 
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POINT STATION

GUTTER HIGH 

POINT STATION

2GI LOW 

POINT STATION

GUTTER HIGH 

801+00 -L-

804+00 -L-

807+00 -L-

810+00 -L-

813+00 -L-

802+50

805+50

808+50

811+50

802+50

805+50

808+50

811+50

814+00

MAY HAVE TO BE ADJUSTED BASED ON ACTUAL FIELD PAVEMENT ELEVATIONS.

NOTE: 2GI LOCATIONS BASED ON PHOTOGRAMETRY LIDAR. LOCATIONS & ELEVATIONS

OF 2GI'S TO  PROVIDE POSITIVE DRAINAGE TO 2GI'S. MINIMUM 0.1% GRADE OR HIGHER.

0.04 TO 0.06 AND GUTTER CROSS SLOPE FROM 0.04 TO 0.10, 150' ON EITHER SIDE 

2GI LOCATIONS AT FOLLOWING STATIONS. TRANSITION SHOULDER CROSS SLOPE FROM 

NOTE: USE SHOULDER CROSS SLOPE OF 0.06 AND GUTTER CROSS SLOPE OF 0.10 AT 


	HI-0015_RDY_PSH-11

