
SHEET NO.PROJECT REFERENCE NO.

10
/
6
/
2
0
2
3

U
s
e
r
:R

L
a
s
h
i
e
r

8
/
1
7
/
9
9

 

HI-0017

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

.
RJ

 ,
REIHSAL .D

 D
R

A
H

CI
R

047118

SIGN-3A

TYPE A AND B SIGNS
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NORTH CAROLINA D.O.T. SIGN DETAIL
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Letter locations are panel edge to lower left corner
Text Length

Series/Size

Spacing Factor is 1 unless specified otherwise

Proposed signsFILENAME:

Feb 08, 2023

MAT'L: 0.125" (3.2 mm) ALUMINUM

Legend shall be direct applied black non-reflective

Yellow panel is:

Bottom panel shall be yellow Grade C sheeting.

USE NOTES: 

sheeting.

2.

4.

101 none

1.

3.

Legend and border(except those that are colored black)

shall be direct applied Grade C sheeting.

Shields; A, B, and C type arrows shall be on

LOCATION:

Arrow shall be on 0.032" aluminum,

black non-reflective sheeting an demountable.

       0.032" (0.8mm) aluminum with Grade C reflective sheeting

and demountable.
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Background shall be Grade C reflective sheeting.
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Panel Style: guide_fwy_advance_a.ssi

M.U.T.C.D.: 2009 Edition
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NORTH CAROLINA D.O.T. SIGN DETAIL

LETTER POSITIONS
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Letter locations are panel edge to lower left corner
Text Length

Series/Size

Spacing Factor is 1 unless specified otherwise

Proposed signsFILENAME:

Feb 08, 2023

MAT'L: 0.125" (3.2 mm) ALUMINUM

Legend shall be direct applied black non-reflective

Yellow panel is:

Bottom panel shall be yellow Grade C sheeting.

USE NOTES: 

sheeting.

2.

4.

none

1.

3.

Legend and border(except those that are colored black)

shall be direct applied Grade C sheeting.

Shields; A, B, and C type arrows shall be on

LOCATION:

Arrow shall be on 0.032" aluminum,

black non-reflective sheeting an demountable.

       0.032" (0.8mm) aluminum with Grade C reflective sheeting

and demountable.
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NORTH CAROLINA D.O.T. SIGN DETAIL
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Proposed signsFILENAME:

Feb 08, 2023

MAT'L: 0.125" (3.2 mm) ALUMINUM

Legend shall be direct applied black non-reflective

Yellow panel is:

Bottom panel shall be yellow Grade C sheeting.

USE NOTES: 

sheeting.

2.

4.

104 none

1.

3.

Legend and border(except those that are colored black)

shall be direct applied Grade C sheeting.

Shields; A, B, and C type arrows shall be on

LOCATION:

Arrow shall be on 0.032" aluminum,

black non-reflective sheeting an demountable.

       0.032" (0.8mm) aluminum with Grade C reflective sheeting

and demountable.
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Background shall be Grade C reflective sheeting.
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