"1d3d

"0°N “HHIIVH
SAVMHOIH 40 NOISIAIA
40 3J1Vl1S

NOI1V1HOdSNvdl 40
VNITOHVYO HLHON

SNYd
HOd ONIMYHA QHVANY.LS HSITONI

SHEET 1 OF 1

[1130D01

agngroup4\squad4a\resurftacing\div0e\3I339_.37969_3797Tcumberlandbladen\3I339etcdrums_englishli2304.dgn

AT WZTC206427

\\DOT\DFSROOTOINGROUPS-WZTCCC\desi

25-JAN-2006 16:08

pseymore

ORANGE, OR FLUORESCENT RED-ORANGE

ULTRA VIOLET STABILIZED
IMPACT RESISTANT PLASTIC

CIRCUMFERENTIAL
ALTERNATE WHITE & ORANGE

18" MIN. TO 24" MAX.
DIAMETER

NOT TO EXCEED
BASE DIAMETER

A

!

6" TO 8" STRIPES

TYPICAL

!

RETROREFLECTIVE STRIPES,
3 ORANGE & 2 WHITE MINIMUM
COVERING ENTIRE OUTSIDE

-BALLASTING SHALL BE ACHIEVED BY THE SAND BAG, TIRE-SIDEWALL BALLAST, OR PREFORMED WEIGHTED BASE BALLASTING
METHODS. DO NOT PLACE BALLAST ON TOP OF THE DRUM.

::::::%:2" MAX. TYPICAL

BETWEEN STRIPES

21" MIN. TO 24" MAX. DIAMETER

GENERAL NOTES

-IF NECESSARY PLACE THE NAME OF THE AGENCY, CONTRACTOR, OR SUPPLIER ON NON-RETROREFLECTIVE DRUM SURFACES.
SHOW THE LETTERS AND NUMBERS USING A NON-RETROREFLECTIVE COLOR AND NOT OVER 2" IN HEIGHT.

36"

MINIMUM
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ENGLISH STANDARD DRAWING FOR
DRUMS
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