04-FEB-2006 20:05

gngroup4\squad4a\resur facing\div0o5\5cri032l4e tcdurham\5Scri032i4e tctepldrums _english030405.dgn

\\DOT\DF SROOTOINGROUPS-WZTCCC\desl

AT WZTC206427

pseymore

WBS Elements: 5CR.10321.4, | _FROJ REFERENCE NO. § SHEET NO.
5CR.20321.4 & 5CR.303205.4 [See to the Left TCP-1
r?' =2
O o 8 [77)
=2 — >
5. - TOP <<
Ty O 18" MIN. TO 24" MAX. == .
>HO% DIAMETER ZxrLto
ro “ — [72] I w -4 o E .
m> T NOT TO EXCEED g =
BASE DIAMETER o
DRI WLZw
IHB2em <5 x
STz FOFOS
239 e
=5 3ET wi-, oY
CL3g SOnZ
>>> ORANGE, OR FLUORESCENT RED-ORANGE =z .4
=< ULTRA VIOLET STABILIZED =2
sy IMPACT RESISTANT PLASTIC =
= [m]
~ 6" TO 8" STRIPES
TYPICAL
CIRCUMFERENTIAL
ALTERNATE WHITE & ORANGE "
RETROREFLECTIVE STRIPES, UTHTAA
3 ORANGE & 2 WHITE MINIMUM
COVERING ENTIRE OUTSIDE
7 g
g T
— : 3]
% =
)
1 o" yax. TYPICAL =
C_f}' } BETWEEN STRIPES é
> o
Q= 7]
- O Q=
) <
% o l o An':
=
) ! ! <
o 21" MIN. TO 24" MAX. DIAMETER =
> (7]
=
= T
% 5]
L |
i
m 0]
o =
- GENERAL NOTES i
-BALLASTING SHALL BE ACHIEVED BY THE SAND BAG, TIRE-SIDEWALL BALLAST, OR PREFORMED WEIGHTED BASE BALLASTING
METHODS. DO NOT PLACE BALLAST ON TOP OF THE DRUM.
-IF NECESSARY PLACE THE NAME OF THE AGENCY, CONTRACTOR, OR SUPPLIER ON NON-RETROREFLECTIVE DRUM SURFACES.
SHOW THE LETTERS AND NUMBERS USING A NON-RETROREFLECTIVE COLOR AND NOT OVER 2" IN HEIGHT.
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