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STATE OF NORTH CAROLINA
DIVISION OF HIGHWATYS

PLAN FOR PROPOSED
HIGHWAY EROSION CONTROL

ASHE COUNTY

LOCATION: NC 163 FROM SR 1159 TO NC 16

TYPE OF WORK: MILLING, PAVEMENT REMOVAL, PAVING, DRAINAGE,

STA. 153+70 -L- BEGIN STATE PROJ. 37931

STA. 153+70 -L- BEGIN CONSTRUCTION

GUARDRAIL, AND PAVEMENT MARKINGS

STA. 485+79 -L- END STATE PROJ. 3793

STA. 485+60 -L- END CONSTRUCTION

STA. 350+00+/~

Z

SHEET TOTAL
STATE STATE PROJECT REFERENCE NO. (3 eeTs
N.C -
A 2N
STATE PROJLNO. P.A.PROJ.NO, DESCRIPTION

EROSION AND SEDIMENT CONTROL MEASURES

84®  Duristin Srubl
Streambank Reforestation. . __________. Q. vv e

1630.03 Temporary Sile Diech. . __ . ____. o

1630.05 Temporary Diversion .. .. __________ —— AP e

1605.01 Temporary Sil¢ Fence . . . _..____.

1606.01 Special Sediment Control Fence _ _ _ _

1622.01 Temporary Berms and Slope Drains. . _____. I"— haned

1630.01 Riser Basin _______.________ .@

1630.02 Sile Basin Type B__ .. _____________7. vl

168301  Temporary Rock Silt Check Type~A___ . B

1634.01
1634.02
1635.01
1635.02

1630.04

1632.01
1632.02
1632.03

Temporary Rock Sil¢ Check Type"B. .. __ )
Temporary Rock Sedi ¢ Dam Type~A______ R
Temporary Rock Sediment Dam Type-B_ _

Rock Pipe Inlet Sediment Trap Type-A__27__ U
Rock Pipe Inlet Sediment Trap Type’B-_—U

Stilling Basin . _ ___ ... ________________ @

Rock Inlet Sediment Trap:

10 5 0 10 20

1111 |

12 BROAD STREET

ASHEVILLE, NORTH CAROLINA 2880l
(828) 254-2201

FAX (828) 254-4562

2006 STANDARD SPECIFICATIONS
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GRAPHIC SCALES Prepared in the Office of: Roadway S in .
50 25 0 50 100 S R, The following roadway english standards as appear in "Roadway Standard Drawings”= Roadway Design
L h oo LR, . Unit - N. C. Dk portation - Raleigh, N. C., dated July 18, 2006 and the latest
LLELL R ool Mattern & Craig || e s Sl ecafody o ok ot
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S oy ) CONSULTING ENGINEERS * SURVEYORS
50 25 0 50 100 E

1607.01° Gravel Construction Entrance

1632.03 . Rock Inlet Sediment Trap Type C
1633.01 . Temporary Rock Silt Check Type A
1635.01 " Rock Pipe Inlet Sediment Trap Type A

N
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PROJECT REFERENCE NO.

SHEET NO.

37931 EC-2 |
RM  SHEET NO.
ROADWAY DESIGN DESIGN
ENGINEER ENGINEER
-CROSS PIPE INLET
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PROPOSED FILL SLOPE %oo oog
PROPOSED GUARDRAIL
(R X _ T T T In T T T T
CROSS PIPE WANLET

— AND OUTLET PROTECTION

/ L 1 L

PROPOSED GUARDRAIL

INLET

| T

S~

PROPOSED FILL SLOPE 1 |

EROSION CONTROL TYPICAL

SIDE DRAIN PIPE
W/INLET PROTECTION

OUTLET

NOTES:

1. INSTALL PERIMETER EROSION CONTROL MEASURES DURING THE CLEARING AND GRUBBING PHASE.
2. WHEN GUARDRAIL INSTALLATION WARRANTS SHOULDER CONSTRUCTION, TEMPORARY SILT FENCE

SHALL BE PLACED AT TOE OF FiLL SLOPE.

3. ALL CROSS PIPES AND SIDE DRAIN PIPES AFFECTED BY NEW FILL SLOPES SHALL HAVE ADEQUATE

—J . —— CROSS PIPE OUTLET
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EROSION CONTROL MEASURES AT PIPE INLETS AND OUTLETS




