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ditchline and/or backslopes are disturbed


Use BMP’s if shoulders and/or frontslopes and/or


EROSION CONTROL DETAIL


< 5’ - 10’ Undisturbed buffer from jurisdictional feature add BMP


< 5’ - 10’ Undisturbed buffer add BMP


ditchline,  add BMP


< 5’ - 10’ Undisturbed buffer from 


< 5’ - 10’ Undisturbed buffer from inlet,  add wattle


I-5308 EC-01


 Sediment Control Fence.
     BMP Options: Wattle, Silt Fence or Special


     or drainage inlet,  add BMP.
     from ROW,  ditchline,  water feature, 
NOTES:  Less than 5’ - 10’ undisturbed buffer
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SILT FENCE WATTLE BREAK DETAIL
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SIDE VIEW


STAPLE


9 FT.


VIEW FROM SLOPE


DOWNSLOPE STAKE


UPSLOPE STAKE


SEE INSET A


12" WATTLE


12" WATTLE


1"-2" TRENCH


INSET A


STANDARD SPECIFICATIONS.


INSTALL TEMPORARY SILT FENCE IN ACCORDANCE WITH SECTION 1605 OF THE


WATTLE INSTALLATION CAN BE ON OUTSIDE OF THE SILT FENCE AS DIRECTED.


WATTLE AND AT EACH END TO SECURE IT TO THE SOIL.


BOTH SIDES OFINSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON 


U SHAPE NOT LESS THAN 12" IN LENGTH.


PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE FORMED INTO A


ANGLE TO WEDGE WATTLE TO GROUND.


INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE STAKES AT AN


USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL CROSS SECTION.


DO NOT PLACE WATTLE ON TOE OF SLOPE.


EXCAVATE A 1 TO 2 INCH TRENCH FOR WATTLE TO BE PLACED.


USE MINIMUM 12 IN. DIAMETER EXCELSIOR WATTLE AND LENGTH OF 10 FT.


NOTES:


1’


4 FT.
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