
3" DOUBLE SHREDDED HARDWOOD MULCH

ROOTBALL

REMOVE ALL BURLAP, WIRE,
& TWINE FROM TOP SECTION
OF ROOTBALL

SINGLE ROWLOCK HEADER BRICK -
RECESS 3/4" IN MORTAR BED
4" CONCRETE SETTING BED

CONCRETE CURB
(SEE ROADWAY PLANS)

EXISTING SUBGRADE

BACKFILL WITH SOIL PER
SPECIAL PROVISIONS

TREE TO BE VERTICAL AND
CENTERED IN PLANTER
OPENING

PRIOR TO INSTALLATION:
WRAP TREE FROM BOTTOM UP
WITH 50% OVERLAP - TIE AT 2'
INTERVALS.  EXTEND ABOVE
FIRST BRANCHES -REMOVE
WRAP AFTER INSTALLATION

EXCAVATE PLANTING PIT
TO 2 TIMES THE WIDTH
OF ROOTBALL (6' MIN.).
SCARIFY SIDES OF PIT
SO THAT THE SIDES ARE
NOT SMOOTH OR GLAZED.

4'-8"

3'-4"

2'-8"

+/- 4" +/- 8"

+/- 3"

MORTAR BED

3/4" RECESS

SINGLE ROWLOCK
HEADER CORNER

CONCRETE SIDEWALK

3/8" MORTAR JOINT - LEAVE ONE
MORTAR JOINT EMPTY EVERY 3'
FOR DRAINAGE

MULCHED TREE PLANTING AREAHEADER BRICK - SEE PROJECT
SPECIAL PROVISIONS FOR MORE
INFORMATION

8"x4"x3 1/4" VEHICULAR RATED BRICK PAVER,
SEE PLANS FOR PATTERN, SEE PROJECT SPECIAL
PROVISIONS FOR MORE INFORMATIONMIN. 18" DEEP CONCRETE BANDING 3000 P.S.I.

@ 28 DAYS, SMOOTH FINISH w/ ROUNDED TOOLED
EDGES, CONTROL JOINTS @ +/- 5' O.C.
(EQUAL SPACING), PROVIDE CONTINUOUS #5
REBAR WITH MIN. 3" COVER

ASPHALT PAVEMENT WITH FULL DEPTH
TRANSITION AGAINST CONCRETE BAND

8"

8"

COMPACTED AGGREGATE BASE COURSE
(SEE ROADWAY PLANS)

1'-6"

8"

HAND TIGHT JOINTS WITH POLYMERIC SAND

GEOTEXTILE UNDER BEDDING SAND - COVER JOINTS
AND TURN UP AGAINST BAND

6" CONCRETE BASE - 3,000 PSI @ 28 DAYS

6"x6"x6 WOVEN WIRE MESH - 2" CLR. FROM ALL EXPOSED
SURFACES

AGGREGATE BASE COURSE
(SEE ROADWAY PLANS)

2" Ø WEEP HOLES, LOCATE AT
LOWEST ELEVATIONS, FILL WITH
PEA GRAVEL

NOTES:
1. SLOPE CONCRETE BASE FROM CENTERLINE

TO CURB CONSISTENT WITH EXISTING STREET
SURFACE CROSS SECTION.

2. DO NOT PROVIDE WEEP HOLES TO SUBGRADE
WHEN WATER TABLE IS LESS THAN 2' FROM
TOP OF SOIL SUBGRADE.

BRICK PRODUCT INFORMATION
MANUFACTURER: PINE HALL BRICK
PRODUCT: ENGLISH EDGE FULL RANGE (4"x8"x2 3/4")
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CONCRETE BAND

NOTE: DO NOT INSTALL
"THERMOPLASTIC" TRAFFIC
MARKINGS OVER BRICK PAVERS.
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SINGLE HEADER COURSE
BRICK BAND (VEHICULAR RATED)

HERRINGBONE BRICK FIELD
(VEHICULAR RATED)

CONTRASTING COLOR
VEHICULAR BRICK PAVER - TYPE
"A" - SEE PROJECT SPECIAL
PROVISIONS FOR MORE INFORMATION

STANDARD VEHICULAR BRICK
PAVER

CUT BRICK TO FACILITATE "HIGH
VISIBILITY" PATTERN

1/2" EXPANSION JOINT WITH
WATERPROOF FILLER

4" THICK CONCRETE WALK

COMPACTED SUBGRADE TO
95% STD. PROCTOR

HAND TIGHT, POLYMERIC SAND
JOINTS (1/8" MAX. JOINTS)

BRICK PAVER (TYP.)

4" AGGREGATE BASE COURSE

MAX. 1" COMPACTED
SAND SETTING BED

6" CONCRETE BASE
WITH 6"x6"x6 WIRE
MESH REINFORCING
- 2" CLEAR

FLUSH

8" CONCRETE BAND

4"x8"x2 3/4" BRICK PAVER, RUNNING
BOND PATTER, PARALLEL TO CURB

HAND TIGHT, POLYMERIC SAND
JOINTS, 1/8" MAX. JOINTS

DOUBLE SOLIDER COURSE
BRICK BAND

HAND TIGHT, POLYMERIC
SAND JOINTS, 1/8" MAX. JOINTS

CONCRETE CURB

1/2" EXPANSION JOINT
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8"

4"x8"x2 3/4" BRICK
PAVERS, TYP.

HAND TIGHT, POLYMERIC SAND JOINTS,
1/8" MAX. JOINTS

MAX. 1" COMPACTED SAND SETTING
BED

6" CONCRETE WITH 6"x6"x6 WIRE
MESH REINFORCING

4" AGGREGATE BASE COURSE

COMPACTED SUBGRADE

1/2" EXPANSION JOINT

CONCRETE PAVEMENT

LIGHT BROOM FINISH CONCRETE
SURFACE IN THE OPPOSITE
DIRECTION OF TRAVEL

CONCRETE CURB - SEE ROADWAY PLANS

SOLDIER COURSE DOUBLE BRICK BAND

2'-6"
INTERVAL BETWEEN JOINTS

EXPANSION JOINT - 20' O.C. MAX. DISTANCE
BETWEEN JOINTS LENGTHWISE

CONTROL JOINT
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1
2"

4" FINISH
GRADE

EXPANSION
JOINT

TOOLED EXPANSION
JOINT WITH ZIP STRIP

SECTION

4"

1
2"

FINISH
GRADE

TOOLED CONTROL JOINT
SECTION
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TREE PLANTING IN SIDEWALKA
LD 4 SCALE: 1/2"=1'-0"

SINGLE ROWLOCK HEADER BRICKB
LD 4 SCALE: 1"=1'-0"

BRICK PAVER CROSSWALK SECTIONC
LD 4 SCALE: 3/4"=1'-0"

BRICK PAVER CROSSWALK PLAND
LD 4 SCALE: 1/2"=1'-0"

SIDEWALK BRICK PAVERSE
LD 4 SCALE: 1"=1'-0"

SINGLE DIRECTION BROOM FINISH AND SCORINGF
LD 4 SCALE: 3/4"=1'-0"
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