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"SYSTEM DETECTORS AND CONTROL ZONES" 
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SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
0
3
4
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
0

LM Moon

CL-034.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-
8
5
 

B
u
s
in
e
s
s
 
N

B
 

O
n
-

R
a

m
p

I-
8
5
 

B
u
s
in
e
s
s
 

N
B
 

O
f
f
-

R
a

m
p

I-
8
5
 

B
u
s
in
e
s
s
 
S

B
 

O
f
f
-

R
a

m
p

I-
8
5
 

B
u
s
in
e
s
s
 
S

B
 

O
n
-

R
a

m
p

M
e
n
d
e
n
h
a
ll
 R

o
a
d

I-
8
5
 

B
u
s
in

e
s
s
 

N
B

I-
8
5
 

B
u
s
in

e
s
s
 
S

B

W Green Drive
W Fairfield Road W Fairfield Road

I-
8
5
 

B
u
s
in
e
s
s
 
N

B
 

O
n
-

R
a

m
p

I-
8
5
 

B
u
s
in
e
s
s
 

N
B
 

O
f
f
-

R
a

m
p

I-
8
5
 

B
u
s
in
e
s
s
 
S

B
 

O
f
f
-

R
a

m
p

I-
8
5
 

B
u
s
in
e
s
s
 
S

B
 

O
n
-

R
a

m
p

M
e
n
d
e
n
h
a
ll
 R

o
a
d

I-
8
5
 

B
u
s
in

e
s
s
 

N
B

I-
8
5
 

B
u
s
in

e
s
s
 
S

B

W Green Drive
W Fairfield Road W Fairfield Road

N

DocuSign Envelope ID: 137D6986-CE21-429A-A5D5-A41011B6B898

6/5/2015 

https://trust.docusign.com


S

07-0809

CHP-A0119

NS-A0118

NS-243

CHP-A0132

CHP-A0133 NS-163

CHP-A0136

CHP-A0137

CHP-A0139

035

NS-A0121 NS-A0120

NS-A0135

SP-A0138

CHP-A0140

48

48

7

1 244

14

15

18

2 2

48

40

20

65

45

1 244

12 21

47

1 244

56

48

40

7

1 244

14

15

18

2 2
7

1 244

14

15

18

2 2

7

1 244

14

15

18

2 2

33

29

39

2 244

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

52

20

65

46

1 244

12 21

47

1 244

56

54

1 244

47

1 244

56

20

65

45

1 244

12 21

66

66

66

45

1 244

20

66

65

1 244

12 21

1 66

27

28

22

S13-3

40

IW BERDEAU

A

A

40

48

1 66

29

39

1 244

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

53

S13-7

48

53

CITY

4"

CITY

4" CITY

4"

63

47

56

CITY

4"

52

TOP TEL

12"

4048

M
A
T
C
H
L
I
N
E
 
-
 
S
H
E
E
T
 
C
R
P
-
6
.
0
3
4

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
0
3
6

MATCHLINE - SHEET CRP-6.025

1 66

8

9

18

21

7

1 244

8

14

18

2 2

7

1 244

8

14

18

2 2

S

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
0
3
5
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
0

LM Moon

CL-035.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-036.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-037.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-038.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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FIBERS/TWISTED
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CONDUIT(S) (IN)
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-039.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-040.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-041.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-042.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-043.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

C
r
o
s
s
in

g
 
#
7
13

7
9
4
F

N
o
r
f
o
lk
 
S
o
u
th
e
r
n
 
R
a
ilr

o
a
d C

ro
s
s
in
g
 
#7

2
2
3
7
7
B

N
or
fo
lk
 S

ou
th
er

n
 
R
a
il
ro
a
d

B
r
a
n
c
h
 
S
tr

e
e
t

O
g
d
e
n
 
S
tr
e
e
t

O
g
d
e
n
 
S
tr
e
e
t

K
in

g
 
S
tr

e
e
t

W Market Center Drive W Market Cen
ter Drive

B
r
a
n
c
h
 
S
tr

e
e
t

O
g
d
e
n
 
S
tr
e
e
t

O
g
d
e
n
 
S
tr
e
e
t

K
in

g
 
S
tr

e
e
t

W Market Center Drive W Market Cen
ter Drive

N

DocuSign Envelope ID: 137D6986-CE21-429A-A5D5-A41011B6B898

6/5/2015 

https://trust.docusign.com


08-0707
DUKE-A0253 DUKE-A0254 DUKE-A0255 DUKE-A0256

DUKE-A0257

DUKE-A0259

044

DUKE-A0258

DUKE-A0260

54

1 244

54

1 244

54

1 244

1 66

1 66

30

51

1 244

DO NOT CUT CABLE
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LM Moon

CL-044.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-045.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-046.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
0
4
7
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
1

LM Moon

CL-047.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-048.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-049.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-050.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.
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NOTES:

June 2015
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CCTV 12
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-051.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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LM Moon

CL-052.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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21
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25

26

27
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30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61
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63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-053.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48
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50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT
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BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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YYY
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DISTANCE ABOVE (IN)
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-054.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17
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34
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65
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BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-055.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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56

54

1 364

1 66
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1 364

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

1 66
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1 364
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LM Moon

CL-056.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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1 244

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

1 364

1 66
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CITY

1 66

54

1 244

1 364

13

66

65

1 66

19

54

1 364

19

1 66

27

28

21

S12-5

070198
CHP-

SAME

65

SAME

CITY

47

1 66

56

SPAN
SLACK

-A0519
   NS

SM ROULEAU

M
A
T
C

H
L
I

N
E
 
-
 
S

H
E
E
T
 
C
R
P
-
6
.
0
5
6

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
0
5
9

MATCHLINE - SHEET CRP-6.058

-
6
.
0
2
6

S
H
E
E
T
 
C
R
P

M
A
T
C

H
L
I

N
E
 

BOTTOM CITY SPAN
SLACK

Abandon

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
0
5
7
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
1

LM Moon

CL-057.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-058.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 82
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ELEC CCTV 82 INSET
THIS SHEET

SEE INSET111 1 COMPOSITE

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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DATE
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Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-059.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SHEET NO.PROJECT REFERENCE NO.
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REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-060.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4
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8

9

10

12
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-061.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-062.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-063.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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MATCHLINE - SHEET CRP-6.063

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS
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LM Moon

CL-064.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-065.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-066.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-067.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-068.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 86
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-069.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61
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63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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PAIRS
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NUMBER OF
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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Prepared for the Offices of:
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Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-070.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 87
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THIS SHEET

SEE INSET
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LM Moon

CL-071.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-072.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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NUMBER OF

CONDUIT(S) (IN)
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-073.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4
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7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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40
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44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-074.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-075.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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STORAGE GUIDES

REMOVE EXISTING 

STORAGE GUIDES

REMOVE EXISTING 

WORK BY INTERSECTION)

SERVICE (SEE SUMMARY OF 

SHARED ELECTRICAL 

THE CCTV CABINET

INSTALL DISCONNECT AT 

8

91 1

CABINET DISCONNECT

DISCONNECT TO CCTV 

FROM SIGNAL CABINET 

ADD SERVICE WIRES 

S10-10

S10-9

54

THIS SHEET

SEE INSET
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7'

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-076.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-077.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-078.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

NC 62 (Liberty Road) NC 62 (Liberty Road)
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LM Moon

CL-079.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

M
o
r
r
is
 
S
tr
e
e
t

E Fairfield Road

N
C 

62
 
(L
ib
er
ty
 R

oa
d)

Aldridge R
oad

E Fairfield Road

(L
ib
er
ty
 R

oa
d)

NC 
62

N

DocuSign Envelope ID: 8CDF048B-7155-4638-8B3B-EDCCD492EECD

6/5/2015 

https://trust.docusign.com


DUKE-A2099

CHP/DUKE-Z14

DUKE-Z13

DUKE-Z12

DUKE-Z11

DUKE-Z10
NS-65

DUKE-A2106

DUKE-A2107

DUKE-A2108

080

45

DUKE-A2098

47

1 244

56

20

66

65

1 244

12 21

40

7

1 244

14

15

18

2 2

47

1 244

56

46

40

20

66

65

1 244

12 21

SEC

42"

IW BERDEAU

45

65
51

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
0
7
9

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
0
8
1

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
0
8
0
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
2

LM Moon

CL-080.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-081.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF

DIAMETER
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-082.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-083.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-084.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-085.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

existing
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LM Moon

CL-086.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEAL
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REVISIONS
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INIT. DATE

REVIEWED BY:
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PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-087.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE INSET
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

INSET
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LM Moon

CL-088.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-089.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-090.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-091.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-092.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-093.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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26
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29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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NUMBER OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-094.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-095.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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19

20

21
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23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48
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50
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56
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-096.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-097.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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POLE MOUNTED
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EXISTING
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LM Moon

CL-098.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 43

07-2012
07-2089
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CHP-A2348

SP-A2349

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-099.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-100.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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PAIRS
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NUMBER OF
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XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB Off-Ramp

I-74 EB / US
 311 SB On-Ramp

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB Off-Ramp

I-74 EB / US
 311 SB On-Ramp
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-101.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

INSTALLED UNDER TIP R-0509IA

I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 

1 244
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 

1 244
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LM Moon

CL-102.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-74 EB / US 311 SB

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB

N
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 

1 244
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LM Moon

CL-103.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB

I-74 EB / US 311 SB
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 

1 244
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LM Moon

CL-104.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB

I-74 EB / US 311 SB

N
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CCTV 83

105

IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-105.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-106.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB

I-74 EB / US 311 SB

N
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 

1 244
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LM Moon

CL-107.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 WB / US 311 NB

I-74 EB / US 311 SB

N
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 

1 244
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LM Moon

CL-108.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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Dresen Road Exd.
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-109.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Dresen Road

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 EB / US 311 SB Off-Ramp

Dresen Road

I-74 WB / US 311 NB

I-74 EB / US 311 SB

I-74 EB / US 311 SB Off-Ramp

N
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IW BERDEAU

INSTALLED UNDER TIP R-0509IA
I-85 BUS AND I-85 PREVIOUSLY 

FIBER ALONG US 311 / I-74 BETWEEN 
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LM Moon

CL-110.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-111.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N
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T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

S

S

I-
8
5
 
S

B

I-
8
5
 

N
B

I-
74
 W

B
 
/
 
U
S
 
3
11 

N
B
 
On
-
R
am

p

I-
74
 W

B 
/ 

US
 3

11 
NB 

On
-Ra

mp

I-74 WB / US 311 NB

I-74 EB / US 311 SB

N

DocuSign Envelope ID: D9714CAC-E205-4BB3-9AEC-22AD650F6B02

6/5/2015 

https://trust.docusign.com


07-117607-1176

CHP-T0607

CHP-T0606

NS-T0608

CHP-T0609
CHP-T0610

CHP-T0611 CHP-T0612

CHP-T0613

CHP-T0614

CHP-T0615

CHP-T0616 CHP-T0617

CHP-T0618

112

4545
45

66

65

1 66

1 66

27

28

23

54

1 244

1 66

54

1 66

30

51

1 244

20

SPAN
SLACK

1 66

54

1 66

54

SPAN
SLACK

1 66

54

S15-2

65

12 21

63

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
1
3

SM ROULEAU

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
1
2
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
3

LM Moon

CL-112.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-113.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

53

1 66

27

28

22

20

45

1 244

6665

7

1 244

14

15

18

2 2

7

1 244

8

14

18

2 2

40

S15-1

65

63

12 21

52

SM ROULEAU

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
4
3

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
1
3

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE
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PLAN DATE:

Prepared for the Offices of:
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750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-114.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SM ROULEAU
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INIT. DATE

REVIEWED BY:
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PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
1
5
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
3

LM Moon

CL-115.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL
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LM Moon

CL-116.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 30
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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SM ROULEAU

THROUGH METAL POLE

ROUTE TO CCTV 30

CABLE ALONG EXISTING 

ROUTE COMPOSITE

20

12 21

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

21 CAT5, 24VAC
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LM Moon

CL-117.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-118.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-119.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SM ROULEAU

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-120.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-121.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20
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27
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30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT
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BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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XXX
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REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-122.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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12
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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20

21
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23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-123.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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26
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30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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INSTALL RIGID, GALVANIZED STEEL
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INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX
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BOND MESSENGER TO POLE GROUND
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GROUND BUS
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-124.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SM ROULEAU
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750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-125.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL

EXPRESS FIBERS
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SM ROULEAU

1 66
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1 244

SPLICE ENCLOSURE
REMOVE EXISTING 
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-126.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-127.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
2
8
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
3

LM Moon

CL-128.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-129.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-130.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-131.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

(S-HP-2)
SPLICE ENCLOSURE

(SEE SHEET ITS-5.22)
(SIGNAL SHOP)
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LM Moon

CL-132.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-133.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-134.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:
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YYY
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-135.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-136.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-137.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-138.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/
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DIAMETER
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RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-139.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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