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ALL RELATED EQUIPMENT.
OF A ETHERNET COMMUNICATIONS NETWORK COMPRISED OF FIBER-OPTIC CABLE WITH
CCTV MONITORING NETWORK;   UPGRADING OF CENTRAL SOFTWARE;  AND INSTALLATION 

WITH LIMITED SIGNAL WIRING AND SIGNAL HEAD UPGRADES WHEN NECESSARY;    EXPANSION OF
UPGRADING LOCAL INTERSECTION CONTROLLERS,  CABINETS, AND SYSTEM DETECTORS

RELATED WORK INCLUDES:
REPLACEMENT & EXPANSION OF THE COMPUTERIZED TRAFFIC SIGNAL SYSTEM.
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IS AVAILABLE.  

STORAGE RACKS IF LESS THAN 100' OF SPARE 

NEW SPLICE ENCLOSURE. STORE ON SEPARATE 

WITH SLACK OF NEW CABLES WHEN INSTALLING 

POSSIBLE FROM EXISTING CABLE TO STORE 

CABINET 07-1483. RETAIN AS MUCH SLACK AS 

PULL BACK EXISTING NCDOT FO FROM SIGNAL 

FIBER OPTIC CABLE IN NEW SPLICE ENCLOSURE. 

SPLICE NEW FIBER OPTIC CABLE WITH EXISTING 

S9-7. ABANDON NCDOT FO IN PLACE.

REUSED AFTER CABLE IS SPLICED AT 

THE EXISTING NCDOT FO WILL NOT BE 

1 66

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

NCDOT FO

EXISTING

NCDOT FO

EXISTING
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LM Moon

CL-140.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 
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INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX
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REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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11
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INSTALL RIGID, GALVANIZED STEEL
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT
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BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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S9-7. ABANDON NCDOT FO IN PLACE.

REUSED AFTER CABLE IS SPLICED AT 

THE EXISTING NCDOT FO WILL NOT BE 
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LM Moon

CL-141.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 
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INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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REMOVE EXISTING COMMUNICATIONS CABLE
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INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT
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BOND MESSENGER TO POLE GROUND
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GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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S9-7. ABANDON NCDOT FO IN PLACE.

REUSED AFTER CABLE IS SPLICED AT 

THE EXISTING NCDOT FO WILL NOT BE 
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LM Moon

CL-142.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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NS-A2342

N5-A2343
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SP-A0306

CHP-A0309

54

1 364
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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S9-7. ABANDON NCDOT FO IN PLACE.

REUSED AFTER CABLE IS SPLICED AT 

THE EXISTING NCDOT FO WILL NOT BE 

NS-A2342

THIS SHEET

SEE INSET

NS-A0307SP-A0306

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

INSET

07-1179
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LM Moon

CL-143.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CHP-A0703

144

45

46

SP-A0695

CHP-A0698
CHP-A0699

DUKE-A0693

54

1 364

48

S15-3

1 66

30

51

1 244

DO NOT CUT CABLE

SEE SPLICE DETAIL
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-144.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL
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SEE SPLICE DETAIL
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49

SPACE REGULATIONS. 

COMPLY WITH OSHA CONFINED 

COMMUNICATIONS MANHOLE.

WHEN WORKING IN A 

PROVISIONS FOR REQUIREMENTS 

REFER TO PROJECT SPECIAL 

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-145.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-146.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL
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LM Moon

CL-147.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36
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40

41
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51
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53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65
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BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-148.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX
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REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED
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INSTALL CATEGORY 5E CABLE
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INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT
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AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW
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INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-149.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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26
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30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62
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64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-150.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-151.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-152.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-153.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

HP0317 INSET
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LM Moon

CL-154.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-155.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Chestnut Drive

C
a
r
r
 
S
tr

e
e
t

D
a
le
 
P
la

c
e

Chestnut DriveChestnut Drive

C
a
r
r
 
S
tr

e
e
t

D
a
le
 
P
la

c
e

Chestnut Drive

N

DocuSign Envelope ID: A8ED8A17-B12D-4430-9BF0-474A1AB00807

6/5/2015 

https://trust.docusign.com


156

7

1 244

17

53

49

NM Chapman

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
6
0

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
5
5

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:
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LM Moon

CL-156.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS
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LM Moon

CL-157.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF
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NUMBER
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CABLE(S) / LOOPS,
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YYY
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-158.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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CONSTRUCTION NOTE SYMBOLOGY KEY
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CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-159.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-160.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21
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24

25

26

27
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29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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07-0994

CHP-A2039

CHP-A2038

DUKE-252

CHP-A2036

161

CHP-A2040

CHP-A2035

7

1 244

17
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1 66

17

1 66

27
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21

7
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1 66
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1 244

IW BERDEAU

49

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

1 4 24

7

17

49

W/PWR

41

53
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S17-1

HI-TRAN FO
DO NOT CUT 

SHARED ROUTE 

HI TRAN FO

DO NOT CUT

ABANDON

HI TRAN FO
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MATCHLINE - SHEET CRP-6.160

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-161.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 6

HP0509

07-0786
HP0511

HP0509

HP0512

162

7

17

1 66

27

28

21

1 6 6

1 66

27

28

21
7

17

1 6 6

7

1 244

17

7

244

17

1

1 66

27

28

21

7

244

17

1

1 66

1 66

17

61

2 66

29

39

1 124

41

7

1 1

17

1 6 6

1 66

27

28

21

7

17

1 4 24

7

17

1 4 24
7

17

1 1

17

1 6 6

7

17

1 6 6

3 66

29

39

1 244

41

7

17

1 6 6

7

1 244

17

2 6 6

7

17

1 6 6

67

53

36

1 66

27

33

21

28

57

60

W/PWR

W/PWR

53

NM CHAPMAN

1 244

EXISTING

3 124

27

33

21

28

57

60

61

36

DO NOT CUT CABLE

SEE SPLICE DETAIL
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EXISTING

SCHEMATIC.  FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

S18-5

OF THE C&D BUILDING

S18-3 TO CCTV 8 ON ROOF 

EXISTING ROUTE FROM SPLICE 

INSTALL NEW FO ALONG 

OF IHFC BUILDING

(1, 3 & 5) ON ROOF 

CCTV CAMERAS

FO TO EXISTING 

MAINTAIN EXISTING 

THIS SHEET

SEE INSET

S18-2

existing

existing

S

61

36

HP0509 INSET

TO HP0509

THROUGH METAL POLE

ROUTE TO CCTV 6 

CABLE ALONG EXISTING 

ROUTE COMPOSITE 

67

ROUTE

ABANDON EXISTING 
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LM Moon

CL-162.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE
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OR INTERCONNECT CENTER
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INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET
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(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,
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INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER
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INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION
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Cable Routing Plans
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INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.
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June 2015
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LM Moon

CL-165.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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21
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25

26
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29
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31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DETECTORS AND CONTROL ZONES" 

DETAILS.  REFER TO "SYSTEM 
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SEE SIGNAL PLAN FOR SYSTEM 
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LM Moon

CL-166.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29
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31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42
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44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51
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53

54
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56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:
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DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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YYY
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-167.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS
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NUMBER OF

CONDUIT(S) (IN)

RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-168.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-169.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
7
0
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
4

LM Moon

CL-170.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-171.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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THIS SHEET

SEE CCTV 10 INSET

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-172.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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07-0762

HP0828

CHP-T0261 CHP-T0262 CHP-T0263
CHP-T0264

CHP-T0266

CHP-T0268

CHP-T0269
CHP-T0270

CHP-T0271

NS-A2363

NS-A2368

CHP-A2369

173

CHP-A2364

CHP-A2365

NS-A2366

NS-A2367

CHP-T0267

54

1 364

1 66

30

51

1 244

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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NM CHAPMAN

SPLICE ENCLOSURE
REMOVE EXISTING 

SPAN
SLACK
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SCHEMATIC.  FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-173.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CHP-T0256 CHP-T0257
CHP-T0258 CHP-T0259

CHP-T0260

174
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1 364
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-174.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

54

1 244

54

1 364

NM CHAPMAN

33

17

1 66

2 244

1 364

48

20

66

65

1 244

12 21

1 66

47

SPAN
SLACK

2 66

1 364

54

2 244

SPAN
SLACK

1 364

19

1 66

1 66

28

33

21

27

5958

36

61

1 1

56

48
SAME

CITY

1 1

49

S7-7

SAME

CITY

13

MATCHLINE - SHEET CRP-177

METAL POLE

ROUTES THROUGH 

ALONG EXISTING 

COMPOSITE CABLE 

ROUTE FO & 

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
7
8

MATCHLINE - SHEET CRP-6.176

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
7
4

THIS SHEET

SEE INSET

CHP-070757

1 66

27

28

21

49

17

1 66

49

INSET

07-0757

POLE
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LM Moon

CL-175.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-176.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-177.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL
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LM Moon

CL-178.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-179.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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EXISTING LOCATION- 

111 1 COMPOSITE
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-180.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL
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LM Moon

CL-181.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

N Main Street
N Main Street

O
x
f
o
r
d
 
P
la
c
e

Old Winston Road

N Main Street
N Main Street

O
x
f
o
r
d
 
P
la
c
e

Old Winston Road

N

DocuSign Envelope ID: 4DD79AA5-2F13-40CC-BB10-45003617EC4F

6/5/2015 

https://trust.docusign.com


NS-29
NS-T0170

NS-27
NS-26 NS-25

NS-25

NS-24 NS-24 NS-23
NS-22

NS-21
NS-20

NS-9
NS-T0171

182

54

1 364

JA Wiles

51 65

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
8
3

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
8
1

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
8
2
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
5

LM Moon

CL-182.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF

DIAMETER
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-183.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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EXPRESS FIBERS

47

1 364

56

1 66

1 364

1 66

54

19

66

65

1 66

1 364

45

54

1 364

S6-1

13

45

SAME

CITY

DROP

DROP

20

12 21

TRUNK

TRUNK

48

48

1 364

8

9

18

21

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
8
3

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
8
5

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
8
4
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
5

LM Moon

CL-184.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-185.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-186.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

N Main StreetN Main Street

A
s
b
il
l 

A
v
e
n
u
e

H
e
d
g
e
c
o
c
k
 
R
o
a
d

N
o
r
th

g
a
te
 
C
o
u
r
t

E
s
s
ic

k
 
L
a
n
e

B
r
o
o
k
r
id

g
e
 
L
a
n
e

N

DocuSign Envelope ID: 4DD79AA5-2F13-40CC-BB10-45003617EC4F

6/5/2015 

https://trust.docusign.com


07-173607-1736 07-1477

CHP-T0143

187

54

1 364

1 66

30

51

1 364

1 66

54

45

1 66

54

SPAN
SLACK

19

66

65

1 66

1 66

27

28

21
54

1 244

1 66

20

66

65

1 66

12 21

7

1 66

14

15

18

2 2

JA Wiles

2 66

30

51

1 244

S6-4

T0144
CHP-

13

MATCHLI
NE 

- 
SHEET 

CRP
-6
.1

86

1 66

54

CHP-T0117

4 241

5448

1 4 24

54

51

65

1 66

27

28

21

22

4040

48

MATCHLINE - SHEET CRP-6.189

MATCHLINE - SHEET CRP-6.188

SS

S6-9

MATCHLINE - SHEET CRP-6.189

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
8
7
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
5

LM Moon

CL-187.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-188.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35
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44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
1
8
9
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
5

LM Moon

CL-189.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-190.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-191.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-192.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-193.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:
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DISTANCE BELOW (IN)
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-194.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

W Hartley Drive
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LM Moon

CL-195.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

W Hartley Drive
W Hartley DriveW Hartley Drive
W Hartley Drive
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LM Moon

CL-196.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21
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23

24

25

26

27
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29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

W Hartley Drive

W Hartley Drive

W Hartley Drive

W Hartley Drive

N
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LM Moon

CL-197.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

E Parris Avenue

K
ir

k
w
o
o
d
 
S
tr
e
e
t

NC 68 (Eastchester Drive)

NC 68 (Eastchester 
Drive)

K
ir

k
w
o
o
d
 
S
tr
e
e
t

N

DocuSign Envelope ID: 20308709-6F6E-46C1-9D86-B65A537CCB9D

6/5/2015 

https://trust.docusign.com


CCTV 26

07-073707-0737

NS-12 1/2
NS-T842

NS-T843
NS-T844

CHP-T0765

CHP-T0768

CHP-070737

198

45 45

NS-T841

CHP-T0767A

CHP-T0766

CHP-T076754

1 364

54

1 364

SPAN
SLACK

54

1 66
54

1 66

1 364

54

2 66

1 364

2 66

30

51

1 364

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

54

1 364

19

66

65

1 66
1 66

27

28

21

19

66

1 66

IW BERDEAU

36

61

S5-2

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
1
9
7

MATCHLINE - SHEET CRP-6.199

13

13

CHP-T0767A

CHP-T0766

S5-2S

1 66

27 28

21

1 1

25

FO

58 59

33

COMPOSITE

UG

20

66

1 1

111 1

7

1 66

17

49

CCTV 26 INSET
THIS SHEET

SEE INSET

COMPOSITE

COMPOSITE

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-198.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-199.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-200.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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THIS SHEET

SEE INSET
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-201.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-202.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Johns
on St

reetJohnson Street
N
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LM Moon

CL-203.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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Johnson Street

L
a
k
e
c
r
e
s
t 

A
v
e
n
u
e

L
a
k
e
c
r
e
s
t 

A
v
e
n
u
e

N

DocuSign Envelope ID: 20308709-6F6E-46C1-9D86-B65A537CCB9D

6/5/2015 

https://trust.docusign.com


HP0803

CHP-T0787

CHP-T0788
CHP-T0789

CHP-T0790

CHP-T0791

CHP-T0792

CHP-18

CHP-T0793

CHP-T0794

204

45

46

CHP-T0794A

54

1 244

1 66

30

51

1 244

DO NOT CUT CABLE

SEE SPLICE DETAIL
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS
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LM Moon

CL-204.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-205.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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4
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6
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8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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206

1 66
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21
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65

45
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1 244

1 66
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1 244

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-206.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DO NOT CUT CABLE

SEE SPLICE DETAIL
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LM Moon

CL-207.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-208.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-209.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-210.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.
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NOTES:

June 2015

S

existing

existing

existing

existing

existing

existing

N
o
v
a
 

A
v
e
n
u
e

N
o
v
a
 

A
v
e
n
u
e

O
ld
 

M
il
l 
R
o
a
d

O
ld
 

M
ill R

o
a
d

Johnson StreetJohnson Street

N
o
v
a
 

A
v
e
n
u
e

N
o
v
a
 

A
v
e
n
u
e

O
ld
 

M
il
l 
R
o
a
d

O
ld
 

M
ill R

o
a
d

Johnson StreetJohnson Street

N

DocuSign Envelope ID: 20308709-6F6E-46C1-9D86-B65A537CCB9D

6/5/2015 

https://trust.docusign.com


NS-41

NS-41 1/2

CHP-A0870 NS-42 1/2

NS-43

CHP-A0873

NS-45

NS-46

CHP-A2410 NS-47

NS-47 1/2

211

NS-A0867

SM ROULEAU

ABANDON

ABANDON

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
2
1
2

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
2
1
0

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
1
1
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
6

LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3
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6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42
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44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-212.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18
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20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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49
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DUKE-21
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A2432A
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LM Moon

CL-214.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 61

07-093507-0935

CHP-A2433

CHP-A2434

215

SR

1 484 (U-3615B)

EXISTING

1 66

27

1 66

1 484

1 66 (U-3615B)

EXISTING

EXISTING

EXISTING

111 1

20 37

65

1 3

36

1 2

1 1

111 1

CAT5, 24VAC

COMPOSITE

66

1 3

1 2

1 1

25

70

111 1

1 3

1 2

CAT5, 24VAC

20

65

47

1 3

56

1 2

CCTV 61  INSET
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MATCHLINE - SHEET CL-6.214

ABANDON

1 3

1 2

21

22

CAT5, 24VAC

CAT5, 24VAC

EXISTING

S3-2

PRE U-3615B

EXISTING EOP

40'

35'

E
X

T
E

N
D

E
D
 

E
O

P

EXTENDED EOP

OVER ROADWAY

MAINTAIN 18' CLEARANCE 

66

THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

SAME

CITY

THIS SHEET

SEE INSET

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-215.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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216

1 484 (U-3615B)
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JA Wiles
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-216.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB
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SEAL

PREPARED BY:

REVISIONS
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PLAN DATE:
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750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-217.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-218.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

SHEET NO.PROJECT REFERENCE NO.
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PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-219.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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3

4
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7
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12
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18
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24

25

26
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28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35
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37
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43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB
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LM Moon

CL-220.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18
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20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,
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XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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EXISTING
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ENCLOSURE INSTALLED 

EXISTING SPLICE 

FIBER OPTIC CABLE IN 

CABLE WITH EXISTING 

SPLICE NEW FIBER OPTIC 
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U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB
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LM Moon

CL-221.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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20
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24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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40
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47
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50
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

S

Skee
t Clu

b R
oad

B
a
r
r
o
w
 

R
o
a
d

Skeet Club Road

L
a
u
r
e
n
 
P
la
c
e

C
h
il
to

n
 

W
a
y

C
h
il
to
n
 

W
a
y

Skee
t Clu

b R
oad

B
a
r
r
o
w
 

R
o
a
d

Skeet Club Road

L
a
u
r
e
n
 
P
la
c
e

C
h
il
to

n
 

W
a
y

C
h
il
to
n
 

W
a
y

N

DocuSign Envelope ID: 20308709-6F6E-46C1-9D86-B65A537CCB9D

6/5/2015 

https://trust.docusign.com


222

1 484 (U-3615B)

EXISTING

JA Wiles

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
2
2
3

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
2
2
1

THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB
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LM Moon

CL-222.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Skeet Club Road
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
2
3
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
7

LM Moon

CL-223.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF

DIAMETER
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GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Skeet Club Road
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1 484 (U-3615B)

EXISTING

JA Wiles

1 66 (U-3615B)

EXISTING
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB
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PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-224.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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1 484 (U-3615B)
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE
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DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-225.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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226

1 484 (U-3615B)

EXISTING

JA Wiles

1 66 (U-3615B)

EXISTING
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-226.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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227
1 484 (U-3615B)

EXISTING

JA Wiles

1 66 (U-3615B)
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THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-227.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-229.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-230.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-231.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-232.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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NUMBER OF

CONDUIT(S) (IN)
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-233.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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MATCHLINE - SHEET CRP-6.171

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-234.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-235.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

S

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
3
6
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
7

LM Moon

CL-236.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-237.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-238.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-239.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35
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41
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL
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RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65
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BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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CONSTRUCTION NOTE SYMBOLOGY KEY
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CABLE(S) / LOOPS,
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YYY
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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