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LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

N Centennial Street

N Centennial Street

C
h
a
r
lo
tte
 
A
v
e
n
u
e

M
e
a
d
o
w
la

w
n
 

A
v
e
n
u
e

H
o

m
e
w
o
o
d
 

A
v
e
n
u
e

N

DocuSign Envelope ID: 0FB41586-3D39-43DB-B67C-6AF85D915CE1

6/5/2015 

https://trust.docusign.com


07-192307-1923

241

7

1 364

17
7

1 364

17

1 66

29

39

1 364

41 DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

1 66

27

28

21

IW BERDEAU

49
49

S4-1

53

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
2
4
0

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
2
4
2

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
4
1
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
7

LM Moon

CL-241.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

N Centennial Street
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LM Moon

CL-242.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

ex

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
4
3
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
0
:
5
7

LM Moon

CL-243.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-244.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-245.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-246.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-247.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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NUMBER OF
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NUMBER
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YYY

XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-248.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-249.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-250.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-251.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-252.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-253.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-254.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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71

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

S
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LM Moon

CL-255.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-256.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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26
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31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY
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INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE
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INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL
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64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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"SYSTEM DETECTORS AND CONTROL ZONES" 
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LM Moon

CL-257.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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20

21
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24
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26
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29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48
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50
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53

54
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57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61
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63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX
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70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-258.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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INSTALL SMFO CABLE

INSTALL PVC CONDUIT 
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INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE
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INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-259.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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1 3

21
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19

1 1
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7
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17

49

7

1 66

17

49

20
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65

1 364

12 21

45
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1 364
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41

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

52

36

MATCHLINE - SHEET CRP-6.259

MATCHLINE -
 SHEET C

RP-
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1 2
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1 1

33

64

1 3

17

49
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POLE

THROUGH METAL 

EXISTING ROUTES 

CABLE ALONG 

ROUTE COMPOSITE 

67

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-260.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DUKE-T0483 DUKE-14/29
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LM Moon

CL-261.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-262.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-263.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF

DIAMETER

CONDUIT(S)
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-264.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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12
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61
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63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-266.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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YYY

XXX
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DISTANCE ABOVE (IN)
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SEE SPLICE DETAIL
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-267.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-269.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-270.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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9
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12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18
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21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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40
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42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48
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51
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53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS
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RISER(S)/

OF
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Guilford College Road

Guilford College Road
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LM Moon

CL-271.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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21
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25

26
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30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37
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39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51
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53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED
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CONDUIT(S) (IN)
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-272.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE
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19

20

21
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23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48
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50
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54
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56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-273.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-274.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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OF

NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-275.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-276.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

S
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LM Moon

CL-277.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-278.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-279.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-280.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-281.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-282.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

25 COMPOSITE

CAT5, 24VAC
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LM Moon

CL-283.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-284.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-285.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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YYY
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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NCDOT FO

EXISTING

NCDOT FO

EXISTING

(SEE SHEET FS 4.12)   

SPLICE ENCLOSURE.

OPTIC CABLE IN EXISTING 

CABLE WITH EXISTING FIBER 

SPLICE NEW FIBER OPTIC 

ENCLOSURE

NEW PULLBOX / SPLICE 

NCDOT FO AND SPLICE IN 

PULL BACK EXISTING 

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

S
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LM Moon

CL-286.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

NC 68 (Eastchester Drive)
NC 68 (Eastchester Drive)
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SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
8
7
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
0

LM Moon

CL-287.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
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T
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

NC 68 (Eastchester Drive)

NC 68 (Eas
tchester D

rive)

NC 68 (Eastchester Drive)

NC 68 (Eas
tchester D
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS
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LM Moon

CL-288.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF
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CABLE(S) / LOOPS,
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YYY
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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EXISTING

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SHEET NO.PROJECT REFERENCE NO.

SEAL
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REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:
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PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
2
8
9
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
0

LM Moon

CL-289.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-290.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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EXISTING

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-291.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2
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4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

NC 68 (Eastchester Drive)
NC 68 (Eastchester Drive)
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LM Moon
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

NC 68 (Eastchester Drive)NC 68 (Eastchester Drive) NC 68 (Eastchester Drive)NC 68 (Eastchester Drive)
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LM Moon

CL-293.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-294.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1
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4
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8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17
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34
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REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35
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39
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43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46
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50

51
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56
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LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61
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63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY
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CABLE(S) / LOOPS,
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YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-295.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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DISTANCE BELOW (IN)
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XXX
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-296.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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7
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9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52
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54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT
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71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CHP-T0815A
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SAME
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DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

SAME
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JA Wiles
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LM Moon

CL-298.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF
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OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 66
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CHP-T0817A CHP-113

CHP-T0818A CHP-T0819A CHP-T0820A

CHP-T0821A

CHP-T0822A

CHP-T0823A

CHP-T0825A

CHP-T0826ACHP-T0829A

DUKE-T0828A

DUKE-T0827A

NS-T0830A

DUKE-T0824A

299
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1 484

1 66
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23
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1 124

JA Wiles

U-3615B

REMOVED UNDER

TO BE

SAME

CITY

(U-3615B)

ON TOP OF POLE

48-FIBER COILED

30

51

1 244

1 66

1 124

1 364

1 484

U-3615B

REMOVED UNDER

TO BE

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

(U-3615B)

EXISTING

(U-3615B)

EXISTING 

(U-3615B)

EXISTING 

(U-3615B)

EXISTING 
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EXISTING 

(U-3615B)

EXISTING 
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EXISTING 
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EXISTING 

1 124 (U-3615B)

EXISTING 

S4-4
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1 124 (U-3615B)

EXISTING 

27

MATCHLINE - SHEET CRP-6.227

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
0
0

MATCHLI
NE 

- 
SHEET 

CRP
-6
.3

11

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
2
9
8

(12-FIBER ONLY)

U-3615B

1 244

1 244
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1 244 EXISTING NCDOT FO 1 244 EXISTING NCDOT FO

SCHEMATIC.  FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

THE ENGINEER.
U-3615B CONTRACTOR THROUGH 

PROJECT.  COORDINATE WITH 
CONCURRENTLY WITH THIS 

U-3615B WORK TO BE DONE 
INSTALLED UNDER TIP U-3615B.  

JOHNSON STREET BEING 
ROAD BETWEEN NC 68 AND 

FIBER ALONG SKEET CLUB

1 66

CABLES WHEN INSTALLING NEW SPLICE ENCLOSURE. 

EXISTING CABLES TO STORE WITH SLACK OF NEW 

RETAIN AS MUCH SLACK CABLE AS POSSIBLE FROM 

STORAGE GUIDES ADJACENT IN AERIAL SPAN.  

TRAFFIC SIGNAL CABINET AND USE WITH CABLE ON 

CHP-T0821A.  PULL BACK 12-FIBER CABLE FROM 

USE U-3615B 48-FIBER STORED AT TOP OF POLE 

CONNECTION)  

CONNECTION AND 12-FIBER FOR CCTV 66 

PROJECT.   (48-FIBER FOR SKEET CLUB ROAD 

FIBER OPTIC CABLE INSTALLED UNDER U-3615B 

NOTE:   SPLICE NEW FIBER OPTIC CABLE WITH EXISTING 

SPLICE S4-4

111 1 COMPOSITE

20 COMPOSITE

1 1

1 1
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LM Moon

CL-299.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-300.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 67
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EXISTING NCDOT FO

DO NOT CUT 

ABANDON CITY FO, 

EXISTING NCDOT FO

DO NOT CUT 

ABANDON CITY FO, 

111 1COMPOSITE

INSET CCTV 67

THIS SHEET

SEE INSET

7

67

UG

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-301.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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FIBERS/TWISTED

NUMBER OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

P
e
n
n
y
 
R
o
a
d

P
e
n
n
y
 
R
o
a
d

S
a

m
e
t 

D
r
iv
e

NC 68 (Eastcheste
r Drive)

(Eastchester Drive)

NC 68

P
e
n
n
y
 
R
o
a
d

P
e
n
n
y
 
R
o
a
d

S
a

m
e
t 

D
r
iv
e

NC 68 (Eastcheste
r Drive)

(Eastchester Drive)

NC 68

N

DocuSign Envelope ID: 55D284E9-1AFD-4FD8-8E35-A9920364486B

6/5/2015 

https://trust.docusign.com


07-1856
CHP-20

CHP-21

CHP-T0837A
CHP-T0838A CHP-23 CHP-T0839A

NS-23 1/2 CHP-T0840A
CHP-4

CHP-2

302

45

45 45

7

1 244

8

14

18

2 2

40

20

66

65

1 244

12 21

45

54

1 244

1 66

30

51

1 244

54

1 244

1 66

19

66

65

1 66

54

1 244

JA Wiles

1 66

27

28

21

1 66

17

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

48

47

1 244

56

CITY

SAME

CITY

S2-1

4"

13

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
3
0
1

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
0
3

1 244

NCDOT FO

EXISTING

EXISTING NCDOT FO

DO NOT CUT 

ABANDON CITY FO, 

NCDOT FO

EXISTING

1 244

1 244

1 244

NCDOT FO

EXISTING

NCDOT FO

EXISTING

PROVISIONS)

OF PROJECT SPECIAL 

TRANSFERS" SECTION 

(SEE "CABLE 

NCDOT FO TO NEW SPAN

RELOCATE EXISTING 

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
3
0
2
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
1

LM Moon

CL-302.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-303.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-304.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF
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XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-305.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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MATCHLINE - SHEET CRP-6.327
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COMPOSITE

1 244 EXISTING NCDOT FO

1 244 EXISTING NCDOT FO
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EXISTING NCDOT FO

EXISTING NCDOT FO

EXISTING NCDOT FO

Abandon

SAME

CITY

CHP-T0862C

THIS SHEET

SEE INSET

12"

TOP SIG

Abandon

Abandon

INSET

07-1525

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-306.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

P
ie

d
m
o
n
t 

P
a
r
k

w
a
y

C
li
n
a
r
d
 
F
a
r
m
 

R
o
a
d

NC 68 (Eastchester Drive)
NC 68 (Eastchester Drive)

(Eastchester Drive)
NC 68

N

DocuSign Envelope ID: 55D284E9-1AFD-4FD8-8E35-A9920364486B

6/5/2015 

https://trust.docusign.com


CHP-T0876
CHP-T0877 CHP-T0878

CHP-T0879 CHP-T0880

CHP-T0881

NS-T0881A

NS-196

307

45

54

1 244

JA Wiles

51
65

45

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
0
6

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
0
8

1 244

NCDOT FO

EXISTING

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
3
0
7
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
2

LM Moon

CL-307.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-308.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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315-7079.

ENGINEER 7 DAYS PRIOR TO WORK AT (336) 

GALLIMORE DAIRY ROAD.  NOTIFY REGIONAL ITS 

IN NE QUADRANT OF INTERSECTION WITH 

SPLICE AND AT EXISTING UNDERGROUND SPLICE 

INTO EXISTING NCDOT FO AT THE NEW AERIAL 

TRUNK LINE.  BUTT SPLICE THE NEW NCDOT FO 

SPLICE AN ADDITIONAL FO INTO THE EXISTING 

MAINTAIN THE ROUTE, IT WILL BE NECESSARY TO 

FROM THE TRAFFIC SIGNAL CABINET AND 

TO REMOVE THE NCDOT REGIONAL FO CABLE 

BUTT SPLICE

SEE NOTE

BUTT SPLICE

SEE NOTE

7

66
67

REGIONAL TMC

TRIAD 

TO NCDOT 

COMPOSITE

COMPOSITE

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

EXISTING NCDOT FO

NEW NCDOT FO

EXISTING NCDOT FO

NEW NCDOT FO
NEW NCDOT FO

NEW NCDOT FO

NEW NCDOT FO

NEW NCDOT FO

EXISTING NCDOT FO

NEW NCDOT FO

EXISTING NCDOT FO

NEW NCDOT FO

SS

S

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
3
0
9
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
2

LM Moon

CL-309.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX
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NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF
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NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-310.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310
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7
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9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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DUKE-T0900

DUKE-T0901
DUKE-T0902
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DUKE-T0908

CHP-T0907

311

45
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1 364
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SAME
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1 66

30
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21

SAME

CITY
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1 244
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45

45

JA Wiles

23

TRI

42"

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

1 66
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SHEET 
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26
CHP-T0907

CHP-T0906

THIS SHEET

SEE INSET

CHP-T0905

CHP-T0906

1 66

8

9

18

21

INSET

07-0892

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
3
1
1
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
2

LM Moon

CL-311.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CCTV 70
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DO NOT CUT CABLE

SEE SPLICE DETAIL
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1 66
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COMPOSITE

INSET CCTV 70
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20'

36'

SEE INSET THIS SHEET

SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 

SS

SHEET NO.PROJECT REFERENCE NO.
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PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-312.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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CHP-T0926
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1 364

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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LM Moon

CL-313.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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12 21

45
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CITY
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8

14

18

2 2

47
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S1-1
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1 66

29
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1 364

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS
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LM Moon

CL-314.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-315.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-316.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59
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11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX
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PAIRS
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NUMBER OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-317.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX
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ATTACHMENT POINT:
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DISTANCE BELOW (IN)
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CABLE(S) / LOOPS,
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YYY

XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-318.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED

T
N

T

T

 

IN

 

 

D
E

P
A

R
T

M

E
N
 OF TRA

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

 

  

  

 

 
 

(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-319.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-320.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 
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LM Moon

CL-321.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

W Wendover Avenue W Wendover AvenueW Wendover Avenue W Wendover Avenue
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LM Moon

CL-322.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

S

S

G
u
il
f
o
r
d
 

C
o
ll
e
g
e
 
R
o
a
d

We
nd

ov
er
 A

ve
nu
e 

Ra
mp

Hickory Grove Road

G
u
il
f
o
r
d
 

C
o
ll
e
g
e
 
R
o
a
d

We
nd

ov
er
 A

ve
nu
e 

Ra
mp

Hickory Grove Road

DocuSign Envelope ID: 55D284E9-1AFD-4FD8-8E35-A9920364486B

6/5/2015 

https://trust.docusign.com


CCTV 72

S

DUKE-T0984

DUKE-T0985

DUKE-T0986

DUKE-T0588

323

54

1 364

54

1 244

48

JA Wiles

7

1 66

8

14

18

2 2

40

48

20

66

65

1 244

12 21

7

1 364

17

ABANDON

1 66

27

28

58

25

1 1

1 1
36

61

49

7

1 244

17

49

1 364

33

1 244

29

53

1 364

DO NOT CUT CABLE

SEE SPLICE DETAIL

EXPRESS FIBERS

1 364
13

66

65

1 244

19

49

S1-4

MOUNTED

POLE

24

25

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
2
1

S
H
E
E
T
 
C
R
P
-
6
.
2
7
4

M
A
T
C

H
L
I

N
E

MATCHLINE - SHEET CRP-6.274

MATCHLINE - SHEET CRP-6.322
MATCHLINE - SHEET CRP-6.322

20

24

59

FO

UG

COMPOSITE

111 1

66

1 364

8

9

18

21

COMPOSITE

COMPOSITE
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LM Moon

CL-323.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,
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YYY
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-324.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET

n
oi

si
vi

D
 y
te

fa
S 

dna ytilibo
M
 noit

atr
o

ps
n

ar
T

n
oit

c
e

S
 s

metsyS noitatrop
sn

ar
T
 t

ne
gi
ll

et
n
I

A

N

C

R
T

O

H LORA

NI

R A

P L

SE
OF NI

SO

G NI
EN E

RE

  

025892

SEAL

M
E

L
IS

SA B. 
T

O

T
H

Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-325.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-326.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

SSSS

Penny Road Penny Road

S
a

m
e
t 

D
r
iv
e

S
a

m
e
t 

D
r
iv
e

Penny Road Penny Road

S
a

m
e
t 

D
r
iv
e

S
a

m
e
t 

D
r
iv
e

Penny Road Penny Road

S
a

m
e
t 

D
r
iv
e

S
a

m
e
t 

D
r
iv
e

N

DocuSign Envelope ID: 55D284E9-1AFD-4FD8-8E35-A9920364486B

6/5/2015 

https://trust.docusign.com


327

IW BERDEAU

7

1 244

8

14

18

2 2

7

1 244

14

15

18

2 2

7

1 244

14

15

18

2 2

7

1 244

14

15

18

2 2

7

1 244

8

14

18

2 2

7

1 244

8

14

18

2 2

7

1 244

8

14

18

2 2

40 40

40

40

53

40

53

M
A

T
C

H
L
I

N
E
 
-
 
S

H
E

E
T
 

C
R
P
-
6
.
3
2
8

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
0
6

40

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
3
2
7
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
3

LM Moon

CL-327.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-328.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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OF
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015

Piedmont Parkway

Piedmont P
arkway

M
e
n
d
e
n
h
a
ll
 O

a
k
s
 
P
a
r
k
w
a
y

E
a
s
t 

F
o
r
k
 
D
e
e
p
 
R
iv
e
r

Piedmont Parkway

Piedmont P
arkway

M
e
n
d
e
n
h
a
ll
 O

a
k
s
 
P
a
r
k
w
a
y

E
a
s
t 

F
o
r
k
 
D
e
e
p
 
R
iv
e
r

N

DocuSign Envelope ID: 55D284E9-1AFD-4FD8-8E35-A9920364486B

6/5/2015 

https://trust.docusign.com


329

IW BERDEAU

7

1 4

8

14

18

2 2

7

1 244

8

14

18

2 2

7

1 244

8

14

18

2 2

7

1 244

14

15

18

2 2

7

1 244

14

15

18

2 2

53
40 40

40

24

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
3
0

M
A

T
C

H
L
I

N
E
 
-
 

S
H

E
E

T
 

C
R

P
-
6
.
3
2
8

40

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529

SCALE

W
I

L
E
2
0
5
4
 
 
 

A
T
 

D
U

S
2
9
0
1
4
0

O
:
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\

T
r
a
f
f
i
c
\

C
u
r
r
\
1
0
0
0
3
7
7
7
7
 
-
 

H
i
g
h
 

P
o
i
n
t
 

S
i
g
 

S
y
s
\

C
L
\

C
L
-
3
2
9
.
d
g
n

0
5
-
J

U
N
-
2
0
1
5
 
1
1
:
0
3

LM Moon

CL-329.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE
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RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-330.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-331.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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SCHEMATIC FOR ADDITIONAL INFORMATION.

"SYSTEM DETECTORS AND CONTROL ZONES" 

INSTALLATION/ASSIGNMENT DETAILS.  REFER TO 

SEE SIGNAL PLAN FOR SYSTEM DETECTOR 
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LM Moon

CL-332.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-333.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-334.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)
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NUMBER
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DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX
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DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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LM Moon

CL-335.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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FUTURE

336

FOR INFORMATION ONLY

NO WORK THIS SHEET

IW BERDEAU

WHEN SIGNAL IS INSTALLED.
VIA WIRELESS BROADBAND COMMUNICATIONS 
CONNECT TO HIGH POINT SIGNAL SYSTEM 

SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

REVISIONS
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INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

Prepared for the Offices of:

CADD Filename:

Prepared for the Offices of:

750 Greenfield Parkway, Garner, NC 27529
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LM Moon

CL-336.dgn

INSTALL STANDARD GUY ASSEMBLY

INSTALL DELINEATOR MARKER INTERCEPT AND REROUTE EXISTING CONDUITS

INSTALL NEW ETHERNET EDGE SWITCH IN CABINET

INSTALL CABINET FOUNDATION

REMOVE EXISTING CABINET FOUNDATION

INSTALL FIBER-OPTIC DROP CABLE

INSTALL SPLICE CABINET

OR INTERCONNECT CENTER
MODIFY EXISTING SPLICE ENCLOSURE

REMOVE EXISTING SPLICE / HUB / CCTV CABINET

68

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW CONDUIT INTO CABINET BASE

(USE EX CABINET ENTRANCE WHEN AVAILABLE)

INSTALL NEW RISER INTO CABINET BASE

JUMPERS, AND FUSION SPLICE CABLE IN CABINET

INSTALL INTERCONNECT CENTER, PATCH PANEL,

69

REMOVE EXISTING CCTV CAMERA ASSEMBLY

INSTALL WIRELESS DSLINSTALL DIGITAL VIDEO ENCODER

INSTALL CCTV WOOD POLE

50

1"=50'

0

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

1

2

3

4

5

6

7

8

9

10

12

13

14

15

INSTALL SMFO CABLE

INSTALL PVC CONDUIT 

16

INSTALL TRACER WIRE

BORE AND JACK CONDUIT

DIRECTIONAL DRILL CONDUIT

INSTALL UNDERGROUND SPLICE ENCLOSURE

18

19

20

21

22

23

24

25

26

27

28

29

30

31

INSTALL AERIAL SPLICE ENCLOSURE

INSTALL CABLE(S) IN EXISTING CONDUIT

INSTALL CABLE(S) IN NEW CONDUIT

17

32

34

33

REMOVE EXISTING WOOD POLE

INSTALL CCTV CAMERA ASSEMBLY

INSTALL AERIAL GUY ASSEMBLY

35

36

37

38

39

40

41

42

43

44

INSTALL WOOD POLE

REMOVE EXISTING JUNCTION BOX

45

REMOVE EXISTING COMMUNICATIONS CABLE

INSTALL SIDEWALK GUY ASSEMBLY46

47

48

49

50

51

52

53

54

55

56

57

LASH CABLE(S) TO NEW MESSENGER CABLE

LASH CABLE(S) TO EXISTING MESSENGER CABLE

INSTALL MESSENGER CABLE

58

INSTALL CABLE(S) IN NEW RISER(S)

INSTALL CABLE(S) IN EXISTING RISER(S)

SIGNAL/COMMUNICATIONS CABLE

LASH CABLE(S) TO EXISTING

CABLE (EACH CABLE)

STORE 50 FEET OF COMMUNICATIONS

RISER WITH HEAT SHRINK TUBING

INSTALL RIGID, GALVANIZED STEEL
AND MESSENGER CABLE

REMOVE EXISTING COMMUNICATIONS CABLE

CONDUIT 

INSTALL RIGID, GALVANIZED STEEL

MOUNTED CABINET

INSTALL NEW CONDUIT INTO POLE

CABINET

INSTALL NEW RISER INTO POLE MOUNTED

INSTALL CONDUIT UNDERGROUND

INSTALL CATEGORY 5E CABLE

59

60

11
RISER WITH WEATHERHEAD

INSTALL RIGID, GALVANIZED STEEL

61

62

63

64

RETROFIT KIT

INSTALL HEAT SHRINK TUBING

INSTALL SPECIAL-SIZED JUNCTION BOX

INSTALL HIGH DENSITY POLYETHYLENE CONDUIT

65

66

BOND MESSENGER TO POLE GROUND

67
GROUND BUS

BOND TRACER WIRE TO EQUIPMENT

XX

XX

ATTACHMENT POINT:

REFERENCE POINT
DISTANCE BELOW (IN)

CONSTRUCTION NOTE SYMBOLOGY KEY

XX

XX

PAIRS

FIBERS/TWISTED

NUMBER OF

CONDUIT(S) (IN)

RISER(S)/

OF

DIAMETER

CONDUIT(S)

RISER(S)/

OF

NUMBER

GUYS

DETECTOR AMPLIFIERS,

CABLE(S) / LOOPS,

NUMBER OF

YYY

XXX

XXX

YYY

DISTANCE ABOVE (IN)
REFERENCE POINT

71

70
MB Toth

BOND RISER TO POLE GROUND

AND STORE 100 FEET OF EACH CABLE 

INSTALL CABLE STORAGE GUIDE(S) [SNOW SHOE(S)]

INSTALL STANDARD SIZE JUNCTION BOX

INSTALL OVER-SIZED JUNCTION BOX

High Point

High Point Signal System

C-5558

CABINET ENTRANCE 

INSTALL CABLE(S) IN EXISTING
MODIFY EXISTING ELECTRICAL SERVICE FOR CCTV

INSTALL NEW ELECTRICAL SERVICE FOR CCTV

FOUNDATION

NEW CABINET ENTRANCE INTO NEW

JUNCTION BOX

INSTALL NEW COVER ON OVER-SIZED
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(NEMA TYPE 4)

INSTALL NEW POLE MOUNTED CCTV CABINET

INSTALL NEW POLE MOUNTED CCTV CABINET (336)

INSTALL COMPOSITE CCTV CABLE

(24VAC)

INSTALL LOW VOLTAGE POWER CABLE

DRILL / CORE DRILL EXISTING FOUNDATION

CRP-6.

Cable Routing Plans

MB Toth

LM Moon

High Point

NOT USED

PROTECTOR

HANDLASH AND INSTALL AERIAL CABLE

(336)

INSTALL NEW BUILDING MOUNTED CCTV CABINET
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Division 7 Guilford County(336-A)
INSTALL NEW BASE MOUNTED CCTV CABINET

  ENTRANCES.

2.  SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX /  CABINET

  - ATTACH ON FRONT SIDE (FS) OF POLE.

  - ATTACH NEW MESSENGER CABLE 40" BELOW POWER.

  - OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.

1.  UNLESS OTHERWISE NOTED:

NOTES:

June 2015
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TRAFFIC CONTROL PROJECT ENGINEER

TRAFFIC CONTROL PROJECT DESIGN ENGINEER
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TRANSPORTATION MANAGEMENT PLAN

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310 

PLAN PREPARED FOR N.C.D.O.T.  BY:  
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J. TODD BROOKS, P.E.

PROJECT ENGINEER

TRAFFIC CONTROL

ROADWAY STANDARD DRAWINGS

TITLESTD. NO.

1101.02          TEMPORARY LANE CLOSURES

1101.03          TEMPORARY ROAD CLOSURES

1101.04          TEMPORARY SHOULDER CLOSURES

1101.11          TRAFFIC CONTROL DESIGN TABLES

1135.01          CONES

1145.01          BARRICADES

1130.01          DRUMS

1180.01          SKINNY-DRUM

PROJECT SERVICES UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C.,

J. STUART BOURNE, P.E.

N.C.D.O.T. WORK ZONE TRAFFIC CONTROL

PHONE: (919) 773-2800   FAX: (919) 771-2745

 750 N. GREENFIELD PARKWAY, GARNER, NC 27529 (DELIVERY)

1561 MAIL SERVICE CENTER (MSC) RALEIGH, NC 27699-1561

1101.01          WORK ZONE ADVANCE WARNING SIGNS

1110.02          PORTABLE WORK ZONE SIGNS

1115.01          FLASHING ARROW BOARDS

1165.01          WORK VEHICLE LIGHTING SYSTEMS AND TMA DELINEATION

DATED JANUARY 2012 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY  

ARE CONSIDERED A PART OF THESE PLANS:

TRAFFIC CONTROL NARRATIVE

GUILFORD COUNTY

CITY OF HIGH POINT

THE FOLLOWING ROADWAY STANDARDS AS SHOWN IN "ROADWAY STANDARD DRAWINGS" -

1150.01          FLAGGING DEVICES

       MORNING.

       BETWEEN THE HOURS OF 3:00 PM AND 9:00 AM THE FOLLOWING

       OF OPERATION TO PERFORM CONTROLLER CABINET CHANGEOUT

       GIVEN INTERSECTION. DO NOT TAKE ANY TRAFFIC SIGNAL OUT

       SIGNAL OUT OF OPERATION FOR MORE THAN ONE HOUR AT A

       APPROVAL OF THE ENGINEER AND DO NOT TAKE THE TRAFFIC

       TRAFFIC SIGNAL OUT OF OPERATION WITHOUT THE PRIOR

       THE TRAFFIC SIGNAL IS NOT IN OPERATION.  DO NOT TAKE A

       DIRECT TRAFFIC THROUGH THE INTERSECTION WHILE

       TO THE ENGINEER'S APPROVAL, USE LAW ENFORCEMENT TO

       EXISTING CONTROLLER CABINET FOUNDATION AND SUBJECT

       OPERATION TO CONSTRUCT A CONDUIT ENTRANCE INTO AN

       POSSIBLE. WHEN A TRAFFIC SIGNAL MUST BE TAKEN OUT OF

       THE OPERATIONS OF THE EXISTING TRAFFIC SIGNAL WHEREVER

       CONTROLLER CABINET FOUNDATIONS WHILE MAINTAINING

NOTE:  CONSTRUCT NEW CONDUIT ENTRANCES INTO EXISTING

       AT A GIVEN INTERSECTION. 

       TRAFFIC SIGNAL OUT OF OPERATION FOR MORE THAN 3 HOURS

       WHILE TRAFFIC SIGNAL IS NOT IN OPERATION.  DO NOT TAKE

       ENFORCEMENT TO DIRECT TRAFFIC THROUGH THE INTERSECTION

NOTE:  WHEN CHANGING OUT CONTROLLER CABINETS, USE LAW

       PATTERN AT THE END OF EACH WORK PERIOD.

       DEVICES AND RETURN TRAFFIC TO ITS EXISTING TRAFFIC

NOTE:  REMOVE ALL TEMPORARY TRAFFIC CONTROL LANE CLOSURE

       WORK ZONE AS DIRECTED BY THE ENGINEER.

NOTE:  INSTALL CHANGEABLE MESSAGE SIGNS IN ADVANCE OF THE

       PERIOD.

       ITS EXISTING TRAFFIC PATTERN AT THE END OF EACH WORK 

       DEVICES AND WORK ZONE WARNING SIGNS.  RETURN TRAFFIC TO

       PEDESTRIANS BEFORE REMOVING TEMPORARY TRAFFIC CONTROL

NOTE:  ADDRESS ANY SAFETY HAZARDS CONCERNING MOTORISTS AND

       STRUCTURES - JANUARY 2012".

       "NCDOT STANDARD SPECIFICATIONS FOR ROADS AND

       AND/OR SPECIAL PROVISIONS IN ACCORDANCE WITH THE

       SYSTEM AS SHOWN IN THE CONTRACT, CONSTRUCTION PLANS

       OF THE PROPOSED SIGNALS AND TRAFFIC MANAGEMENT

STEP 1:PERFORM ALL WORK ASSOCIATED WITH THE INSTALLATION

DAVID BISSETTE, P.E.

MICHAEL STEELMAN

TMP-7.01

17586
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TOD D BROOKS

         ZONE TRAFFIC CONTROL DEVICES.

STEP 2:  UPON COMPLETION OF THE PROJECT, REMOVE ALL WORK

         MULTI-LANE ROADWAY. 

         OR REMOVING EXISTING MESSENGER AND CABLE OVER A

         STOP TRAFFIC WHEN INSTALLING MESSENGER AND CABLE

         SHEET 9 OF 9 (ROLLING ROADBLOCK), TO TEMPORARILY

         OVER A TWO-LANE, TWO-WAY ROAD.  USE RSD 1101.03, 

         AND CABLE OR REMOVING EXISTING MESSENGER AND CABLE

         TEMPORARILY STOP TRAFFIC WHEN INSTALLING MESSENGER

NOTE:    USE RSD 1101.03, SHEET 8 OF 9 (FLAGGERS), TO

              

TMP-7.04                  TYPICAL SIDEWALK CLOSURE AND PEDESTRIAN DETOUR 

TMP-7.02 THRU TMP-7.03    PROJECT NOTES

                          INDEX OF SHEETS AND TRAFFIC CONTROL NARRATIVE

TMP-7.01                  TITLE SHEET, LIST OF APPLICABLE ROADWAY STANDARD DRAWINGS,

DocuSign Envelope ID: 52B59896-A39B-4A57-A078-E7DC3B5DDE51
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(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

GENERAL  NOTES
PROJECT  NOTES

(SHEET 1 OF 2)

PROJECT NOTES

C-5558 TMP-7.02
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                (CONTINUED ON TMP-7.03)

       

         ROADWAY.

      K) DO NOT INSTALL MORE THAN ONE LANE CLOSURE IN ANY ONE DIRECTION ON ANY

         WITHIN THE CLOSED TRAVEL LANE.

         CONDUCT THE WORK SO THAT ALL PERSONNEL AND/OR EQUIPMENT REMAIN

         THE ROADWAY STANDARD DRAWINGS OR AS DIRECTED BY THE ENGINEER.

         OF AN UNDIVIDED OR DIVIDED FACILITY,  CLOSE THE LANE ACCORDING TO

      J) WHEN PERSONNEL AND/OR EQUIPMENT ARE WORKING WITHIN A LANE OF TRAVEL

         BARRIER OR GUARDRAIL.

         STANDARD DRAWING NO. 1101.02 UNLESS THE WORK AREA IS PROTECTED BY

         OR GREATER, CLOSE THE NEAREST OPEN TRAVEL LANE USING ROADWAY

         OPEN TRAVEL LANE ON A ROADWAY WITH A POSTED SPEED LIMIT OF 45 MPH

      I) WHEN PERSONNEL AND/OR EQUIPMENT ARE WORKING WITHIN 5 FT OF AN

         PROTECTED BY BARRIER OR GUARDRAIL OR A LANE CLOSURE IS INSTALLED.

         USING ROADWAY STANDARD DRAWING NO. 1101.04 UNLESS THE WORK AREA IS

         POSTED SPEED LIMIT OF 45 MPH OR GREATER, CLOSE THE ADJACENT SHOULDER

         BUT LESS THAN 15 FT FROM AN OPEN TRAVEL LANE ON A ROADWAY WITH A

      H) WHEN PERSONNEL AND/OR EQUIPMENT ARE WORKING GREATER THAN 5 FT

         LONGER NEEDED, OR AS DIRECTED BY THE ENGINEER.

         PERFORMED BEHIND THE LANE CLOSURE OR WHEN A LANE CLOSURE IS NO 

      G) REMOVE LANE CLOSURE DEVICES FROM THE LANE WHEN WORK IS NOT BEING

         THRU 4 OF 15.

         ENGINEER, CLOSE THE ADJACENT TRAFFIC LANE USING RSD 1101.02, SHEETS 1 

         OR GREATER TRAVEL LANE CANNOT BE MAINTAINED OR AS DIRECTED BY THE

         LANE.  CLOSE AFFECTED SIDEWALKS AND PEDESTRIAN PATHS.  WHERE A 10FT.

         NOTES ON MUTCD PAGE 6H-16, AND MAINTAIN A MINIMUM OF 10-FT TRAVEL

         ENCROACHMENT (TA-6)."  WHEN USING TA-6, COMPLY WITH THE APPLICATION

         SHOWN IN M.U.T.C.D. FIGURE 6H-6, "SHOULDER WORK WITH MINOR

         CLOSURE WITH MINOR ENCROACHMENT INTO THE ADJACENT TRAFFIC LANE AS

         THE SHOULDER, CLOSE THE SHOULDER USING RSD 1101.04 OR USE A SHOULDER

      F) ON STREETS WHERE POSTED SPEED LIMIT IS 40 MPH OR LESS AND WORK IS ON

      LANE AND SHOULDER CLOSURE REQUIREMENTS

      

                                                             SHEETS 8 & 9 OF 9)

                                                            (USING RSD. 1101.03,

                                                            ACROSS ROAD

                                     6:00 AM TO 9:00 PM     INSTALLING CABLE 

         ALL ROADS                   MON. - SUN.            20 MINUTES

         ROAD NAME                  RESTRICTIONS           OPERATION

                                    DAY AND TIME           DURATION AND

      E) DO NOT STOP TRAFFIC AS FOLLOWS:  

            

         ON SCHOOL SPEED ZONE SIGNS (WHEN PRESENT).

         A LANE OR CLOSE A SIDEWALK OR PEDESTRIAN CROSSING DURING HOURS POSTED

         OPERATIONAL HOURS AND SCHOOL DAYS.  AS A MINIMUM, DO NOT CLOSE OR NARROW

         HOURS ON A SCHOOL DAY.  COORDINATE WITH THE AFFECTED SCHOOL CONCERNING

         CROSSINGS WITHIN  1/2  MILE OF A SCHOOL DURING ARRIVAL AND DISMISSAL 

      D) DO NOT CLOSE OR NARROW TRAVEL LANES OR CLOSE SIDEWALKS OR PEDESTRIAN

         DRIVE, N. CENTENNIAL STREET AND MONTLIEU AVENUE.

         AREA IS DEFINED AS THE AREA BOUNDED BY E. LEXINGTON AVENUE, N. COLLEGE

         LANE, ROAD, SIDEWALK OR PEDESTRIAN CROSSING.  THE HPU MAIN CAMPUS

         SCHEDULE FOR PROPOSED WORK THAT WILL REQUIRE NARROWING OR CLOSING A

         SUBMIT TO THE CITY FOR REVIEW AND APPROVAL TWO WEEKS IN ADVANCE A

         CROSSINGS WITHIN THE HIGH POINT UNIVERSITY (HPU) MAIN CAMPUS AREA.

      C) DO NOT CLOSE OR NARROW TRAVEL LANES OR CLOSE SIDEWALKS OR PEDESTRIAN

            

                THE TOURNAMENT.

                THE START OF THE TOURNAMENT AND 8:00 P.M. THE DAY AFTER THE END OF

                COLISEUM AND COMPLEX BETWEEN THE HOURS OF 6:00 A.M. THE DAY BEFORE

   9.  FOR THE ACC AND NCAA BASKETBALL TOURNAMENTS, OCCURRING AT GREENSBORO

          SPECIAL EVENTS

           

                TUESDAY AFTER THE WEEK OF CHRISTMAS DAY.

                BEFORE THE WEEK OF CHRISTMAS DAY AND 8:00 PM THE FOLLOWING

            8.  FOR CHRISTMAS, BETWEEN THE HOURS OF 6:00 AM THE FRIDAY

                8:00 PM MONDAY.

            7.  FOR THANKSGIVING DAY, BETWEEN THE HOURS OF 6:00 AM TUESDAY AND

                8:00 PM TUESDAY.

            6.  FOR LABOR DAY, BETWEEN THE HOURS OF  6:00 AM FRIDAY AND

                INDEPENDENCE DAY.   

                INDEPENDENCE DAY AND 8:00 PM THE TUESDAY AFTER

                THEN BETWEEN THE HOURS OF  6:00 AM THE THURSDAY BEFORE 

                IF INDEPENDENCE DAY IS ON A FRIDAY, SATURDAY, SUNDAY OR MONDAY  

                INDEPENDENCE DAY.

                DAY BEFORE INDEPENDENCE DAY AND 8:00 PM THE DAY AFTER

            5.  FOR INDEPENDENCE DAY, BETWEEN THE HOURS OF 6:00 AM THE

                8:00 PM TUESDAY.

            4.  FOR MEMORIAL DAY, BETWEEN THE HOURS OF 6:00 AM FRIDAY TO

                8:00 PM MONDAY.

            3.  FOR EASTER, BETWEEN THE HOURS OF 6:00 AM THURSDAY AND

                TUESDAY.  

                SATURDAY, SUNDAY, OR MONDAY, THEN UNTIL 8:00 PM THE FOLLOWING 

                TO 8:00 PM JANUARY 2ND.  IF NEW YEAR'S DAY IS ON A FRIDAY,

            2.  FOR NEW YEAR'S, BETWEEN THE HOURS OF 6:00 AM DECEMBER 31ST

                VOLUMES, AS DIRECTED BY THE ENGINEER.

            1.  FOR ANY UNEXPECTED OCCURRENCE THAT CREATES UNUSUALLY HIGH TRAFFIC 

            

          HOLIDAY

          RAMPS, LOOPS

          I-85

          BUSINESS 85 / US 29/70

          US 311 / I-74

          ROAD NAME 

          EVENTS AS FOLLOWS:

          DO NOT CLOSE OR NARROW TRAVEL LANES DURING HOLIDAYS AND SPECIAL

          RAMPS, LOOPS

          I-85                             10:00 AM TO 8:00 PM SUNDAY

          BUSINESS 85 / US 29/70           8:00 AM TO 8:00 PM SATURDAY,

          US 311 / I-74               6:00 AM TO 8:00 PM MONDAY THRU FRIDAY,

          ROAD NAME                     DAY AND TIME RESTRICTIONS

       A) DO NOT CLOSE OR NARROW TRAVEL LANES AS FOLLOWS:

       TIME RESTRICTIONS 

       OR DIRECTED BY THE ENGINEER.

       THE CONSTRUCTION PROJECT, EXCEPT WHEN OTHERWISE NOTED IN THE PLANS,

       THE FOLLOWING GENERAL NOTES APPLY AT ALL TIMES FOR THE DURATION OF

       ENGINEER.  

       SUPPLEMENTING, COVERING OR REMOVAL OF DEVICES, AS DIRECTED BY THE 

       OVERLAPPING OF DEVICES.  MODIFICATION MAY INCLUDE: MOVING,

       TO MEET FIELD CONDITIONS, OR RESULT IN DUPLICATE, OR UNDESIRED 

       DRAWINGS, STANDARD DETAILS AND ROADWAY DETAILS ARE NOT ATTAINABLE 

       CHANGES MAY BE REQUIRED WHEN PHYSICAL DIMENSIONS IN THE DETAIL 

                (THIS NOTE ONLY APPLIES TO E. HARTLEY DRIVE AND EASTCHESTER DRIVE).

                BETWEEN THE HOURS OF 9:00 AM AND 9:00 PM ON BOTH SATURDAY AND SUNDAY.

                BETWEEN THE WEEKEND OF THANKSGIVING AND THE WEEKEND OF CHRISTMAS,

            12. FOR WEEKENDS DURING THE HOLIDAY SHOPPING PERIOD AT OAK HOLLOW MALL

                N. CENTENNIAL STREET AND MONTLIEU AVENUE).

                (THIS NOTE ONLY APPLIES TO E. LEXINGTON AVENUE, N. COLLEGE DRIVE,

                AFTER THE END OF THE HIGH POINT UNIVERSITY BASKETBALL GAMES.

                CENTER BETWEEN TWO (2) HOURS BEFORE THE START AND TWO (2) HOURS

            11. FOR HIGH POINT UNIVERSITY BASKETBALL GAMES, OCCURRING AT MILLS

                N. CENTENNIAL STREET AND MONTLIEU AVENUE).

                GAMES. (THIS NOTE ONLY APPLIES TO E. LEXINGTON AVENUE, N. COLLEGE DRIVE,

                HOURS AFTER THE END OF THE HIGH POINT UNIVERSITY SOCCER AND LACROSSE

                VERT STADIUM BETWEEN FOUR (4) HOURS BEFORE THE START AND FOUR (4)

            10. FOR HIGH POINT UNIVERSITY SOCCER AND LACROSSE GAMES, OCCURRING AT

                AND MONTLIEU AVENUE).

                E. LEXINGTON AVENUE, N. COLLEGE DRIVE, N. CENTENNIAL STREET

                HOURS AFTER THE END OF A GAME. (THIS NOTE ONLY APPLIES TO

                BETWEEN FOUR (4) HOURS BEFORE THE START OF A GAME AND FOUR (4)

            9.  FOR HIGH POINT UNIVERSITY BASEBALL GAMES AT WILLARD STADIUM

          SPECIAL EVENTS            

           

                TUESDAY AFTER THE WEEK OF CHRISTMAS DAY.

                BEFORE THE WEEK OF CHRISTMAS DAY AND 8:00 PM THE FOLLOWING

            8.  FOR CHRISTMAS, BETWEEN THE HOURS OF 6:00 AM THE FRIDAY

                8:00 PM MONDAY.

            7.  FOR THANKSGIVING DAY, BETWEEN THE HOURS OF 6:00 AM TUESDAY AND

                8:00 PM TUESDAY.

            6.  FOR LABOR DAY, BETWEEN THE HOURS OF  6:00 AM FRIDAY AND

                INDEPENDENCE DAY.   

                INDEPENDENCE DAY AND 8:00 PM THE TUESDAY AFTER

                THEN BETWEEN THE HOURS OF  6:00 AM THE THURSDAY BEFORE 

                IF INDEPENDENCE DAY IS ON A FRIDAY, SATURDAY, SUNDAY OR MONDAY  

                INDEPENDENCE DAY.

                DAY BEFORE INDEPENDENCE DAY AND 8:00 PM THE DAY AFTER

            5.  FOR INDEPENDENCE DAY, BETWEEN THE HOURS OF 6:00 AM THE

                8:00 PM TUESDAY.

            4.  FOR MEMORIAL DAY, BETWEEN THE HOURS OF 6:00 AM FRIDAY TO

                8:00 PM MONDAY.

            3.  FOR EASTER, BETWEEN THE HOURS OF 6:00 AM THURSDAY AND

                TUESDAY.  

                SATURDAY, SUNDAY, OR MONDAY, THEN UNTIL 8:00 PM THE FOLLOWING 

                TO 8:00 PM JANUARY 2ND.  IF NEW YEAR'S DAY IS ON A FRIDAY,

            2.  FOR NEW YEAR'S, BETWEEN THE HOURS OF 6:00 AM DECEMBER 31ST

                VOLUMES, AS DIRECTED BY THE ENGINEER.

            1.  FOR ANY UNEXPECTED OCCURRENCE THAT CREATES UNUSUALLY HIGH TRAFFIC 

            

          HOLIDAY

          ANY ROAD OTHER THAN US 311 / I-74, BUSINESS 85 / US 29/70, AND I-85.

          ROAD NAME 

          EVENTS AS FOLLOWS:

          DO NOT CLOSE OR NARROW TRAVEL LANES DURING HOLIDAYS AND SPECIAL

          AND I-85.

          US 311 / I-74, BUSINESS 85 / US 29/70,           MONDAY THRU FRIDAY

          ANY ROAD OTHER THAN                     6:00 AM TO 9:00 AM AND 4:00 PM TO 7:00 PM

          ROAD NAME                                      DAY AND TIME RESTRICTIONS

       B) DO NOT CLOSE OR NARROW TRAVEL LANES AS FOLLOWS:
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          THE AFOREMENTIONED TIME RESTRICTIONS.

          APPROVED IN ADVANCE BY THE ENGINEER, AND SUBJECT TO

          WORK AREA AND/OR INTERSECTIONS, AS DIRECTED AND

       W) LAW ENFORCEMENT MAY BE USED TO MAINTAIN TRAFFIC THROUGH THE

       MISCELLANEOUS

       

          CITY GREENWAY.

          LEAST TWO WEEKS PRIOR TO BEGINNING WORK WITHIN OR ADJACENT TO A

          TO CITY GREENWAYS AND ANY SPECIAL EVENTS INVOLVING GREENWAYS AT

          CONCERNING ANY SPECIAL REQUIREMENTS FOR WORK WITHIN OR ADJACENT

       V) COORDINATE WITH CITY OF HIGH POINT DEPARTMENT OF TRANSPORTATION

          ON PEDESTRIAN RECALL.

          HOURS IN ADVANCE OF SUCH WORK TO HAVE THE TRAFFIC SIGNAL PLACE

          PEDESTRIAN SIGNAL PUSHBUTTONS, NOTIFY THE ENGINEER AT LEAST 24

       U) WHEN CONSTRUCTION ACTIVITIES WILL BLOCK PEDESTRIAN ACCESS TO

 

          MOBILITY THROUGH WORK AREA.

          REQUIREMENTS AND CONSIDERATIONS FOR MAINTAINING PEDESTRIAN

          SECTION 6D.02, "ACCESSIBILITY CONSIDERATIONS" FOR ADDITIONAL

       T) REFER TO MUTCD SECTION 6D.01, "PEDESTRIAN CONSIDERATIONS" AND

 

          TIMES.

          SCHOOLS AND DWELLINGS IN AREAS AFFECTED BY CONSTRUCTION AT ALL

       S) MAINTAIN REASONABLE AND SAFE PEDESTRIAN ACCESS TO ALL BUSINESSES,

 

          SPECIAL PROVISIONS FOR ADDITIONAL, MORE SPECIFIC REQUIREMENTS.

          WITHIN 5 CALENDAR DAYS OF INITIAL REMOVAL.  REFER TO THE PROJECT

          SIDEWALK WITH LIKE MATERIALS AND REOPEN TO PEDESTRIAN TRAFFIC

          AS DIRECTED AND APPROVED BY THE ENGINEER.  REPLACE THE REMOVED

          OF SUITABLE MATERIALS FOR PEDESTRIANS TO WALK AROUND THE WORK AREA

          DETOUR IS NOT FEASIBLE, PROVIDE A TEMPORARY FOOTPATH CONSTRUCTED

          SIDE OF THE STREET AS SHOWN ON TMP-7.04.  WHERE A PEDESTRIAN

          AFFECTED SECTION OF SIDEWALK AND DETOUR PEDESTRIANS TO THE OTHER

          BE REMOVED TEMPORARILY FOR CONSTRUCTION OPERATIONS, CLOSE THE

          AREAS AT ALL TIMES.  AT LOCATIONS WHERE A PORTION OF SIDEWALK MUST

       R) CONTRACTOR SHALL MAINTAIN PEDESTRIAN MOBILITY WITHIN CONSTRUCTION

       PEDESTRIANS

          TO TRAFFIC.  

          OF TRAVELWAY ON 500 FT CENTERS WHEN UNOPENED LANES ARE CLOSED 

       Q) PLACE ADDITIONAL SETS OF THREE DRUMS PERPENDICULAR TO THE EDGE  

       

          ROADS AND STRUCTURES FOR ADDITIONAL REQUIREMENTS.

          1135 (CONES) AND 1180 (SKINNY DRUMS) OF STANDARD SPECIFICATIONS FOR 

       P) WHEN LANE CLOSURES ARE NOT IN EFFECT. REFER TO SECTIONS 1130 (DRUMS), 

 

       TRAFFIC CONTROL DEVICES

 

          ALL WORKZONE SIGNS UNLESS THE ENGINEER DIRECTS OTHERWISE.

       O) USE PORTABLE SIGN SUPPORTS IN LIEU OF STATIONARY SIGN SUPPORTS FOR

          NOT INTERMIX SIGNS.

          (ROAD WORK AHEAD) SIGNS G20-2a (END ROAD WORK) SIGNS.  HOWEVER, DO

       N) THE WORD "SIGNAL" OR "UTILITY" MAY BE USED IN LIEU OF "ROAD" ON W20-1

  

          TRAFFIC PATTERN.

       M) ENSURE ALL NECESSARY SIGNING IS IN PLACE PRIOR TO ALTERING ANY 

          COMPLETION AND DURING INACTIVE PERIODS.

          TO THE BEGINNING OF CONSTRUCTION AND REMOVE OR COVER SIGNS UPON 

          FROM THE EDGE OF TRAVEL LANE.  INSTALL SIGNS IMMEDIATELY PRIOR 

       L) INSTALL ADVANCE WORK ZONE WARNING SIGNS WHEN WORK IS WITHIN 40 FT 

 

       SIGNING

       (CONTINUED FROM TMP-7.02)
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