
SHEET NO.PROJECT REFERENCE NO.

SEAL

PREPARED BY:

SIG. INVENTORY NO.

REVISIONS

REVIEWED BY:

INIT. DATE

REVIEWED BY:

DATE

PLAN DATE:

               

           DETAILS FOR:
ELECTRICAL AND PROGRAMMING

b
s
im

m
o

n
s

S
:\

I
T

S
&

S
U

\I
T

S
 S

ig
n
a
ls

\W
o
r
k
g
r
o
u
p
s
\S

ig
 M

a
n
\S

im
m

o
n
s
\W

o
r
k
in

g
 F

o
ld

e
r
\E

le
c
tr

ic
a
l 

D
e
ta

il
s
\D

iv
is

io
n
 0

9
\0

9
1
1
0
4
_
s
m

_
e
le

_
x
x
x
.d

g
n

1
8

-
M

A
Y

-
2

0
1

5
 1

3
:0

7

T
N

T

T

 

IN

 
 

D
E

P
A

R
T

M

E
N
 OF TR A

S
P

O
R

T
A

I
O

N

S
T

A

E
 O

F
NORTH CAR

O
L

A

  

 

n
oi

si
vi

D
 
yt

e
fa

S 
dna

 ytiliboM noit
at

r
o

p
s

n
a
r

T

750 N. Greenfield Pkwy, Garner, NC 27529

Prepared in the Offices of:
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DEBOUNCE TIME (0-25.5 SEC)..........0.5

SPECIAL FUNCTION ALARM (1-8)........_

PLAN (65=FLSH,66=FREE).._  OFFSET#.._

CHANGE PHASE SEQUENCE PAGE (1-12)..._

CHANGE PHASE TIMING PAGE (1-4)......_

CHANGE PHASE CONTROL PAGE (1-4)....._

CHANGE OVERLAP CONTROL PAGE (1-4)..._

CHANGE INPUT PAGE (1-4)............._

OVERRIDE PHASE CONTROL FUNCTION (Y)._

DELAY TIME (0-25.5 SEC).............0.0

HOLD-OVER TIME (0-25.5 SEC).........0.0

ASSIGNMENT SELECTION:

PEDESTRIAN DETECTOR (1-16).........._

PREEMPT (1-10)......................_

INVERTED PREEMPT (1-10)............._

STOP TIME (Y/N)....................._

ALTERNATE PED DETECTOR (1-16)......._

FLASH SENSE (Y/N)..................._

DOOR OPEN (Y/N)....................._

MANUAL CONTROL ENABLE (Y/N)........._

MANUAL CONTROL ADVANCE (Y/N)........_

FORCE OFF RING (1-4)................_

HOLD PHASES (1-16).................._

CHANGE OUTPUT PAGE (1-4)............_

DEBOUNCE TIME (0-25.5 SEC)..........0.5

SPECIAL FUNCTION ALARM (1-8)........_

PLAN (65=FLSH,66=FREE).._  OFFSET#.._

CHANGE PHASE SEQUENCE PAGE (1-12)..._

CHANGE PHASE TIMING PAGE (1-4)......_

CHANGE PHASE CONTROL PAGE (1-4)....._

CHANGE OVERLAP CONTROL PAGE (1-4)..._

CHANGE INPUT PAGE (1-4)............._

OVERRIDE PHASE CONTROL FUNCTION (Y)._

DELAY TIME (0-25.5 SEC).............0.0

HOLD-OVER TIME (0-25.5 SEC).........0.0

ASSIGNMENT SELECTION:

PEDESTRIAN DETECTOR (1-16).........._

PREEMPT (1-10)......................_

INVERTED PREEMPT (1-10)............._

STOP TIME (Y/N)....................._

ALTERNATE PED DETECTOR (1-16)......._

FLASH SENSE (Y/N)..................._

DOOR OPEN (Y/N)....................._

MANUAL CONTROL ENABLE (Y/N)........._

MANUAL CONTROL ADVANCE (Y/N)........_

FORCE OFF RING (1-4)................_

HOLD PHASES (1-16).................._

CHANGE OUTPUT PAGE (1-4)............_

DEBOUNCE TIME (0-25.5 SEC)..........0.5

SPECIAL FUNCTION ALARM (1-8)........_

TOD HOUR SYCHRONIZATION (0-23)......_

PLAN (65=FLSH,66=FREE).._  OFFSET#.._

CHANGE PHASE SEQUENCE PAGE (1-12)..._

CHANGE PHASE TIMING PAGE (1-4)......_

CHANGE PHASE CONTROL PAGE (1-4)....._

CHANGE OVERLAP CONTROL PAGE (1-4)..._

CHANGE INPUT PAGE (1-4)............._

OVERRIDE PHASE CONTROL FUNCTION (Y)._

DELAY TIME (0-25.5 SEC).............0.0

HOLD-OVER TIME (0-25.5 SEC).........0.0

ASSIGNMENT SELECTION:

PEDESTRIAN DETECTOR (1-16).........._

PREEMPT (1-10)......................_

INVERTED PREEMPT (1-10)............._

STOP TIME (Y/N)....................._

ALTERNATE PED DETECTOR (1-16)......._

DOOR OPEN (Y/N)....................._

MANUAL CONTROL ENABLE (Y/N)........._

MANUAL CONTROL ADVANCE (Y/N)........_

FORCE OFF RING (1-4)................_

HOLD PHASES (1-16).................._

CHANGE OUTPUT PAGE (1-4)............_

DEBOUNCE TIME (0-25.5 SEC)..........0.5

SPECIAL FUNCTION ALARM (1-8)........_

TOD HOUR SYCHRONIZATION (0-23)......_

PLAN (65=FLSH,66=FREE).._  OFFSET#.._

CHANGE PHASE SEQUENCE PAGE (1-12)..._

CHANGE PHASE TIMING PAGE (1-4)......_

CHANGE PHASE CONTROL PAGE (1-4)....._

CHANGE OVERLAP CONTROL PAGE (1-4)..._

CHANGE INPUT PAGE (1-4)............._

OVERRIDE PHASE CONTROL FUNCTION (Y)._

DELAY TIME (0-25.5 SEC).............0.0

ASSIGNMENT SELECTION:

PEDESTRIAN DETECTOR (1-16).........._

PREEMPT (1-10)......................_

INVERTED PREEMPT (1-10)............._

STOP TIME (Y/N)....................._

FLASH SENSE (Y/N)..................._

DOOR OPEN (Y/N)....................._

MANUAL CONTROL ENABLE (Y/N)........._

MANUAL CONTROL ADVANCE (Y/N)........_

FORCE OFF RING (1-4)................_

HOLD PHASES (1-16).................._

CHANGE OUTPUT PAGE (1-4)............_

(program controller as shown below)

DELAY (0-255 SEC)...................0

MIN CALLS/DIAGNOSTIC PERIOD (0-255).0

EXTENSION DISABLE TIME (0-255 SEC)..0

MODE 2 STOP BAR.....................N

DUPLICATING DETECTOR................N

ENABLE FULL TIME DELAY..............N

IF FAILED, SET MAX2 RECALL?.........N

SPEED TRAP DISTANCE (0-255 FT)......0

STOP BAR TIME (0-255 SEC)...........0

SPEED TRAP..........................N

SWITCHING DETECTOR..................N

PHASE#           12345678910111213141516

SWITCH/DUPLICATE

LOOP SIZE (0-255 FT)................6

STRETCH (0-25.5 SEC)................0.0

MAX OCCUPANCY (0-100%)..............100

PHASES ASSIGNED   

SETTING:                          (Y/N)

IF FAILED, SET MIN RECALL?..........N

IF FAILED, SET MAX1 RECALL?.........N

ENABLE DETECTOR.....................N

ENABLE LOGGING......................N

ENABLE DIAGNOSTICS..................N

CALL DETECTOR.......................Y

EXTENSION DETECTOR..................Y

QUEUE MAX OCCUPANCY TIME (0-255)....0

QUEUE GAP RESET TIME (0-25.5).......0.0

MAX CALLS/MIN (0-255)...............255

PREEMPTION INDEX FOR QUEUE (0-10)...0

MIN CALLS/DIAGNOSTIC PERIOD (0-255).0

EXTENSION DISABLE TIME (0-255 SEC)..0

MODE 2 STOP BAR.....................N

DUPLICATING DETECTOR................N

ENABLE FULL TIME DELAY..............N

IF FAILED, SET MAX2 RECALL?.........N

SPEED TRAP DISTANCE (0-255 FT)......0

STOP BAR TIME (0-255 SEC)...........0

SPEED TRAP..........................N

SWITCHING DETECTOR..................N

PHASE#           12345678910111213141516

SWITCH/DUPLICATE

LOOP SIZE (0-255 FT)................6

STRETCH (0-25.5 SEC)................0.0

MAX OCCUPANCY (0-100%)..............100

PHASES ASSIGNED   

SETTING:                          (Y/N)

IF FAILED, SET MIN RECALL?..........N

IF FAILED, SET MAX1 RECALL?.........N

X

ENABLE DETECTOR.....................Y

ENABLE LOGGING......................N

ENABLE DIAGNOSTICS..................N

CALL DETECTOR.......................Y

EXTENSION DETECTOR..................Y

QUEUE MAX OCCUPANCY TIME (0-255)....0

QUEUE GAP RESET TIME (0-25.5).......0.0

MAX CALLS/MIN (0-255)...............255

PREEMPTION INDEX FOR QUEUE (0-10)...0

DELAY (0-255 SEC)...................0

ALTERNATE PED DETECTOR (1-16)......._

PROGRAMMING COMPLETE

HOLD-OVER TIME (0-25.5 SEC).........0.0

NOT ENABLED (Y/N)...................Y NOT ENABLED (Y/N)...................Y

VEHICLE DETECTOR (1-64)............._

NOT ENABLED (Y/N)..................._

’+’ key until Input 10 is reached.

’Next’ to get to Input Page ’2’.  Press the 

From Main Menu press ’5’ (INPUTS), then press

       Chart shown on Sheet 1.

       Input File Connection and Programming 

NOTE:  Detector is programmed per the

ENSURE Delay is ’0’

Enter ’1’ for Phases Assigned

Enter ’Y’ for ENABLE Detector

get to Vehicle Detector #51.

’1’ for Vehicle Detectors.  Press the ’-’ key to  

From Main Menu press ’7’ (DETECTORS), then press 

FLASH SENSE (Y/N)..................._

PAGE: 2 C1 PIN:56  VEHICLE DETECTOR

INPUT ASSIGNMENT #..................18

NOT ENABLED (Y/N)..................._

PAGE: 2 C1 PIN:56  VEHICLE DETECTOR

INPUT ASSIGNMENT #..................18

VEHICLE DETECTOR (1-64).............51

TOD HOUR SYCHRONIZATION (0-23)......_

PAGE: 2 C1 PIN:48  NOT ENABLED

INPUT ASSIGNMENT #..................10

TOD HOUR SYCHRONIZATION (0-23)......_

PAGE: 2 C1 PIN:48  VEHICLE DETECTOR

INPUT ASSIGNMENT #..................10

VEHICLE DETECTOR (1-64).............26

SPECIAL DETECTOR PROGRAMMING DETAIL -  LOOP 1A (ALT.)

VEHICLE DETECTOR #51  SETTINGS (+-,1-64) VEHICLE DETECTOR #51  SETTINGS (+-,1-64)

VEHICLE DETECTOR (1-64).............1

    Shopping Center Driveway    

   SR 2648 (Old Winston Road)/  

               at               

    SR 4315 (S. Main Street)    

 Kernersville  Forsyth County  Division 9 

   April 2015  

   B. Simmons  
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REVISED:   N/A       

SEALED:   5/7/15    

    T. Joyce   

(program controller as shown below)

DETECTOR PROGRAMMING COMPLETE

          during Alternate Phasing operation.

          default settings.  This programming is necessary for proper detector operation

NOTES: 1. This programming applies for Input Page 2 only.  Input Page 1 will use standard 

Enter a ’Y’ for NOT ENABLED

until ’NOT ENABLED’ is Entered.

Default Detector Number will remain

Press ’+’ to advance to Input 18

(Loop 1A - Phase 6) (Loop 1A -  Phase 1)

for this Input

the Vehicle Detector 

Enter ’51’ to reassign 

INPUT PAGE 2 ASSIGNMENT PROGRAMMING DETAIL FOR ALTERNATE PHASING - LOOP 1A

   Input #18 so that the Delay on Loop 1A can be reduced from 10 Seconds to 0 Seconds.

   The second task this programming accomplishes is that it reassigns Detector 51 to 

   so that a Vehicle Call will not be placed to Phase 6 during Alternate Phasing operation.

2. The first task this programming accomplishes is the disabling of Input #10 (Detector 26)
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