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TYPICAL SECTION NO. 12

—Y4- STA [0+1205 TO STA II+27.00
—Y8— STA [1+81.00 TO STA 12+84.88
—Y9— STA [8+52.00 TO STA [19+24.48
—DR2- STA 10+2002 TO STA [1+29.00

NOTES:
I.MILL (INCIDENTAL) NOTCH TO KEY-IN 15"S9.58B AT ENDS OF
2.SEE DETAILS B AND C,SHEET 2A-2
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-Y6— STA [2+60.00 TO STA /9+58.46

=Y7/— STA I[+76.00 TO STA I3+32.79

NOTES:

I. MILL (INCIDENTAL) NOTCH TO KEY-IN 1.5"S95B8 AT ENDS OF -Y- LINES AS APPLICABLE

2. MILL (O"TO 15") AND OVERLAY EXISTING PAVEMENT FROM -Y6- STA /3+10.00 TO
STA 14+50.00 IN ACCORDANCE WITH WEDGING DETAIL FOR RESURFACING

3. USE 9 BERM (75" SIDEWALK AT BACK OF CURB)ON -Y6—- FROM
STA 12+60.00 TO 13+50.00 LT AND STA [12+6000 TO /4+00.00 RT

4, USE 8 BERM (6.5 SIDEWALK AT BACK OF CURB)ON -Y7- FROM
STA [I+76.00 TQ 12+44.8 LT AND STA [I+76.00 TQ [1+92.19 RT

5. INSTALL SPILL CURB FROM -Y6— STA 14+33.00 TO I7+64.00 (LT)

6. SEE DETAILS B AND C,SHEET Z2A-2
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TYPICAL SECTION NO. 14A

—Y6— STA [6+4464 TO STA 19+21.37 (LT)
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TYPICAL SECTION NO. 13

—Y5— STA I0+/1800 TO STA /3+65.23
NOTE: SEE DETAILS B AND C,SHEET 2A-2

@

PROF |
POINT
EXIST

] i*L\{_ —
GRADE TQ gyr
THIS LINE

G -Y8- DORTCH ST

5
EXISTING
£xiST _ [ GROUND
— I =
- — — L |

TYPICAL SECTION NO. 15

—Y8—= STA [1+13.00 TO STA 11+81.00

EXISTING
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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

A Moo
Cl 15" S95B
C2 15" S95C
C3 2 5958
C4 2 595C
ChH 3 5958
Ccé6 3 S95C
C7 VAR. DEPTH S95B
DI 25" 1180C
D2 4 1908
D3 4 1190C
D4 VAR. DEPTH 119.0B
El 4 B250B
E2 4 B250C
E3 45" B2508
E4 5" B25.08
E5 5" B250C
Eé6 55° B25.08
E7 VAR, DEPTH B25.0B
JI/ 6" AGGREGATE BASE COURSE
JZ2 CLASS V SELECT MATERIAL
L CLASS WV SUBGRADE STABILIZATION
NI/ GEOTEXTILE FOR PAVEMENT STABILIZATION
N2 GEOTEXTILE FOR SOIL STABILIZATION
R/ 2'-6"CONCRETE CURB & GUTTER
R2 SPECIAL 2'-6"CURB & GUTTER, SEE SHEET 206
R3 5° MONOLITHIC CONCRETE ISLAND (KEYED-IN)
R4 & X 12" CONCRETE CURB
R5 8 X 18 CONCRETE CURB
S 4" CONCRETE SIDEWALK

EARTH MATERIAL

U EXISTING PAVEMENT
v/ MILLING EXISTING PAVEMENT (1.5%)
w WEDGING

PAVEMENT EDGE SLOPES ARE I/ UNLESS OTHERWISE INDICATED
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