
TEMPORARY TRAFFIC
CONTROL DETAIL

ENGINEERING

ETHERILLW
Raleigh, N.C. 27606

Bus:   919 851 8077

Fax:   919 851 8107

CIVIL/SITE DESIGN - GIS/GPS - CONSTRUCTION OBSERVATION

TRANSPORTATION PLANNING/DESIGN - BRIDGE/STRUCTURE DESIGN

Liscense No. F-0377
 

 

 

1223 Jones Franklin Rd. 
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-Y1- STA. 19+75+/-

LC CL

(EXISTING BRIDGE)

STAGE I

73’
8’-10"

4’-8"

M4-10L

R11-2

48’’ x 30’’

ROAD

CLOSED

DETOUR 48" x 18"

TYPE III BARRICADE

SEAL
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B-5121/B-5317

SHEET NO.PROJ. REFERENCE NO.

TMP-20

SEE TMP-1A FOR PAVEMENT MARKING SCHEDULE. 

-L- CAPITAL BLVD.

-Y1RPC-

TEMPORARY SHORING

SEE ROADWAY PLANS FOR -DETSB- TEMPORARY PAVEMENT. 

-L- STA. 22+00+/-

TYPICAL SECTION A-A

-L- STA. 19+50+/- 

BEGIN PCB

-L- STA. 21+50+/- 

END PCB

-L- STA. 22+67+/- -L- STA. 24+35+/- 

BEGIN PCB

NOTES:  PAVEMENT MARKINGS ARE EXISTING UNLESS OTHERWISE NOTED.

TEMPORARY SHORING

1  

2

4

5

6
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4

3

TEMPORARY SHORING

TEMPORARY SHORING

(SEE SHEET TMP-2A FOR

TEMPORARY SHORING NOTES)
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N. WILMINGTON ST. 

N. SALISBURY ST.,

HAIFAX ST.,

AT 1st SINAL EAST

CROSS HERE

 

SIDEWALK CLOSED

24’’ X 12’’

TYPE III BARRICADE

R9-11a

R11-2

48’’ x 30’’

ROAD

CLOSED

TYPE III BARRICADE

REMOVE ISLAND SECTIONS AND
INSTALL TUBULAR MARKERS SPACED 
ON 10 FT. CENTERS.

*

*

*

3

AREA II - PHASE I

A

A

ROAD

CLOSED

R11-2

48’’ x 30’’

TYPE III BARRICADE

B

B

-L- STA. 20+00+/-

TYPICAL SECTION B-B

TEMPORARY SHORING

24’+/-

CL

(-Y1RPC- STA. 17+38+/-)

SIDEWALK

OF EXISTING 

BACK EDGE 

-Y1RPC-

END PCB AND TCC

-L- STA. 19+50+/-, 95’+/- RT

TEMPORARY SHORING

TO -L- STA. 21+50+/-, 7’+/- RT

TEMP. SHORING

1  

TEMP. SHORING

TO -L- STA. 24+00+/-.

PCB

-L- STA. 19+00+/- 

TEMPORARY SHORING

-L- STA. 21+20+/- 

END PCB 

6

5

TEMPORARY SHORING

TO -L- STA. 21+20+/-, 100’+/- RT

-L- STA. 19+50+/-, 7’+/- RT

-L- STA. 22+67+/-, 10’+/- RT

TO -L- STA. 24+00+/-, 10’+/- RT 

-L- STA. 23+15+/-, 115’+/- LT 

TO -L- STA. 24+00+/-, 95’+/- LT

TEMP. SHORING

TEMP. SHORING

TEMP. SHORING

-L- STA. 21+00+/-, 13’+/- RT

TO -L- STA. 21+75+/-, 15’+/- RT 

-L- STA. 22+45+/-, 14’+/- RT

TO -L- STA. 23+20+/-, 13’+/- RT 

MATCHLINE -Y1- STA. 17+75+/- SEE TMP-22

SEE TMP-20A & TMP-20B FOR CROSS SECTIONS FROM -L- STA. 19+00+/-

-L- STA. 24+00+/- 

CL -L-

95’+/-

BEGIN PCB & TCC

1  QUANTITY = 1670 SF

    QUANTITY = 722 SF

    QUANTITY = 900 SF

    QUANTITY = 623 SF

    QUANTITY = 575 SF

    QUANTITY = 935 SF

**

** **

PROTECTIVE CANOPY REQUIRED, SEE SPECIAL PROVISIONS.  
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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