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U-3330

ROADWAY

COPPER NIPPLE

RED BRASS OR 

CONCRETE BLOCKING

GATE VALVE

BRONZE MOUNT 

2" IRON BODY, 

2" X 12"

COPPER NIPPLE 

RED BRASS OR 

TAPPED PLUG

MECHANICAL JOINT 

4" MAX.’

STANDARD VALVE BOX

2" X 12"

COPPER NIPPLE

RED BRASS OR

FULL JOINT OF PIPE

SET IN MIDDLE OF  

THRUST COLLAR 

STANDARD 2" BLOW OFF DETAIL

2’’

2’’

PLAN VIEW SECTION VIEW

AND VALVE/ACTUATOR

BETWEEN VALVE BOX

ALL DIRECTIONS

PROVIDE 2" CLEAR IN

2’ MIN.’

1’ MIN.’

#67 WASHED STONE MIN. 6"

PRO. MJ

BUTTERFLY

VALVE

BUTTERFLY VALVE DETAIL

SEE VALVE

BOX DETAILS
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WATER

STANDARD VALVE BOX DETAIL

SHALL BE FULLY BITUMINOUS COATED FOR DIRECT BURIAL.

2. VALVE BOX SHALL BE CAST FROM ASTM A-48, CLASS 30 IRON AND

1. VALVE BOX SHALL BE TELESCOPIC WITH SCREWW TYPE ADJUSTMENT.

NOTES:

BOTTOM SECTION

VALVE BOX 

STANDARD 
PIPE CASKET

STAB-IN SOIL FOR EXTENSIONS

CAST IRON SOIL PIPE 

USE 5" HEAVY WEIGHT 

OF VALVE BOX

APPROVED METHOD FOR EXTENSION 

OUTSIDE PAVEMENT INSTALLATION

IN PAVEMENT INSTALLATION

PAVEMENT

VALVE BOX

COVER

BOX

VALVE 

W. MAIN VALVE W. MAIN

WATER

SHOULDER SLAB

NUT EXTENSIONS MUST ALSO BE PROVIDED.

FOR DEEPER VALVE INSTALLATIONS, STEM AND OPERATING 

SHALL ONLY BE PERMITTED TO A DEPTH OF SIX (6’) FEET.  

NOTE:  EXTENSION OF VALVE BOX USING STRAIGHT PIPE 

2’’

2’’

STABLE WELL

COMPACTED SUBGRADE

TAMPED BACKFILL

VALVE BOX NOT

TO CONTACT

MAIN NOR VALVE

STANDARD VALVE BOX

TOP SECTION

COVER

CLASS A

CONCRETE

6" MIN.

THICKNESS

STANDARD VALVE BOX INSTALLATION DETAIL
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