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HYDRAULICSROADWAY DESIGN

ENGINEER ENGINEER

R/W SHEET NO.

SHEET NO.PROJECT REFERENCE NO.
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+
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SEE SHEETS 13, 14, 15 FOR -L- LT PROFILE
SEE SHEETS 11, 12, 13 FOR -L- RT PROFILE

NOTE:

4’ PAVED SHOULDER

4’ PAVED SHOULDER

10’ PAVED SHOULDER

10’ PAVED SHOULDER

CABLE GUIDERAIL
REMOVE EXIST 

WOODS

WOODS
48" W

W 1S
TBW

;

;

2
8
0
.0

0
’

18" RCP

US-117 SBL BYPASS 28’ BST 

US-117 BYPASS NBL 28’ BST 

18" RCP

48" WW 1STBW

KERMIT SHELTON PRICE

CAROL PRICE KALEEL

DB 1619 PG 663

KERMIT SHELTON PRICE

DB 1619 PG 663

CAROL PRICE KALEEL

3-CABLE GUARDRAIL

0
15

5

0
2

0
2
5

0
2
5

0
2

0
1

0
2
0
5

0
2
5

14
0

150

1
5
0

150150
150

150

150

150
150

150

150

150

150

150

150

15
0

150

150

150

150

150

150

150

150
150

ETAINR

RETAIN

RETAIN

CONSTRUCTION SHEET 4

EROSION CONTROL FOR

CLEARING AND GRUBBING

     INSTALLED DURING CLEARING AND GRUBBING PHASE.

     PERIMETER EROSION CONTROL MEASURES SHALL BE

NOTE:

B

A

CLEAN WATER DIVERSION

OFFSITE CLEAN WATER

1’ MIN.

1:2

SOIL STABILIZATION GEOTEXTILE

STABILIZE EXCAVATED MATERIAL

1’ MIN.

(Not to Scale)
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