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ROADWAY DESIGN

ENGINEER ENGINEER
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U-2579C 2A-9

PAVEMENT

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

4" PERFORATED PIPE

10" ABC

3.0" B25.0C

3.0" I19.0C

3.0" S9.5C

EARTH MATERIAL

WITH FILTER FABRIC
SHOULDER DRAIN

12.0" X 12.0"

#57 STONE

OUTSIDE AND INSIDE PAVED SHOULDERTRAVEL LANES

4" PERFORATED PIPE

3.0" I19.0C

3.0" S9.5C

EARTH MATERIAL

WITH FILTER FABRIC
SHOULDER DRAIN

12.0" X 12.0"

#57 STONE

OUTSIDE AND INSIDE PAVED SHOULDERTRAVEL LANES

SUBGRADE STABILIZATION

SUBGRADE STABILIZATION

SHOULDER DRAIN DETAIL

SHOULDER DRAIN DETAIL-ALTERNATE PAVEMENT DESIGN

USE SHOULDER DRAIN DETAIL:
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OUTLET: 477+50 (2G1) 

-L- STA. 475+00.00 TO STA. 478+00.00 (RIGHT, OUTSIDE)

          426+00 (2GI), 429+50 (2GI), 440+00 (2GI), 441+77 (2GI)

OUTLETS: 413+00 (2GI), 414+40 (2GI), 415+40 (2GI), 418+00 (2GI), 422+00 (2GI), 

-L- STA. 408+00.00 TO STA. 441+77.00 (RIGHT, MEDIAN)

OUTLET: 477+50 (2GI)

-L- STA. 475+00.00 TO STA. 478+00.00 (LEFT, OUTSIDE)

          432+50, 438+50, 441+77 (2GI)

OUTLETS: 411+00, 414+50, 417+50, 420+50, 423+50, 426+50, 429+50, 

-L- STA. 408+00.00 TO STA. 441+77.00 (LEFT, OUTSIDE)

USE IN CONJUCTION WITH TYPICAL SECTION NO. 2

4.0" B25.0C

4.0" B25.0C

DocuSign Envelope ID: 231D5A51-53EE-4A07-9043-FE47665FE257
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