
FC W

F
C

W

FC W

FC W

FC
W

CURTAIN

TURBIDITY

FLOATING

D D

NOTE:  

     UTILIZE SPECIAL STILLING BASIN(S)

     AS STILLING BASIN WHERE APPLICABLE.

NOTE:

     PLACE TEMPORARY ROCK SEDIMENT DAMS TYPE - B

     DRAINAGE OUTLETS.

     AND TEMPORARY ROCK SILT CHECKS TYPE - A AT

CONSTRUCTION SHEET 4

EROSION CONTROL FOR

CLEARING AND GRUBBING

EC-4/CONST.4
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APPROACH SLAB

SHEET NO.PROJECT REFERENCE NO.

HYDRAULICSROADWAY DESIGN

ENGINEER ENGINEER

4B-5304 
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SKETCH SHOWING BRIDGE/PAVEMENT RELATIONSHIP

 

-L- STA. 13+58.19 31.35' RT   ELEV. = 48.73'

BM #1 RAILROAD SPIKE SET IN 15" OAK

(STRUCTURE PAY ITEM)

EXCAVATION OF EXISTING EMBANKMENT (STRUCTURE PAY ITEM)

EXCAVATION OF EXISTING EMBANKMENT

  FOR STRUCTURE PLANS

1)  SEE SHEETS S-1 THROUGH S-?

NOTES:
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BEGIN TIP PROJECT B-5304

END TIP PROJECT B-5304
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