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     R-5020B      Sig. 6.0 

        Burkhead Street         

               at               

   (N. J.K. Powell Boulevard)   

      US 701 Bypass/NC 130       

Division 06   Columbus County             Whiteville

 November 2019 G.G. Murr, Jr. 

    M.Ishak    

Temporary Design 3 - (TMP Phase 1A)       
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1.  Refer to "Roadway Standard Drawings NCDOT" dated

    January 2018 and "Standard Specifications for Roads

    and Structures" dated January 2018. 

2.  Do not program signal for late night flashing

    operation unless otherwise directed by the Engineer. 

3.  Phase 5 may lead.

4.  Reposition existing signal heads 21, 22, 51, 61, and 62 

5.  Bag and disconnect signal heads 11, 81, 82, and 83.

6.  Set all detection zones to presence mode.
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** See Note 5
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7.  Omit "WALK" and flashing "DON’T WALK" with no

    pedestrian calls.

8.  Program pedestrian heads to countdown the flashing

    "Don’t Walk" time only.

Video Detection Zone

Type II Signal Pedestal

Hotty Toddy

1 Glenwood Avenue

Raleigh, NC 27603

Tel:919.789.9977 

Fax:919.789.9591

License: C-2197
Engineering & Construction, Inc.

     SYSTEM # 10605      

   Fully Actuated    

       3 Phase       

9.  Maximum times shown in timing chart are for free-run

    operation only.  Coordinated signal system timing values

    shall supersede these values. 
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