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750 Greenfield Parkway, Garner, NC 27529

Division 1

N

BJ Slocum

Elizabeth City Signal System

Elizabeth City

U-5942

HA Badgett

HA Badgett

(704) 522-7275     NCBEES #F-0326

CHARLOTTE, NORTH CAROLINA 28212

5600 77 CENTER DRIVE, SUITE 340

Pasquotank County

SEE NOTE 5

STATION AND 2 MONITORS 

INSTALL LAPTOP WITH DOCKING 

SEE NOTE 5

TO DOCKING STATION

WITH HDMI VIDEO CABLING

INSTALL 65" WALL MONITOR

EXISTING LADDER RACK

EXISTING 3-2" CONDUITS (ONE SPARE)

0 5'

AND NEW NETWORK OUTLET IN OFFICE

INSTALL CAT. 6 ETHERNET CABLING IN WALL
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

August 2018

TO EXISTING J-HOOKS

LASH NEW CAT. 6 CABLE

LASHED TO J-HOOKS

EXIST. CAT. 5 ETHERNET CABLE

EXISTING J-HOOKS

LASH NEW CAT. 6 CABLE TO 

LASHED TO J-HOOKS

EXIST. CAT. 5 ETHERNET CABLE

INSTALL NEW CAT. 6 CABLE INTO COMM. RACK

LASH NEW FIBER-OPTIC CABLE TO LADDER RACK

ITS-4.09.DGN

PROPOSED NETWORK OUTLET

PROPOSED FIBER-OPTIC CABLE

PROPOSED ETHERNET CABLE

LEGEND

NCDOT TO PROCURE AND INSTALL NTERNET SERVICE FOR THE PROJECT.6.

MONITOR WITH SIGNAL SUPERVISOR. 

COORDINATE LOCATION OF LAPTOP, DOCKING STATION, AND WALL 5.

INSTALL NEW ETHERNET CABLING TO SIGNAL SUPERVISOR OFFICE.4.

CENTER, FIREWALL, AND KVM SWITCH IN EXISTING RACK.

INSTALL ALL NEW SERVER EQUIPMENT, ETHERNET SWITCH, INTERCONNECT 3.

COORDINATE BUILDING ACCESS WITH SIGNAL SUPERVISOR.2.

SEE ALSO CRP-028 FOR CABLE ROUTING TO AND INTO THE BUILDING.1.

NOTES

DocuSign Envelope ID: 733E07A1-19E5-42E3-B10D-9585E17206D7

9/25/2018


