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SECTION ALONG { BRIDGE

S7-1REZA KOUCHEKI/ R.L. PUTEK

PROJECT NO.

  BACKWALLS, AND APPLY EPOXY COATING.

- REMOVE DEBRIS FROM TOP OF END BENT AND BENT CAPS AND END BENT 

- EPOXY INJECTION OF CONCRETE CRACKS.

- PERFORM SHOTCRETE AND CONCRETE REPAIRS IN PREPARED AREAS.

  REPAIR AREAS.

- REMOVE UNSOUND CONCRETE AND PROPERLY PREPARE SHOTCRETE AND CONCRETE

- SPOT PAINTING OF STEEL STRUCTURE REPAIR AREAS.

- INSTALL FOAM JOINT SEALS.

- CLEAN BEARINGS AND APPLY HRCSA.

- CLEAN AND REPAIR STEEL I-BEAMS.

- GROOVE POLYMER CONCRETE (PC) BRIDGE DECK.

- OVERLAY PREPARED BRIDGE DECK WITH POLYMER CONCRETE (PC).

  BY SCARIFICATION AND SHOTBLASTING METHODS.

- REMOVE ASPHALT WEARING SURFACE AND PARTIALLY REMOVE BRIDGE DECK CONCRETE
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