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J. YANNACCONE 133

6/2022

6/2022 NC Lic. No.  F-0270

919-420-7660

Raleigh, NC 27603

Suite 900

One Glenwood Avenue
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SECTIONS

AND TYPICAL ROADWAY

APPROACH MILLING

J. MYA

THRIE BEAM BRIDGE RAIL

REMOVE & REPLACE EXISTING 

{ BRIDGE

THRIE BEAM BRIDGE RAIL

REMOVE & REPLACE EXISTING 

PLAN
(EXIT END)

TO US 25

TO US 25

END BENT 2

FILL FACE @

  

THRIE BEAM BRIDGE RAIL

REMOVE & REPLACE EXISTING 

THRIE BEAM BRIDGE RAIL

REMOVE & REPLACE EXISTING 

END BENT 1

FILL FACE @

PLAN
(APPROACH END)

100344

{ BRIDGE

SHEET 1 OF 2

S3-19

SUMMARY OF QUANTITIES

ESTIMATE ACTUALDESCRIPTION

NOTES:

ROADWAY SLAB

END OF APPROACH
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ROADWAY SLAB

END OF APPROACH

220'-0" |

215'-0" |

REMOVE & RESET EXISTING GUARDRAIL 98 LF

 
33'-0" | REMOVE & RESET EXIST. GUARDRAIL

2560 SY

675'-0" | (DISTANCE BETWEEN APPROACH ROADWAY SLABS @ BRIDGE 100344 & 1
00352)

680'-0" | (DISTANCE BETWEEN APPROACH ROADWAY SLABS @ BRIDGE 100344 
& 10035

2)

  

EDGE OF PAVEMENT

(TYP.)

EXISTING GUARDRAIL

EDGE OF PAVEMENT

EDGE OF PAVEMENT
(TYP.)

EXISTING GUARDRAIL

 

 

65'-0" | REMOVE & RESET EXISTING GUARDRAIL

EDGE OF PAVEMENT

TO US 25
FINE MILLING

FINE MILLING

SEE ROADWAY PLANS.

REPLACEMENT OF GUARDRAIL AND EROSION CONTROL MEASURES,

FOR ADDITIONAL DETAILS ON ASPHALT SURFACE COURSE,

OF THE EXISTING APPROACH.

PAVING THICKNESS MAY EXCEED 1•"  DUE TO THE SETTLEMENT

BETWEEN THE ROADWAY AND THE BRIDGE NECK, NEW ASPHALT

THICKNESS NECESSARY TO CREATE A SMOOTH TRANSITION

NEW ASPHALT PAVEMENT, NEW ASPHALT PAVEMENT SHALL BE OF

BE MILLED AS NECESSARY TO ATTAIN MINIMUM 1•"  DEPTH OF

FINE MILLING - EXISTING APPROACH ASPHALT PAVEMENT TO BE

7/25/2022
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