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CAT-1

1012

1014

1017

1018 1106

1021 1022
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-L- STA. 111+00

 

PHASE 4 TRAFFIC

12.0' 12.0' 2.0'

BARRIER WITH DRAINAGE SLOTS

TEMPORARY PORTABLE CONCRETE 

5.2'
11.8' 11.7'

PHASE 4 TRAFFIC

-L-

CONCRETE BARRIER

MOUNTABLE SEPARATOR AND PORTABLE 

CLOSURES PRIOR TO INSTALLING 

WEDGE EXISTING PAVEMENT USING LANE LONGITUDINAL CHANNELIZING CURB SYSTEM

15:1

C
E
N
T
E
R

L
A

N
E
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E
D
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DRAINAGE SLOTS

CONCRETE BARRIER W/  

TEMPORARY PORTABLE 

-L- STA 105+75

-L- STA 106+26 -L- STA 111+82

12'

12'

+00

+00 +00

+50

+50 +50

SHEET 3 OF 14 FOR DETAIL.

CONSTRUCT THE RIGHT SIDE OF -L-. SEE RSD 1101.02, 

CLOSE THE OUTSIDE TRAVEL LANE ON -L- (US 421) TO 

IN ACCORDANCE WITH THE TIME RESTRICTIONS ON TMP-2, 

ZION HILL CH RD.

-Y5- SR 1321 

-L- US 421

CONSTRUCT SIDE STREET. (TYP.)

AS NEEDED. USE TEMPORARY LANE CLOSURES AS NEEDED TO 

REPLACE EXISTING MARKINGS WITH TEMPORARY PAINT MARKINGS 

MAINTAIN SIDE STREET LANEAGE DURING CONSTRUCTION. 

NON-FUNCTIONING UNTIL PHASE 6) 

(STRUCTURES 1017 AND 1018 WILL REMAIN 

PAVE OVER AS DIRECTED BY THE ENGINEER.

PRIOR TO MANUFACTURE. BACKFILL/PLATE AND 

FIELD VERIFY TOP OF STRUCTURE ELEVATION 

1017 AND 1018.

INSTALL TRAFFIC BEARING PRECAST STRUCTURES 

PLATED TRAFFIC BEARING PRECAST STRUCTURES:

111+00

-L-

+26

SYSTEM ALONG MIDDLE OF MEDIAN.

INSTALL LONGITUDINAL CHANNELIZING CURB 

P13 P2 P1

P1
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