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Detail Showing Method of Wedging (W1)
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SHOULDER BERM GUTTER DETAIL

-L- STA. 40+15.00 (END APPROACH SLAB) TO STA. 40+35.00 (RT)
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PLANS PREPARED BY:

NC LICENSE NO. F-1524    (919) 872-5115
RALEIGH, NC 27609

5808 FARINGDON PLACE
DRMP, INC.
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TIE-IN MILLING DETAIL (NOT TO SCALE)

(PAID FOR AS INCIDENTAL MILLING)
FOR PROFILE CONNECTIONS TYING PROPOSED PAVEMENTS TO EXISTING PAVEMENTS

-L- STA. 47+75.00 TO -L- STA. 48+00.00
-L- STA. 17+00.00 TO -L- STA. 17+25.00

P A V E M E N T   S C H E D U L E

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS.
C2

EARTH MATERIAL.T

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,
E1

EXISTING PAVEMENT.U

PROP. APPROX. 4" ASPHALT CONCRETE INTERMEDIATE COURSE,
D1

TYPE I19.0C, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL
W1 SHEET 2A-1).

PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE,

D2
GREATER THAN 4" IN DEPTH.

TYPE I19.0C, AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" 

DEPTH, TO BE PLACED IN LAYERS NOT LESS THAN 2.5" IN DEPTH OR

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH, TO

THAN 5.5" IN DEPTH.

BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATERE2

PROP. 6" AGGREGATE BASE COURSE.J1

2'-6" CONCRETE CURB AND GUTTER.R1

PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.C1

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH, TO

BE PLACED IN LAYERS NOT TO EXCEED 1.5" IN DEPTH.
C3

PRIME COAT AT THE RATE OF .35 GAL. PER SQ. YD.P1
PROP. APPROX. 2.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 

AT AN AVERAGE RATE OF 137.5 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS.
C4

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

SHOULDER BERM GUTTERR3

(SEE SHEET 2C-1)

1'-6" CONCRETE CURB AND GUTTER
R2

6" CONCRETE SHARED USE PATH (PAID FOR AS 6" CONCRETE SIDEWALK)S1

INCIDENTAL MILLING (VARIABLE DEPTH 0" TO 1.5" DEPTH).V

Docusign Envelope ID: 5DFC892A-C31B-47A1-9000-E109371CA40F
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