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GUARDRAIL 6" FROM THE FACE OF CURB

UNIT TERMINAL

GUARDRAIL END
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6"

FACE OF GUARDRAIL @ TERMINAL

1'-6" OFFSET FROM 

8' MINIMUM
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6" OFFSET FROM THE FACE OF CURB

FOR POSTED SPEEDS < 45 MPH USE GREU TYPE TL-2

FOR POSTED SPEEDS > 45 MPH USE GREU TYPE TL-3

4 FEET FROM THE POST

IS LOCATED LESS THAN 

SIDEPATH/SHARED-USE PATH

RAILINGS, FENCE, OR RUB RAILS IF

PLACE APPROVED BICYCLE FRIENDLY

(NO 50:1 TAPER REQUIRED)

GUARDRAIL END UNIT TYPE TL-3 or TL-2

GUARDRAIL END UNIT TYPE TL-3 or TL-2 (50:1 TAPER)

_
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FOR POSTED SPEED > 40 MPH
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FOR POSTED SPEEDS < 45 MPH USE GREU TYPE TL-2

FOR POSTED SPEEDS > 45 MPH USE GREU TYPE TL-3

GUARDRAIL TO SIDEWALK OR SIDEPATH/SHARED-USE PATH

FOR OFFSET DISTANCES FROM FACE OF GUARDRAIL AND BACK OF

SEE THE ROADWAY DESIGN MANUAL (PART I CHAPTER 4 SECTION 4.14)

GUARDRAIL TO SIDEWALK OR SIDEPATH/SHARED-USE PATH

FOR OFFSET DISTANCES FROM FACE OF GUARDRAIL AND BACK OF

SEE THE ROADWAY DESIGN MANUAL (PART I CHAPTER 4 SECTION 4.14)_

STRUCTURAL ANCHOR OR END UNITS

SHOULD NOT BE PLACED WITHIN THE LIMITS OF THE

BICYCLE FRIENDLY RAILINGS, FENCE OR RUB RAIL

PLACED WITHIN THE LIMITS OF THE STRUCTURAL ANCHOR OR END UNITS

BICYCLE FRIENDLY RAILINGS, FENCE OR RUB RAIL SHOULD NOT BE
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