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DETAIL A DETAIL B DETAIL C DETAIL D DETAIL E 6 4 1y
RIP RAP IN EXISTING DITCH SPECIAL CUT DITCH FALSE SUMP SPECIAL CUT DITCH wHINGE TOE PROTECTION
(Not to Scale) - & (Not to Scale) (Not to Scale) ( Not to Scale) (Not to Scale)
o E:(:r:f FDrl$cnhf Ovutside Ditch DOCUMENT NOT CONSIDERED FINAL
__ Natural 8 '5/"\&\3‘ Ditch Slope Traffic Flow g‘r’;‘:'ﬂ UNLESS ALL SIGNATURES COMPLETED
Ground 4 « Slope Natural PLANS PREPARED BY.
Ground :
Geotextile . Geotextile . Gl 4235 SOUTH sl%s'\EAKM";E\'/D., SUITE 150
Min. D=1.5 Ft. Min. D=1.5 Ft. oy g— etc Geotextile d=2 Ft. ) CHARLOTTE, NC 28217
Type of Liner=Class B Rip Rap Max. d=2 Ft. Type of Liner=Class B Rip Rap Max. d=2 Ft. < Ditch S| ; : ) 6.0 f=— Min. D=2 Ft. b=2 Ft. Geotextile NC LICENSE NO. C-2213 ~ (704) 332-2289
=Ditc ope Proposed Ditc iner= i Max. d=2 Ft. . .
FROM STA.17+00 TO STA.18+50 —L— RT FROM STA.18+50 TO STA.20+00 —L- RT & Prop Type of Liner=Class B Rip Rap Type of Liner=Class B Rip Rap
AT STA.20+00 -L- LT FROM STA.23+00 TO STA.23+50 -L- RT FROM STA.23+50 TO STA.24+50 —L— RT
DETAIL F DETAIL G DETAIL H DETAIL | DETAIL J DETAIL K
RIP RAP IN EXISTING DITCH SPECIAL LATERAL GRASSED SWALE LATERAL GRASSED SWALE LATERAL BASE DITCH SPECIAL LATERAL GRASSED SWALE SPECIAL CUT DITCH
(Not to Scale) /’& (Not to Scale) ( Not to Scale) ( Not to Scale) (Not to Scale)
Exist. b Front
Natural '5'\9@‘/ Frosnf I Natural " Dri('r)cnh
—_—atural_ X Z X Ditch Fi FILL atura Il Fi Slope
Ground ~ 27 /?\0 Slope Slope SLOPE Ground 1"/Ft. gllope Slope
Min. D=2 Ft.
Geotextile Min. D=2 Ft. LBJ Min. D=2 Ft. B B=5 Ft. GEOTEXTILE Min. D=2 Ft. LE" Min. D=2 Ft. Geotextile Min. D=1 Ft.
Type of Liner=Class B Rip Rap Max. d=2 Ft. B=6 Ft. b=5 Ft. “When B is < 6.0 'I;Agxs de=2 Ft. B=5 Ft. Type of Liner=Class B Rip Rap Max. d=2 Ft.
FROM STA.24+50 TO STA.27+50 -L- RT ,.FROM_STA.27+50 TO STA.29+00 -L- RT FROM STA. 40+50 TO STA. 41+50 -L- LT Type of Liner=Class B Rip-Rap b=5 Ft. ... ROM STA. 42+00 TO STA. 43+00 -L- LT FROM STA. 44+00 LT TO STA. 44+50 —-L- LT
SEE DETAIL L FOR ADDITIONAL SPECIFICATIONS EST. 67 CY DDE SEE DETAIL L FOR ADDITIONAL SPECIFICATIONS CL. B RIP RAP: EST. 24 TONS, EST. 55 SY GT

FROM STA. 41+50 TO STA. 42+00 -L- LT
EST. 76 CY DDE
CL. B RIP RAP: EST. 28 TONS, EST. 66 SY GT

*SEE DETAIL L FOR ADDITIONAL SPECIFICATIONS

DETAIL L

TRAPEZOIDAL GRASSED SWALE
wROCK CHECK DAM

( Not to Scale)

6” OF FREEBOARD
NATURAL GROUND LINE

WATER QUALITY
ROCK CHECK

T a— 10-YR. STORM
ELEVATION

BASE OF SWALE

CLASS B RIP-RAP
1" OF #57 STONE

PROFILE

6" OF CLASS B RIP-RAP
FREEBOARD 10-YR STORM EVENT

NATURAL GROUND

TYPICAL SECTION

NOTES:

1) DO NOT USE INSIDE CLEAR RECOVERY AREA.
2) NOT PRACTICAL TO USE ON SLOPES > 5%.
3) TO BE USED AS PERMANENT STRUCTURES IN GRASS SWALES.
4) CHECK DAMS SHOULD BE SPACED SUCH THAT
THE BASE OF THE UPSTREAM CHECK IS AT THE
SAME ELEVATION AS THE TOP OF THE
DOWNSTREAM CHECK.
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