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BETWEEN SR 1115 AND US-70

RIVER ON SR 1001

FOR BRIDGE OVER CATAWBA

ALL PILES ARE HP 14 X 73 STEEL PILES

{ PILESBATTERED 3:12

{ BRACE PILE

{ PILE

{ PILE
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{ BRACE PILES

BATTERED 3:12

STA. 33+12.48 -L-STA. 31+80.04 -L-
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FOUNDATION NOTES:

THERMAL INTEGRITY PROFILING, SEE GEOTECHNICAL SPECIAL PROVISION.

THERMAL INTEGRITY PROFILING IS REQUIRED FOR ALL DRILLED PIERS. FOR 

ALL DRILLED PIERS. HIGHER SLURRY LEVELS MAY BE REQUIRED.

MAINTAIN POLYMER SLURRY LEVEL AT LEAST 6 FT. ABOVE LAKE LEVEL FOR 

POLYMER SLURRY CONSTRUCTION IS REQUIRED FOR ALL DRILLED PIERS.

OF CONCRETE IS REQUIRED.

EXCAVATIONS WITH A SUBMERSIBLE PUMP OR AN AIRLIFT. WET PLACEMENT

DO NOT DEWATER DRILLED PIER EXCAVATIONS. CLEAN THE BOTTOM OF

PERMANENT CASING MINIMUM WALL THICKNESS IS 0.625 INCHES.

FOR DRILLED PIERS, SEE SECTION 411 OF THE STANDARD SPECIFICATIONS.

ACCORDANCE WITH SUBARTICLE 450-3(D)(2) OF THE STANDARD SPECIFICATIONS.

RELEASE THE CONTRACTOR FROM PROVIDING DRIVING EQUIPMENT IN

DRIVE PILES AT END BENT NO. 2. THIS ESTIMATED ENERGY RANGE DOES NOT

IN THE RANGE OF 34,000 TO 66,000 FT-LBS PER BLOW WILL BE REQUIRED TO

IT HAS BEEN ESTIMATED THAT A HAMMER WITH AN EQUIVALENT RATED ENERGY

OF THE STANDARD SPECIFICATIONS.

PROVIDING DRIVING EQUIPMENT IN ACCORDANCE WITH SUBARTICLE 450-3(D)(2)

THIS ESTIMATED ENERGY RANGE DOES NOT RELEASE THE CONTRACTOR FROM

45,000 FT-LBS PER BLOW WILL BE REQUIRED TO DRIVE PILES AT END BENT NO. 1.

IT HAS BEEN ESTIMATED THAT A HAMMER WITH A MAXIMUM RATED ENERGY OF

FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.
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