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J. MYA

R. FISHER
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2'' HIGH BEAM BOLSTER 

FILL FACE 

2
'-

0
''

{ JOINT

STAY-IN-PLACE

{ BRG.

AT 3'-0" CTS.

CONST. JT.
PERMITTED

(TYP.)

OF GIRDERS

BOND ON TOP 

FELT TO PREVENT 

30 LB. ROOFING 

2 LAYERS OF 

G
I

R
D

E
R

T
O

P
 

O
F
 

4"

SOLE PLATE (TYP.)

(TYP.)

SEE DETAIL ``B''
``A'' BARS (TYP.) ``B'' BARS

2
'-

0
''

``A'' BARS

``B'' BARS

{ JOINT

CONST. JT.
PERMITTED

{ BENT 

 MATERIAL

 JOINT SEALER

…" SAWED OPENING

1
•

"

DETAIL ``B''

{ BEARING{ BEARING

SEE NOTES.

1 ‚'' HIGH B.B.U.

10•'' 10•''

4''

SHEET 2 OF 2

M. SPENCER

*

#5``S'' BAR

       PARALLEL TO JT. 

       * #5G1 BAR

(SEE ``PLAN OF SPAN'')

(END BENT 1 & 2)

 SECTION THROUGH END BENT DIAPHRAGM 

(BENT 3 & 6)

 SECTION THROUGH LINK SLAB 
(BENT 1, 2, 4, 5, & 7)

AND STIRRUPS.

NECESSARY, TO CLEAR REINFORCING STEEL 

#5G1 BAR MAY BE SHIFTED SLIGHTLY, AS 

DETAILS'' SHEETS.

EXPANSION JOINT 

SEE ``STRIP SEAL 

DETAILS AT END BENT, 

FOR STRIP JOINT SEAL 

2" HIGH B. B. U.

1
'-

3
"

FOR STRIP SEAL DETAILS AT

JOINT DETAILS'' SHEETS.

TOP OF GIRDERS (TYP.)

FELT TO PREVENT BOND ON 

2 LAYERS OF 30 LB. ROOFING 

THE REGION OF THE LINK SLAB.

BE WELDED TO THE GIRDER FLANGES IN 

METAL STAY-IN-PLACE FORMS SHALL NOT 

 SECTION THROUGH BENT DIAPHRAGM 

**

SPECIFICATIONS. 

OF SECTION 1028-3 OF THE STANDARD 

SHALL CONFORM TO THE REQUIREMENTS 

MATERIAL. THE JOINT SEALER MATERIAL 

SHALL BE FILLED WITH JOINT SEALER 

HOURS OF POURING THE DECK. THE JOINT 

AT { BENT SHALL BE SAWED WITHIN 24 

A 1•" DEEP,…" WIDE CONTRACTION JOINT 

PLAN OF GIRDERS AT LINK SLAB BENT

{ BENT

{ GIRDER

* * *

 * * *  LINK SLAB REGION

R. FISHER

10/2023

03/2024

METAL FORMS (TYP.)

#5S2

#5S1
#6K3 (EA. FACE)

#6K3 (EA. FACE)

2'' CL.TO

2'' CL. TO #5``S'' BAR 

1'-0''

#5S2 (TYP.)

#5S1 (TYP.)

2'' HIGH BEAM BOLSTER (TYP.)

2''CL.TO #5

``S'' BAR (TYP.)

1'-0'' 1'-0''

2" CL. TO #5``S'' BAR (TYP.)

4"

BENT, SEE ̀ S̀TRIP SEAL EXPANSION

AT 3'-0" CTS. (TYP.)

2" HIGH B.B.U.

SEE NOTES

1‚" HIGH B.B.U.

METAL FORMS (TYP.)

STAY-IN-PLACE

1‚" HIGH B.B.U.

FORMS

STAY-IN-PLACE

METAL* *

LINK SLAB REGION

@ 3'-0" CTS.

1ƒ" HIGH B.B.U.

S-10

2-#8``K'' BARS

#5``A'' BARS

#4``B'' BARS

#5``B'' BARS

FALSEWORK/FORMWORK ATTACHMENTS.

ATTACHMENTS, AND OVERHANG 

ANCHOR STUDS, DECK FORMWORK 

(NOT RAKED) AND FREE OF STIRRUPS, 

OF THE LINK SLAB SHALL BE SMOOTH 

THE TOP OF THE GIRDER IN THE REGION 

(TYP.)

PARALLEL TO JT.

* #5G1 BAR

#6K3 (EA. FACE) (TYP.)

#6K3 (EA. FACE) (TYP.)

2-#8``K'' BARS (TYP.)

*

AND STIRRUPS.

NECESSARY, TO CLEAR REINFORCING STEEL 

#5G1 BAR MAY BE SHIFTED SLIGHTLY, AS 

61

SUPERSTRUCTURE

DETAILS

TYPICAL SECTION

Docusign Envelope ID: 1E03BD43-9810-4D2B-AD98-585221BA4F64
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