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BILL OF MATERIAL

BAR NO. SIZE TYPE LENGTH WEIGHT

ALL BAR DIMENSIONS ARE OUT TO OUT.
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BENT 

8'-0''

8'-8''

8'-10''

14'-6''

21'-4''

49'-8''

49'-8''

52'-8''

5'-2"5'-2"

REINFORCEMENT FOR THE DRILLED PIERS IS DETAILED WITH 3 FEET EXTRA LENGTH.

THE CONTRACTOR'S ATTENTION IS CALLED TO THE FACT THAT THE LONGITUTINAL

1 2 3 4 5 6 7

BENT 1 2 3 4 5 6 7

TABLE ``A''
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''

1,920

958'-2"

14'-6"
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69
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1633
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746
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2798

51,657 55,003 57,236 58,127 57,792 51,955 50,318

 11,697  11,598  10,011

65.1

50.7 48.0 45.3 42.9 40.2 37.5
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 * THE SP-1 SPIRAL REINFORCING STEEL SHALL BE W20 OR D-20 COLD DRAWN WIRE 

* * THE SP-2, SP-3 & SP-4 SPIRAL REINFORCING STEEL SHALL BE W31 OR D-31 COLD DRAWN WIRE 

* *

* *

* *

VARIES

TOTAL  CU. YDS.

CU. YDS.

CU. YDS.

9,561

CU. YDS.

53.153.1

65.1 65.1 65.1 65.1 65.1 65.1

188.8 215.5 234.4 243.8 244.3 206.6 198.2

   OR #5 PLAIN OR DEFORMED BAR.

NOTES:

S-51

R. FISHER

10/2023

04/2024

REINFORCING STEEL

SPIRAL COLUMN REINFORCING STEEL

CLASS A CONCRETE : POUR 2 -     (COLUMNS) 

CLASS A CONCRETE : POUR 3 -     (CAP)          

DRILLED PIER CONCRETE : POUR 1         

118.2 115.8 113.1 110.4 108.0 105.3 102.6

LBS.

LBS.

FOR THERMAL INTEGRITY PROFILER TEST (TIP), SEE GEOTECHNICAL SPECIAL PROVISION.

FOR ADDITIONAL NOTES, SEE ``GENERAL DRAWING.'' SHEET 3 & 5 OF 7.

HOOKS ON ``V'' BARS MAY BE TURNED AS NECESSARY FOR PLACING REINFORCING STEEL.

STIRRUPS IN CAP MAY BE SHIFTED AS NECESSARY TO CLEAR ANCHOR BOLTS.

``REINFORCING STEEL'' AND ``SPIRAL COLUMN REINFORCING STEEL''.

ALL STEEL IN THE DRILLED PIERS IS INCLUDED IN THE PAY ITEMS FOR

REINFORCEMENT FOR THE DRILLED PIERS IS DETAILED WITH 3 FEET OF EXTRA LENGTH.

THE CONTRACTOR'S ATTENTION IS CALLED TO THE FACT THAT THE LONGITUDINAL

COMPOUND METHOD SHALL NOT BE USED.

ACCORDANCE WITH THE STANDARD SPECIFICATIONS EXCEPT THE MEMBRANE CURING 

THE TOP SURFACE AREAS OF CAPS AT BENT 3 AND BENT 6 SHALL BE CURED IN 
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